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		  intelligent cdma cellular modem universal socket benefts ?	 interchangeable 	 communications 	 device s ?	 intelligent 	 universal	ip	 stack ?	 quick-to-market ?	 easy 	 migration	to	 future	 networks the 	 multi-tech	 socketmodem ? 	icell	intelligent	cellular	modem	is	a	 complete, 	 ready-to-integrate	 communications	 device 	that	offers	 standards-based	dual-band	cdma2000	 1xrtt	 performance. 	 this 	 quick-to-market	 communications 	 device	 allows	 developers	to	 add	 wireless	 communication	and	gps	 tracking	to	 products	with	 a	 minimum	of	 development	time	and	 expense. 	 the 	intelligence	of	the	 embedded	 universal	ip ? 	 stack	 allows	 for	automatic/persistent	 connectivity	for	mission	critical	 applications	and	enhanced	m2m	 functionality. 	 the 	 socketmodem 	icell	intelligent	cellular	modem	is	based	on	 industry-standard	open	interfaces	and	utilizes		 multi-tech's 	 universal	 socket	design. features ?	 cdma2000 	 1xrtt ?	 dual-band 	800/1900	mhz	cdma ?	 universal 	 socket	 connectivity ?	 intelligent 	 universal	ip	 stack	for	enhanced	m2m	functionality ?	 models 	with	gps	 tracking	 capability ?	 nmea-0183 	 v3.01	compliant	gps	 messages ?	 cdma 	is-95a, 	is-95b	 backwards	compatible ?	 packet 	data	up	to	153.6k	bps	 forward	and	 reverse ?	 circuit-switched 	data	up	to	14.4k	bps ?	 short 	 message	services	(sms) ?	 ufl 	antenna	connector ?	 serial 	interface	supports	dte	speeds	to	230k	bps ?	 at 	command	compatible ?	 cdg 	1	and	2	 network	certifed ?	 two-year 	 warranty socketmodem ?  icell 

 world headquarters tel:	 (763) 	785-3500 	 (800) 	328-9717 www.multitech.com emea headquarters multi-tech systems (emea)   united kingdom tel:	 +(44) 	118-959	7774 specifcations packet data features cdma2000	 1xrtt, 	up	to	153k	bps	 forward	&	 reverse	 channels circuit switched data/fax features is-95a, 	is-95b	up	to	14.4k	bps sms features text 	&	 pdu, 	 point-to-point, 	cell	 broadcast connectors antenna:	ufl	(one	 each, 	cellular	&	gps) ip protocols supported dns	 resolve, 	ftp	client, 	ping, 	pop3	client, 	ppp		 (dial-out), 	smtp	client, 	 tcp	 raw	client	&	 server, 	udp	 raw 	client	&	 server, 	 pap, 	chap	authentication gps position: 	2.5	meters aquisition:	hot	start	1	second;	cold	start	29	seconds	 avg. sensitivity: 	 tracking 	-	161	dbm protocol: 	nmea-0183	 v3.01, 	gga, 	gll, 	gsa, 	 gsv, 	 rmc, 	 vtg m2m applications automatic 	 connect/reconnect, 	 device	 monitor, 	modem	 emulation, 	ping	&	 tcp	 keep	 alive, 	 wake-up	on	caller	 id, 	 wake-up	on	ring power requirements 5vdc ip	models:	 sleep:	40ma	(.2w	@	5vdc);	 typical: 	185ma	 (.92w	@	5vdc);	 maximum:	560ma	(2.8w	@	5vdc) gp	models:	 sleep:	130ma	(.65w	@	5vdc);	 typical: 	270ma 	 (1.3w	@	5vdc);	 maximum	650ma	(3.2w	@	5vdc) physical description 3.1"	l	x	1.4"	 w	x	0.5"	h;	1.2	oz. 		 (8.0	cm	x	3.5	cm	x	1.2	cm;	34	g) operating environment -30	to	+70	c certifcations emc:	fcc	 part	15	class	 b, 	22, 	24;	ic:	rss	129, 	132, 	133;	 en	55022 safety:	cul	60950-1, 	en	60950-1, 	ul	60950-1 network: 	cdg	1	&	2 rohs	compliant highlights applications. 	 the 	 socketmodem	icell	intelligent	cellular	 modem	is	 targeted	at	 applications	that	 periodically	need	to	 send	or	 receive	data	 over	a	 wireless	 network. 	it	is	ideal	for	 asset	 tracking, 	feet	 management, 	 energy	monitoring, 	mobile	 and	home	 healthcare, 	 atm 	 terminals, 	 point-of-sale, 	security	 systems	and	 remote	monitoring	 applications. universal socket connectivity. 	 multi-techs	 universal	 socket 	is	a	 fexible, 	comm-port	 architecture	that	 provides	 cellular, 	ethernet, 	pstn	or	 wi-fi  	 network	access	with	 interchangeable 	 communications 	 device s. 	 this 	means	 you	 can	utilize	one	system	design	and	populate	it	with	 your	 connectivity 	 device 	of	 choice	accommodating	 multiple	 connectivity 	 requirements. 	in	 addition, 	 you	 are	 assured	a	 seamless	 migration	to	 future	 technologies. universal ip. 	 multi-techs	 universal	ip	consists	of	a	common	 set	of	 tcp/ip	 networking	 protocols	and	 machine-to-machine	 (m2m)	 applications	implemented	using	a	 standard	 at 	 command	 interface. 	 universal	ip	 allows	 developers	to	write	 their	host	 application	one	time	while	 having	the	 freedom	 to	select	 from	a	 growing	 number	of	 universal	 socket	 communication 	 devices. reduces development time. 	 the 	 socketmodem	 icell	 intelligent 	cellular	modem	enhances	 your	 product	while	 you 	focus	on	 developing	its	 core	 features. 	it	 actually	 provides	 faster	time-to- market	because	it	 relieves	the	 burden	and	 expense	of	obtaining	cdg	1	and	2	 network	and	rf	 approvals. socketmodem icell pin-out. 	 the 	 socketmodem	 icell	 intelligent 	cellular	modem	interfaces	 easily	with	existing	 products 	 through	a	 standard	serial	 communication	 channel. 	 the 	serial	dte	 channel	is	 capable	of	 transfer	speeds	to	 230k	bps	and	can	be	interfaced	 directly	to	a	 uart	or	 microcontroller. 	 the 	complete	 on-board	rf	 transceiver	 interfaces	with	an	antenna	for	 direct	connection	to	 wireless	 sms, 	 circuit- switched	dial- up, 	or	 packet	data	 networks. 	it	also	 includes	an	 onboard	led	to	 display	 network	 status. ordering information roduct  escription  egion mtsmc-c1-ip*	 intelligent 	cdma	 1xrtt	 modem	 regional mtsmc-c1-gp*	 intelligent 	cdma	 1xrtt	modem	 (gps)	 regional    -n2	 for 	sprint	 networks	(usa) -n3	 for 	 verizon 	 networks	(usa) -n16	 for 	 aeris	 networks	(usa) *	use	 ordering	codes	for	specifc	build	 options. 	go	to	 www.multitech.com	for	 detailed	 product	model	 numbers. developer's kit. 	 the 	 developer's	kit	 allows	 you	to	plug	in	the	 communications 	 device 	and	use	it	for	testing, 	 programming	 and	 evaluation. 	 the 	kit	includes	one	 development	 board	with	 rs-232	db-25	 connector, 	 universal	 power	 supply, 	antenna	 and	rs-232	 cable. copyright 	?	2010	 by	 multi-tech	 systems, 	inc. 		 all	rights	 reserved. 	 9/10			86002106 produced 	in	the	us	of	us	and	non-us	 components. features 	and	specifcations	 are	subject	to	 change	without	 notice. trademarks / registered trademarks: 	 socketmodem, 	 universal	 ip, 	 multi-tech, 	 and	the	 multi-tech	logo:	 multi-tech	 systems, 	inc. 	/	 all	other	 products	and	 technologies 	 are	the	 trademarks	or	 registered	 trademarks	of	their	 respective	 holders. 		  
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