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		  Datasheet File OCR Text:


		  product information and part numbers shown on these pages are not guaranteed  correct by aviaquip pty. ltd and are subject to cha nge without notice.   2           ms21083   low profile  -  nylon insert   supersedes an364  -  ms20364  maximum temp. 250 deg. f.        to fit  to fit     thread thread        size    size            carbon steel    carbon steel       an364        ms     21083   an364c       ms    21083c      #440    #440       440a      n04    c440a             c04      #632    #632       632a      n06    c632a             c06      #832    #832       832a      n08    c832a      c08     #1032   #1032      1032a       n3    c1032a       c3     1/4   1/4 - - 28 28        428a       n4     c428a       c4    5/16  5/16 - - 24 24        524a       n5     c524a   c524a         c5     3/8   3/8 - - 24 24        624a       n6     c624a       c6    7/16  7/16 - - 20 20          *                n7         *              c7     1/2   1/2 - - 20 20        820a       n8     c820a       c8       corrosion     corrosion          resistant      resistant      9/16  9/16 - - 18 18        918a       n9     c918a       c9     5/8   5/8 - - 18 18       1018a          n10    c1018a      c10   ms21044   full profile  -  nylon insert   supersedes an365  -  ms20365   maximum temp. 250 deg. f.       to fit to fit     thread thread       size   size           carbon steel   carbon steel       an365       ms    21044   an365c       ms    21044c     #440   #440        440a      n04     c440a      c04     #632   #632        632a      n06     c632a      c06      #832   #832        832a      n08     c832a      c08    #1032      #1032           1032a       n3    c1032a       c3    1/4  1/4 - - 28 28        428a       n4     c428a       c4    5/16  5/16 - - 24 24        524a       n5     c524a       c5     3/8   3/8 - - 24 24        624a       n6     c624a       c6    7/16  7/16 - - 20 20          *       n7                  *       c7     1/2   1/2 - - 20 20        820a      n8     c820a       c8    9/16  9/16 - - 18 18        918a      n9     c918a       c9      5/8   5/8 - - 18 18       1018a     n10    c1018a      c10       corrosion     corrosion          resistant      resistant     ms21045   full profile  -  all metal   supersedes an363                            max temp 450 deg f   ms21046c   supersedes an363c   maximum  temp. 800 deg f          to fit   thread      size    carbon steel      cad plated          corrosion            resistant         unf3b        unf3b silver plated          an                  363     ms   21045      an    363c      ms   21046c         #440     440      04    c440      c04       #632     632      06    c632      c06       #832     832      08    c832      c08      #1032    1032       3   c1032       c3       1/4 - 28     428       4    c428       c4     5/16 - 24       524       5    c524       c5      3/4 - 24     624       6    c624       c6     7/16 - 20       *        7       *        *       1/2 - 20     820       8    c820       c8     9/16 - 18     918       9          5/8 - 18    1018      10         MS21042  all metal   reduced dimension alloy    steel  -  cad plated        maximum temp 450 deg f   ms21043  all metal   cres reduced dimens ion silver  plated maximum temp 800 deg f.       to fit   thread     size    alloy steel       cad plated   dry      film    lube                 unf3b       ms     21042      nas     1291        ms     21042l        ms     21043      nas    1291c    #256       02      02       l02                #440       04      04       l04       04       c04    #632       06      06       l06       04      c04    #832       08            08       l08       08      c08       #1032        3             3       l3        3           c3    1/4 - 28        4       4        l4        4       c4   5/16 - 24        5       5       l5        5       c5    3/8 - 24        6       6       l6        6       c6   7/16 - 20         7              corrosion    resistant       silver plated    1/2 - 20         8         note : nas1291 is a self locking nut              "m" denotes dry film lube              "c" indicates corrosion resistant steel    
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