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		  Datasheet File OCR Text:


		                     <     s  _ .025"        >                    <      l  _ .010"         > <             > electronic film capacitors, inc. phone (203) 755-5629        fax (203) 755-0659 reidville industrial park  *  41 interstate lane waterbury, connecticut  06705  dimensions and ratings M1206EFR efc will manufacture to any non-standard value and size. please consult factory for special requirements.   10 .394   10 .394   10 .394   15 .591   15 .591   15 .591  22.5 .886  22.5 .886  22.5 .886  22.5 .886 27.5 1.08 27.5 1.08 case  size mm   in. mm   in. lt hs mm   in.   13 .512   13 .512   13 .512   18 .709   18 .709   18 .709 26.5 1.04 26.5 1.04 26.5 1.04 26.5 1.04  32 1.26  32 1.26 d e f g h l m n o p q c    4 .157    5 .197    6 .236    5 .197    6 .236  7.5 .295    6 .236    7 .276   8.5 .335   10 .394   11 .433   13 .512    9 .354   11 .433   12 .472   11 .433   12 .472 13.5 .531   15 .591   16 .630 16.3 .642   19 .748   20 .787   22 .866 cap.  m  m  m  m  m f 160/100 vdc/vac  250/160 vdc/vac  400/250 vdc/vac mm   in.  630/300 vdc/vac _ .010" + h t _ .010" + <    > 1.00 " min       efc M1206EFR +               + <   > 0.001 0.0012 0.0015 0.0022 0.0027 0.0033 0.0039 0.0047 0.0056 0.0068 0.0082 0.01 0.012 0.015 0.018 0.022 0.027 0.033 0.039 0.047 0.056 0.068 0.082 0.1 0.12 0.15 0.18 0.22 0.27 0.33 0.39 0.47 0.56 0.68 0.82 1.00 1.20 c c c c c c c c c c c c c c c c c c d d e e f f g g h l m n n o o p p q q c c c c c c c c c c c c c c c c d d d e e f g g h l l l m n o o p p q c c c c c c c c c c c c c c d d d e f g g g l l m m n n o p p q q c c c c c c c c c c d d d e e f f g h h l l m n n o p p q                lead specs.       tinned  copperweld c through e cases: 22 awg f through q cases: 20 awg snubber capacitors polypropylene  
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