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		  Datasheet File OCR Text:


		  +150 h  t   t  p  :   /   /  w w w . w  e   i   t  r o n .  c  o  m  .  tw   w   e   i   t  r  o   n t j p d mw  ?c 500 BC869  ?c 1 2 3 1. base 2. collect or 3. emitter sot -89 1/3 15-nov-07 maximum ratings ( t a =25c unless oth e rwise noted) off characteristics rating characteristics symbol symbol value min max unit unit a v v v i c v ebo v cbo v ceo -1.0 -5.0 -32 -20 a a v v v i ebo emitter cut-o current, v eb  = -5.0v, i c  = 0 -0.1 - i cbo collector cut-o current, v cb  = -25v, i e  = 0 -0.1 - v(br) ebo emitter-base breakdown voltage, i e  = -0.1ma,i c  = 0 - -5.0 v(br) ceo collector-emitter breakdown voltage, i c  = -1ma, i b  = 0 - -20 v(br) cbo collector-base breakdown voltage, i c  = -0.1ma, i e  = 0 - -32 collector-emitter voltage collector-base voltage emitter-base voltage collector current continuous storage temperature range junction temperature range tstg -65 to +150 t otal  d evi c e dissip a tion   t a =25c   lea d( p b)- f r ee p b pnp plastic-encapsulate transistor

 BC869 w  e  i  t  r  o  n  h  t  t  p  :  /  /  w  w  w  .  w  e  i  t  r  o  n  .  c  o  m  .  t  w  transitionfrequence - - - - - - - - v o  n  c  h  a  r  a  c  t  e  r  i  s  t  i  c  s  e  l  e  c  t  r  i  c  a  l  c  h  a  r  a  c  t  e  r  i  s  t  i  c  s  (  t  a  =  2  5 c u n l e s s o t h e r w i s e n o t e d ) ( c o u n t i n u e d ) 50 - - 375 100 - - 60 -0.5 v be(on) v -1.0 40 mhz v ce(sat) f t base-emitter voltage v ce  = -1.0v,  i c  = -1.0a h fe1 h fe2 h fe3 dc current gain  v  ce   = -10v,  i c   = -5.0ma  collector-emitter saturation voltage 2/3  15-nov-07 characteristics  symbol  min  typ  max  unit  v ce  = -1.0v,  i c  = -500ma v ce  = -1.0v,  i c  = -1.0a v ce  = -5v, i c  = -10ma,  f = 100mhz i c  = -1.0a, i b  = -100ma cec cgc chc BC869 rank range marking 100-375 100-250 160-375 BC869-25 BC869-16 device marking

 w  e  i  t  r  o  n  BC869 h  t  t  p  :  /  /  w  w  w  .  w  e  i  t  r  o  n  .  c  o  m  .  t  w  d  i  m  a  b  c  d  e  g  h  j  k  l  m  i  n  1  .  4  0  0  0  .  3  2  0  0  .  3  6  0  0  .  3  5  0  4  .  4  0  0  1  .  4  0  0  2  .  3  0  0  3  .  9  4  0  2  .  9  0  0  m  a  x  s  o  t  -  8  9  s  o  t  -  8  9  o  u  t  l  i  n  e  d  i  m  e  n  s  i  o  n  s  u  n  i  t  :  m  m  b  a  h  e  j  k  g  d  c  l  1  .  6  0  0  0  .  5  2  0  0  .  5  6  0  0  .  4  4  0  4  .  6  0  0  1  .  8  0  0  2  .  6  0  0  4  .  2  5  0  3  .  1  0  0  1  .  5  0  0  t  y  p  3/3 15-nov-07
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