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		  Datasheet File OCR Text:


		  www .ittcannon.com bC6 dimensions shown in: mm (inch) specifications and dimensions subject to change t actile switches b actuation force operating life type newtons (grams) (operations) ksb0m110 1.6 (160) 100,000 ksb0m410 3.0 (300) 500,000 ksf0m210 1.3 (130) 100,000 ksf0m310 1.6 (160) 500,000 ksf0m410 3.0 (300) 100,000 ksf0m510 5.0 (500) 100,000 ksf0m910 3.0 (300) 500,000 ksb & ksf series low-profile tact switch features/benefits ? low profile ? protected against flux ? ksb without top sealing ? ksf with top sealing ? rohs compliant and compatible typical applications ? low profile keyboards ? instrumentation ? industrial control ? medical ? military how to order our easy build-a-switch concept allows you to mix and match options to cr eate the switch you need. t o or der , select desir ed option fr om each category and place it in the appropriate box. however , please note that all the combinations of these options ar e not feasible.  for any part number dif fer ent fr om those listed above, please consult your local itt r epr esentative. ground terminal 0 without 1 with insertion m manual (bulk packaging) a automatic (tube packaging)* k s l f t contact material 1 silver contacts 3 gold contacts type b without actuator f flat membrane operation force 1 1.6 n (160 grams), 100,000 operations (ksb only) 2 1.3 n (130 grams), 100,000 operations (ksf only) 3 1.6 n (160 grams), 500,000 operations (ksf only) 4 3 n (300 grams), 100,000 operations 5 5 n (500 grams), 100,000 operations (ksf only) 9 3 n (300 grams), 500,000 operations (ksf only) sealing 0 sealed against flux (ksb) ip40 1 totally sealed ip 65 2 high performace seal ip 65  rohs compliant and compatible.  tin plated. specification contact arrangement: spst, n.o. double overmolding on terminalmembrane sealing terminals: pc pins note : specifications listed above ar e for switches with standar d options.  for information on specific and custom switches, consult customer service center. mechanical electrical  silver gold maximum power: 1 va 0.2 va maximum voltage: 32 vdc 32 vdc minimum voltage: 20 mv 20 mv maximum current: 50 ma 10 ma minimum current: 1 ma 1 ma dielectric strength (50 hz, 1 min.): 300 vrms contact resistance: ksf 100 m   ; ksb 100 m   insulation resistance (100 v):   10 9  bounce time: 1 ms environmental silver gold operating temperature: -40?c to 90?c -40?c to 125?c storage temperature: -40?c to 90?c -55?c to 125?c process w ave soldering compatible with lead fr ee sodering pr ofile. packaging ksf can be delivered in tubes of 65 pieces for automatic insertion. ksb in boxes of 500 pieces for manual insertion. b t n k 1 0 button style k10   10 mm square button color 10 dark gray 20 light gray 30  yellow 40 red 50  green 60 blue 70 gray-blue 80 ivory 90 black button for ksf   button must be ordered separa tely  and will be supplied in bulk. switch * ksf only  

 www.ittcannon.com bC7 dimensions shown in: mm (inch) specifications and dimensions subject to change t actile switches b 7,62 (3,0) 9,0 (.354) 0,45 (.018) 0,2 (.008) 2,6 (.102) 4,2 (.165) 5,08 (.20) 0,5 x 0,3 (.020 x .012) 7,4 (.291) 7,4 (.291) ?3,5 (.138) 10 (.394) 4,9 (.19) 1,0 (.039) 3,7 (.146) r 0,3 (.012) r 0,5 (.020) r 0,3 (.012) 8,0 (.31) 4,4 (.173) 0,8 (.031) 10 (.394) 8,0 (.315) 1,0 (.039) k10 button for ksf only    button must be ordered separately and will be supplied in bulk. button ?4,6+0,25/-0,15 (.181+.010/-.006) 0,45 (.018) 7,62 (.30) 9,0 (.354) 7,4 (.291) 7,4 (.291) 4,2 (.165) 0,5+ x 0,3 (.020 x .012) 5,08 (.20) 2,01 (.079) smooth surface ?2,0 (.079) r 0,2 (.008) l min. 0,9 (.035) 4?max. ?0,2 a a recommended shape  of actuator 7,62 (.30) ?0,9+0,1/-0,0 (.035+.004/-.0 00) 5,08 (.20) pcb layout smooth surface ?2,0 (.079) r 0,2 (.008) l min. 1,5 (.059) 4?max. ?0,2 a a recommended shape  of actuator ksf0m111 7,62 (.30) ?0,9+0,1/-0,0 (.035+.004/-.0 00) 5,08 (.20) pcb la yout ksb ksf ksb & ksf series low-profile tact switch ksb0m110  
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