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		  Datasheet File OCR Text:


		    camel technology  plastic film capacitors    metallized polypropylene filmpacitor           MPP                                                                                     radial dipped     ?  outline drawing                                   ?  construction           ?  appearance                 MPP   are constructed with metallized polypropylene film  dielectric  ,copperply lead and epoxy resin powder coating.  they are suitable for blocking, by-pass, coupling,  decoupling, filtering, timing, tuning temperature  compensation, and ideal for use in telecommunication  equipments, data processing equipments, industrial  instruments, automatic cont rol system and other general  electronic equipments.    ?   features:  ? low loss at high frequency  ? small inherent temperature rise  ? flame retardant epoxy resin powder coating (ul94/v-0)  ? widely used in high frequency, dc, ac and pulse circuits    ?    specification:  1. operating temperature: -40  ~85    2. capacitance range:0.01f~3.3f  3. capacitance tolerance:5%(j),10%(k),   20%(m)  4.  rated voltage(rv): 100vdc, 250vdc,  400vdc,630vdc                 5.  dissipation factor: 0.1% max at 1khz, 25    6. insulation resistance(ir): >30 000 m ?  (c Q 0.33f)  >100 00 m ? f (c>0.33f)    ?   performance  test characteristics  test methods jis c 5102  performance  withstand voltage: between terminals  apply 2.0 times of rated voltage for 60 sec. charge  discharge current must be 1a max  shall be no abnormality  withstand voltage: between terminals & enclosure  apply 2.0 times of rated volt age for 1 to 5 sec  shall be no  abnormality  insulation resistance: between terminals   0.33f   R 45,000m ?    insulation resistance: between terminals  & enclosure  apply rated voltage    15% for 60 sec. when rated voltage under 100v.  apply 100v 15% when rated voltage from 100v to  500v at 20    >0.33f   R 15,000m ? ?f  heat proof: insulation resistance at 85     0.33f R 4500m ?  at 85    >0.33f R 1500m ? ?f at 85    heat proof:  rate of variation of capacitance at 85    testing temperature: 852 .        0%  within-5% of the value before test  humidity test: appearance  shall be no abnormality  humidity test: withstand voltage  shall be no abnormality  humidity test: insulation resistance   0.33f R 15000m ?   >0.33f R 5000m ? ?f  humidity test: dissipation factor  0.0015 (0.15%) max.  humidity test: rate of variation capacitance  temperature: 402  ; humidity: 90-95% rh  +24  testing time: 500 - 0    hrs.  apply voltage: rated voltage. after testing, leave it for  about 16 hrs. at standard condition  withstand voltage is 175% rated voltage, 60 sec.  within 5% of the value before test  reference standard  gb  10190( iec 60384-16) / jis 5102      56 w t h p loose taped  w max  t max  h max  25 min  p 1.0   ? d 00.5  single side metallized  direct welding  103j  1 0 0vMPP     ?   104j  2 5 0vMPP   ?   474j   400vMPP     ?    

    camel technology  plastic film capacitors    metallized polypropylene film pacitor           MPP                                                                                        radial dipped  ?    dimensions:     100vdc    250vdc  dimensions(mm) dimensions(mm)  part no.  cap  (f)  w h  t  p d    dv/dt  v/s  part no.  cap  (f)  w h  t  p d    dv/dt  v/s  MPP103  2aa1-7    0.01  11.0  12.5  8.0  7.5  0.6  4  MPP103  2ea1-7    0.01  11.0  12.5  8.0  7.5  0.6  15  MPP153  2aa1-7    0.015 11.0 13.0 9.0 7.5 0.6  4  MPP153  2ea1-7    0.015  11.0  13.5 9.0  7.5  0.6  15  MPP223  2aa1-7    0.022  11.0  12.0  7.5  7.5  0.6  4  MPP223  2ea1-7    0.022  11.0  12.0  7.5  7.5  0.6  15  MPP333  2aa1-7    0.033 11.0 12.5 8.0 7.5 0.6  4  MPP333  2ea1-7    0.033 11.0  12.5 8.0  7.5  0.6  15  MPP473  2aa1-7    0.047  11.0  12.5  9.0  7.5  0.6  4  MPP473  2ea1-7    0.047  11.0  13.5  9.0  7.5  0.6  15  MPP683  2aa1-7    0.068 11.0 12.5 8.0 7.5 0.6  4  MPP683  2ea3a0    0.068 13.0 13.5 9. 0 10 0.6  11  MPP104  2aa1-7    0.1  11.0  14.0  8.5  7.5  0.6  4  MPP104  2ea3a0    0.1  13.0  13.5  9.0  10  0.6  11  MPP154  2aa3a0    0.15 13.0 14.0  8.5 10 0.6  3  MPP154  2ea9a5    0.15 19.0 15.5  9.5 15 0.6  7  MPP224  2aa3a0    0.22  13.0  15.5  9.5  10  0.6  3  MPP224  2ea9a5    0.22  19.0  17.5  10.0  15  0.6  7  MPP334  2aa9a5    0.33 19.0 15.5  9.5 15 0.6  2  MPP334  2ea9a5    0.33 19.0 19.0 11.5 15 0.8  7  MPP474  2aa9a5    0.47  19.0  16.5  10.0  15  0.8  2  MPP474  2eb4b0    0.47  24.0  19.5  11.0  20  0.8  6  MPP684  2aa9a5    0.68 19.0 18.0 11.5 15 0.8  2  MPP684  2eb4b0    0.68 24.0 21.0  12.5 20  0.8  6  MPP105  2ab4b0    1.0  24.0  18.0  11.5  20  0.8  1.5  MPP105  2eb9b5    1.0  29.0  20.0  11.5  25  0.8  5  MPP155  2ab4b0    1.5  24.0 20.0 13. 0 20  0.8  1.5  MPP155  2eb9b5    1.5 29.0 22.0  13.5 25  0.8  5  MPP225  2ab9b5    2.2  29.0  20.5  14.0  25  0.8  1.2  MPP225  2eb9b5    2.2  29.0  25.5  15.5  25  0.8  5  MPP335  2ab9b5    3.3  29.0 24.0 16. 0 25  0.8  1.2  MPP335  2eb9b5    3.3 29.0 28.8  18.0 25  0.8  5    400vdc     630vdc   dimensions(mm) dimensions(mm)  part no.  cap.  (f)  w h  t  p  d    dv/dt  v/  s  part no.  cap.  (f)  w h  t  p d    dv/dt  v/  s  MPP103  2ea1-7    0.01  11.0  12.5  8.0  7.5  0.6  35  MPP103  2ga3a0  0.01  13.0  13.5  8.0  10  0.6  30  MPP153  2ea1-7    0.015  11.0 13.5 9.0 7.5 0.6  35  MPP153  2ga3a0  0.015 13.0 14.5  9.0 10 0.6  30  MPP223  2ea1-7    0.022  11.0  14.5  10.0  7.5  0.6  35  MPP223  2ga3a0  0.022  13.0  16.5  10.0  10  0.6  30  MPP333  2ea3a0    0.033  13.0 15.0 9.0 10 0.6  20  MPP333  2ga9a5  0.033 19.0 15.5  9.5 15 0.6  15  MPP473  2ea3a0    0.047  13.0  16.0  10.0  10  0.6  20  MPP473  2ga9a5  0.047  19.0  16.5  10.5  15  0.6  15  MPP683  2ea9a5    0.068  19.0 16.5 9.0 15 0.8  10  MPP683  2gb4b0  0.068 24.0 17.5  10.0 20  0.8  10  MPP104  2ea9a5    0.1  19.0  17.5  10.0  15  0.8  10  MPP104  2gb4b0  0.1  24.0  16.5  9.0  20  0.8  10  MPP154  2ea9a5    0.15  19.0 19.0 11.0  15  0.8  10  MPP154  2gb4b0  0.15 24.0 18.0 11.0 20 0.8  10  MPP224  2eb4b0    0.22  24.0  19.0  10.5  20  0.8  8  MPP224  2gb9b5  0.22  29.0  20.5  10.0  25  0.8  4  MPP334  2eb4b0    0.33  24.0 20.5 12.0  20  0.8  8  MPP334  2gb9b5  0.33 29.0 23.0  12.5 25  0.8  4  MPP474  2eb9b5    0.47  29.0  22.0  12.0  25  0.8  7  MPP474  2gc4c0  0.47  34.0  23.0  14.0  30  0.8  3  MPP684  2eb9b5    0.68  29.0 24.0 14.0  25  0.8  7              MPP105  2ec4c0    1.0  34.0  25.0  15.0  30  0.8  4                     57  
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