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		  Datasheet File OCR Text:


		  cde cornell dubil ier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830  ?  www.cde.com type cgr   105 oc   high temp screw terminal  aluminum electrolytic  105  oc, screw terminal capacitors type cgr screw terminal,  aluminum   electrolytic   capacitors have excellent reliability and are  good   for 2000 hours at 105 oc at full rated voltage.  highlights high reliability  000 hours at 105 oc screw terminal commercial euialent o                                  mlc50 10, 0, 10    speci?cations capacitance range: voltage range:  capacitance tolerance:  operating temperature: ripple current multipliers: 33 0 to 100,000 f 7.5 to 200 wvdc C10% +75% (7.5 - 50 wvdc) C10% +50% (51 - 200 wvdc) C40 oc to +105 oc ambient temperature 25 oc 35 oc 45 oc 55 oc 65 oc 85 oc 2.00 1.88 1.72 1.58 1.42 1.00 rated  frequency / ripple multiplier voltage 120 hz 400 hz 1000 hz 2500 hz 10 khz 10 to 75 1.000 1.050 1.085 1.135 1.150 76 to 250 1.000 1.075 1.125 1.155 1.210 dc leakage current: qa stability test: i = 6 x 10 C6   cv after 5 minutes not to exceed 4.0 ma      c = capacitance in f      v = rated voltage      i = leakage current in ma  apply wvdc for 2000 h @ 105 oc capacitance change 15% from initial limits dc leakage current meets initial limits esr: 175% of initial measured value ? ? ? ratings typical max ripple catalog esr 120 hz cap part number 120 hz +85 oc dia. length (f) () (a) rms (inches) (inches) 7.5 wvdc ( 12 vdc surge ) 34,000 cgr343u7r5u3c  0.0128 14.4 1.75 3.125   47,000 cgr473u7r5v3c  0.0098 17.8 2.00 3.125   66,000 cgr663u7r5v4c  0.0068 23.8 2.00 4.125   10 wvdc ( 12 vdc surge ) 24,000 cgr243u010r3c  0.011 9.5 1.375 3.125   typical max ripple catalog esr 120 hz cap part number 120 hz +85 oc dia. length (f) () (a) rms (inches) (inches) 12 wvdc ( 15 vdc surge ) 12,000 cgr123u012r2l  0.0154 10.6 1.375 2.625   100,000 cgr104u012w5c  0.0043 30.0 2.500 5.125   16 wvdc ( 15 vdc surge ) 7,700 cgr772u016r2c  0.0231 7.9 1.375 2.125   11,000 cgr113u016r2l  0.0161 10.3 1.375 2.625   click here to see :  hardware & mounting  option s click here to see:  mechanical detail s

 cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830  ?  www.cde.com ratings typical max ripple catalog esr 120 hz cap part number 120 hz +85 oc dia. length (f) () (a) rms (inches) (inches) 16 wvdc ( 20 vdc surge ) 14000 cr143016r3c  0.011 12. 1.375 3.125 16000 cr1630162l  0.0173 11.6 1.750 2.625 20000 cr203016r4c  0.0084 17.2 1.375 4.125   30000 cr303016v3c  0.008 17.8 2.000 3.125   42000 cr423016v4c  0.0075 22.7 2.000 4.125   51000 cr513016w3c  0.0085 22.0 2.500 3.125   20 wvdc ( 30 vdc surge ) 4600 cr462020r2c  0.022 8.1 1.375 2.125   10000 cr103020r3l  0.011 14.6 1.375 3.625   21000 cr213020v3l  0.00 1.7 2.000 3.625   30 wvdc ( 45 vdc surge ) 2200 cr222030r1n  0.035 5. 1.375 1.875   400 cr420302c  0.025 10.3 1.750 2.125   7400 cr742030r3l  0.011 14.6 1.375 3.625   10000 cr103030r4l  0.008 18. 1.375 4.625   12000 cr123030v3c  0.010 17.8 2.000 3.125   15000 cr153030v3l  0.00 1.7 2.000 3.625   27000 cr273030v5l  0.005 30.0 2.000 5.625   30000 cr303030w4c  0.006 2.1 2.500 4.125   40 wvdc ( 60 vdc surge ) 2100 cr212040r2c  0.025 7.7 1.375 2.125   300 cr32040r3c  0.013 12.2 1.375 3.125   5600 cr562040r4c  0.00 16.6 1.375 4.125   7400 cr742040r5c  0.010 12.3 1.375 5.125   600 cr62040v3l  0.00 1.7 2.000 3.625   13000 cr133040v4l  0.007 25.0 2.000 4.625   22000 cr223040w4l  0.006 30.0 2.500 4.625   31000 cr3130404l  0.005 30.0 3.000 4.625   typical max ripple catalog max esr 120 hz cap part number 120 hz +85 oc dia. length (f) () (a) rms (inches) (inches) 50 wvdc ( 75 vdc surge ) 1000 cr102050r1n        0.1001       &*585& 0.0672      &*585&       &*585&       &*585/       &*589&       &*589&       &*589/       &*58:/       &*58:/       &*58;/      75 wvdc ( 100 vdc surge ) 1200 cr122t075r2l  0.047 5. 1.375 2.625   1800 cr182t075r3l  0.032 8.2 1.375 3.625   2000 cr202075r3c  0.0220 6.7 1.375 3.125   2200 cr222t075r4c  0.0200 7. 1.375 4.125   3100 cr312t075v2l  0.0350 11.0 2.000 2.625   4100 cr412t0754c  0.0140 10. 1.750 4.125   4700 cr472t075v3l  0.0150 15.2 2.000 3.625   7500 cr752075v5l  0.005 16.2 2.000 5.625   8000 cr802t075w3l  0.0085 16.4 2.500 3.625   600 cr62t075w4c  0.004 23.2 2.500 4.125   11000 cr113t0753l  0.0102 23.8 3.000 3.625   1000 cr13t0755l  0.0056 30.0 3.000 5.625   100 wvdc ( 135 vdc surge ) 330 cr331t100r2c  0.040 2.8 1.375 2.125   2700 cr272t100v4l  0.0120 18.8 2.000 4.625   4500 cr452t100w4l  0.004 24.3 2.500 4.625   8000 cr802t1005l  0.0085 21.8 3.000 5.625   200 wvdc ( 250 vdc surge ) 3500 cr352t2004c  0.024 11.5 3 4.125   5200 cr522t2005l  0.017 15.4 3 5.625   type cgr   105 oc   high temp screw terminal  aluminum electrolytic 
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