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		  Datasheet File OCR Text:


		  remote da&c modules 13-14 thermocouple input module analog input module rtd input module speci?cations general ?   power consumption   0.7 w @ 24 v dc analog input ?   input connections   2, 3 or 4 wire ?   input impedance  2 m ? ?   input type   pt or ni rtd ?   nmr @ 50/60 hz   100 db ?   rtd types and temperature ranges   iec rtd 100 ohms   pt  -100 c  to  +100 c  a = 0.00385   pt  0 c  to  +100 c  a = 0.00385   pt  0 c  to  +200 c  a = 0.00385   pt  0 c  to  +600 c  a = 0.00385   jis rtd 100 ohms   pt  -100 c  to  +100 c  a = 0.003916   pt  0 c  to  +100 c  a = 0.003916   pt  0 c  to  +200 c  a = 0.003916   pt  0 c  to  +600 c  a = 0.003916   ni rtd   ni  -80 c  to  +100 c   ni  0 c  to  +100 c ?   sampling rate   10 samples/sec. ?   span drift   25 ppm/ c ?   zero drift   3 v/ c speci?cations general ?   power consumption   1.2 w @ 24 v dc analog input ?   input impedance  voltage: 2 m ?   current: 125  ?   (added by users) ?   input types   mv, v or ma ?   input range  150 mv, 500 mv, 1  v, 5 v, 10 v and 20  ma ?   nmr @ 50/60 hz   100 db ?   span drift   25 ppm/ c ?   zero drift   6 v/ c digital input ?   channels   1   logic level 0: +1 v max.   logic level 1: 3.5 ~ 30 v   pull up current: 0.5 ma,   10 k ?  resistor to +5 v ?   event counter  max. input freq.: 50 hz   min. input pulse width:  1 msec. digital output ?   channels   2, open collector to 30  v, 30 ma max. load ?   power dissipation   300 mw ADAM-4011/4011d adam-4012 adam-4013 adam-4012  adam-4013 speci?cations general ?   led indicators  5-digit (ADAM-4011d) ?   power consumption   1.2 w @ 24 v dc analog input ?   input impedance  voltage: 2 m ?   current: 125  ?   (added by users) ?   input types  t/c, mv, v or ma ?   input range  15 mv, 50 mv, 100  mv, 500 mv, 1 v,    2.5 v, 20 ma ?   t/c type and temperature range j 0 ~ 760 c  r 500 ~1750 c k 0 ~ 1370 c s 500 ~1750 c t -100 ~ 400 c b 500 ~1800 c e 0 ~ 1000 c ?   input surge protection   yes ?   nmr @ 50/60 hz   100 db ?   sampling rate   10 samples/sec. ?   span drift   25 ppm/ c ?   zero drift   3 v/ c digital input ?   channels   1   logic levels 0: 1 v max.  1: 3.5~30 v   pull up current: 0.5 ma, 10 k ?  resistor to +5 v ?   event counter  max. input freq: 50 hz digital output ?   channels   2, open collector to    30 v, 30 ma max. load ?   power dissipation   300 mw ADAM-4011/4011d common speci?cation general ?   dimensions (wxhxd)   70 x 122 x 30 mm ?   enclosure   abs +pc ?   mounting   din 35 rail, stack, wall ?   power input   unregulated 10~30 v dc ?   watchdog time   1.6 sec. (system) ?   connectors   1 x plug-in terminal  blcok (#14~22 awg) environment ?   humidity   5 ~ 95% rh ?   operating temperature   -10~70 c (14~158 f) ?   storage temperature   -25~85c (-13~185f) ordering information ?   ADAM-4011   thermocouple input  module ?   ADAM-4011d   thermocouple input  module w/led display ?   adam-4012   analog input module ?   adam-4013   rtd input module 

 remote da&c modules 13-24 adam 4000/4100 series unit: mm dimensions communication ?   rs-485 (2-wire) to host ?   speeds: 1200, 2400, 4800, 9600, 19200, 38400, 57600, 115200 bps (adam-4080,  adam-4080d only support up to 38400 bps) ?   max. communication distance: 4000 feet (1.2 km) ?   power and communication led indicator ?   ascii command/response protocol ?   communication error checking with checksum ?   asynchronous data format:    advantech protocol: 1 start bit, 8 data bits, 1 stop bit, no parity   modbus protocol: 1 start bit, 8 data bits, 1 or 2 stop bit, parity check (none, odd,  even) (adam-4100 series only) ?   up to 256 multidrop modules per serial port ?   online module insertion and removal ?   transient suppression on rs-485 communication lines common speci?cations
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