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		  Datasheet File OCR Text:


		  this   document   was   generated   on   06/08/2010 please   check   www.molex.com   for   latest   part   information part   number: 1120205018 status: active description: applicom?   pcie1000,   1   serial   rs485/rs422   port,   pci   express   1x,   rohs   compliant documents: drawing   (pdf) rohs   certificate   of   compliance   (pdf) general product   family network   interface series 112020 approvals n/a comments serial:.   -   allen-bradley   -   df1.   -   ge   fanuc   -   snp-x.   - elsag   bailey   -   data   link.   -   moeller   -   sucoma.   -   omron -   sysmac   way.   -   sa?a   burgess   -   s-bus.   -   schneider   - modbus,   uni-telway.   -   siemens   -   3964/3964r,   as511, ppi/ppi+,   ti-dir communication   speed 50   to   38,400   pbs mounting   style n/a product   name applicom? protocol serial type serial   card physical channels 1 interface rs485/rs422 network   connection   type d-sub   female   (9   pin) packaging   type carton processor amd   sc520 temperature   range   -   operating 0c   to   +70c electrical emc n/a supply   voltage 5.5w material   info old   part   number app-sr1-pcie reference   -   drawing   numbers sales   drawing app-serial series image   -   reference   only eu   rohs china   rohs elv   and   rohs compliant reach   svhc not   reviewed halogen-free status not   reviewed need   more   information   on   product environmental   compliance? email   productcompliance@molex.com for   a   multiple   part   number   rohs   certificate   of compliance,   click   here please   visit   the   contact   us   section   for   any non-product   compliance   questions. search   parts   in   this   series 112020 series this   document   was   generated   on   06/08/2010 please   check   www.molex.com   for   latest   part   information

         features  ?   new!  pci express form factor  ?   1, 2 or 4 serial ports  ?   large choice of serial protocols, all  included in the package.  ?   certified with more than 50  scada/hmi packages  ?   on-board processor eliminates data  bottle necks, ensuring delivery of  time critical information  ?   electrical interfaces available:  x   rs232c  x   rs485 / rs422  x   current loop  x   profibus rs485  all with or without galvanic insulation  (opto couplers)     ?   speed: 50 to 38.400 kbps  ?   embedded database   (32 kwords + 32 kbits)  ?   gateway feature with pci4000     serial    serial     serial    profibus  ?   complete and user-friendly  package:  x   all components in the box  software+hardware  x   2 years of hardware warranty  x   local technical support with  worldwide representation  x   1 driver / 1 configuration tool for all  protocols  x   graphical user interface    supported os  standard package  ?   windows 32-bit   (vista / xp / 2003 server)   free download   ?   windows xp embedded, venturcom  rtx, vxworks, qnx, linux, dos     applicom ?    pci4000 card  ( rohs )  applicom ?   pci2000 card  applicom ?   pcu1000 card  ( rohs + 3.3v )  serial network interface cards   best choice for scada/hmi applications     overview  applicom ?  is a range of intelligent communication solutions, complete and ready to use  covering more than 40 protocols among a wide ch oice of industrial networks and fieldbuses:  ethernet tcp/ip, profibus, modbus plus, data  highway plus, worldfip and serial links.  these solutions connect your pc-based app lications (hmi, scada, mes, custom  applications) to industrial equipment (progra mmable controller, i/o modules, devices...).    thanks to applicom ?  smart technology - built-in processor, each interface card is able to  execute all management and the processing  (polling, frame management, etc.) of  communications protocols, resulting in extr emely fast, efficient application performance.    the applicom ?  software package includes:  ?   graphical configuration software.   ?   test and network diagnostic tools.   ?   data servers   9   opc da v1.0a, v2.05 and v3.0 (including  an opc client with its source code)  9   wonderware i/o server (daserver, dde, fastdde, suitelink)   ?  development libraries  9   dll library  9   ms visual studio (.net/c# /vb/c++/c), borland delphi  9   national instruments (labwindows cvi, labview/vi)            - configuration software -   - opc server -             these network interface cards  allow connecting your computer  to serial industrial networks.    bradcommunications? applicom ?  is the easiest and trouble free  solution to quickly connect your visualization application to the  industrial world. 

       technical speci fications  (1): also available on option: rs232 (2 or 6 wires), current  loop 20ma by modifying the daughter card electrical interface.      applicom ?    pcu1000 (3.3v / 5v)  applicom ?    pcie1000        (rj45 port is not usable)      (rj45 port is not usable)  key benefits        ?   universal pci 3.3 v / 5v (pci-x  compatible)  ?   rohs compliant  ?   on-board processor  ?   pci express 1x  ?   rohs compliant  ?   on-board processor    hardware      unit  pci universal (3.3v / 5v), short card, single slot  pci express 1x, v1.0a  processor  amd sc520 - 133 mhz  amd sc520 - 133 mhz  memory  16 mbytes  16 mbytes  flash memory  4 mbytes  4 mbytes  interruption  hardware plug&play  hardware plug&play  dpram address  hardware plug&play (32 kbytes)  hardware plug&play (32 kbytes)  discrete input    opto-coupled discrete input,   voltage  -> +10 to +30 dc or 24 v ac (50-60 hz)  opto-coupled discrete input  voltage -> dc +10 to +30 or ac 24 v (50 to 60 hz)  discrete output  ? watchdog ? output contact free from potential,   (floating) (24v dc, 0.25a)  ? watchdog ? output contact free from potential,   (floating) (24v dc, 0.25a)  dimensions (lxw)  168mm x 107mm  (6.61" x 4.21")  168mm x 107mm (6.61" x 4.21")  consumption  5.5 w  5.5 w  operating t  0o c (32o f)  ?  +70o c (149o f)  0o c (32o f)  ?  +70o c (149o f)  storage t  -40o c (-40o f)  ?  +85o c (185o)  -40o c (-40o f)  ?  +85o c (185o)  emc compliance  yes, industrial and office use  yes, industrial and office use  rohs compliant  yes  yes  communication port      port type  1 asynchronous serial port  1 asynchronous serial port  connector  d-sub, 9 pin, male  d-sub, 9 pin, male  led indicators  2 leds: tx / rx  2 leds: tx / rx  electrical interface (1)   rs485/422, galvanic insulation (500 v)  rs485/422, galvanic insulation (500 v)  baud rate:  50 bps  ?  38400 bps  50 bps  ?  38400 bps 

       technical speci fications  (2): profibus ports available via re mote serial panels bx4010 or bx4010r.  (3): also available on option: rs232 (2 or 6 wires), current  loop 20ma by modifying the daughter card electrical interface.  (4): 1x500 kbps profibus port + 3x9600 bps serial ports  or 2x187.5 kbps profibus por t + 2x9600 bps serial ports      applicom ?    pci2000 (5v)  applicom ?    pci4000 (5v)            key benefits        ?   on-board processor  ?   gateway feature on 2 ports version  ?   rohs compliant  ?   on-board processor  ?   gateway on 2 ports  ?   mixed up to 4 serial or profibus (2)  ports  hardware      unit  pci (5v), short card, single slot  pci (5v), short card, single slot  processor  intel 80386ex - 24 mhz  intel 80386ex - 24 mhz  memory  4 mbytes  4 mbytes  flash memory  -  -  interruption  hardware plug&play  hardware plug&play  dpram address  hardware plug&play (2 kbytes)  hardware plug&play (32 kbytes)  discrete input  -  -  discrete output  -  -  dimensions (lxw)  145 x 106mm (5.70" x 4.17")  175 x 107mm (6.89" x 4.21")  consumption  4 w  4 w  operating t  0o c (32o f)  ?  +70o c (158o f)  0o c (32o f)  ?  +70o c (158o f)  storage t  -40o c (-40o f)  ?  +80o c (176o)  -40o c (-40o f)  ?  +80o c (176o)  emc compliance  yes, industrial and office use  yes, industrial and office use  rohs compliant  no  yes  communication port      port type  2  asynchronous serial ports  4  asynchronous serial or profibus (4)  ports  connector  d-sub, 9 pin, male  d-sub, 37 pin, male (see remote serial splitter box  accessories).  led indicators  2 leds: tx / rx  on remote serial splitter box  electrical interface (3)   rs485/422, galvanic insulation (500 v)  rs485/422  baud rate:  50  ?  38400 bps  50 bps  ?  38400 kbps 

       accessories for applicom ?  pci-4000 card   remote serial splitter boxes  a variety of remote serial splitter boxes are avai lable to split the d-sub 37 pin port of the applicom ?  pci-4000 card into 4  d-sub distinct ports. a junction cable is us ed to connect the card to the remote panel.       br4000       format:  desktop version  port type:    4 serial ports, 9 pin, d-sub male   dimensions (lxwxh):    185 x 110 x 30 mm (7.28 x 4.33 x 1.18?)  junction cable:  1.5m (4.92?)  operating t:  0o c (32o f)  ?  +65o c (149o f)    storage t:  -40o c (-40o f)  ?  +80o c (176o)      bx4010      format:  desktop version with galvanic insulation  (2500v) based on opto couplers   port type:   4 serial ports, 9 pin, d-sub male   dimensions (lxwxh):   275 x 175 x 67 mm (10.83 x 6.89 x 2.64?)  junction cable:  1.5m (4.92?)  operating t:  0o c (32o f)  ?  +65o c (149o f)  storage t:  -40o c (-40o f)  ?  +80o c (176o)  led indicators:  2 leds: tx / rx    power supply:  110v / 230v ac (internal switch)      bx4010r       format:  1u-19? rack version with galvanic insulation  (2500v) based on opto couplers   port type:   4 serial ports, 9 pin, d-sub male   dimensions (lxwxh):   483 x 200 x 45 mm (19.02 x 7.87 x 1.77?)  junction cable:  1.5m (4.92?)  operating t:  0o c (32o f)  ?  +65o c (149o f)  storage t:  -40o c (-40o f)  ?  +80o c (176o)  led indicators:  2 leds: tx / rx    power supply:  110/v / 230v ac (internal switch)  serial network interface cards  

       to contact us:  www.woodhead.com                                      reference number: dw2005103     date published: april 2008     north america :  us: + 1 800 225 7724 ? canada: +1 519 725 5136   europe :         france: +33 2 32 96 04 20 ? germany: +49 7252 94 96 0? italy: +39 010 59 30 77 ?                              united: kingdom +44 1495 356300  asia :    shanghai, china: +86 21-5835-9885 - tianjin, china: +86 22-23321717   singapore: +65 6268-6868 ? yamato, japan: +81 46-265-2428 ? nagoya, japan: +81 52-221-5950    bradcommunications is a trademark and applicom is registered trademark of molex.  ? 2008   molex incorporated.                protocols (all included with the package)  ?   allen-bradley   - df1 (plc-5 and slc series)  m,  c  /  s   ?   ge fanuc / alstom  - snpx (90-xx and 80-xx series)  m  ?   elsag bailey  - data link  (5000 & 2000 series)  m  ?   modbus rtu / ascii  m / s  ?   moeller group  - sucoma (ps32, ps316 series)  m  ?   omron  - sysmac way  m  ?   sa?a burgess  - s-bus (pcd series)  m  ?   siemens  - 3964/3964r free or rk512  m,  c  /  s   ?   siemens  - as511 (s5 series)  m  ?   siemens  - ppi / ppi+ (s7-200 series)  m  ?   siemens  - ti-dir (ti-505 series)  m  ?   schneider electric  - uni-telway (tsx 17, 37, 57)  m / s,  c  /  s   serial  ?   development toolkit for serial protocols  m / s    ?  profibus-dp  m  ?   fdl s5 (simatic s5 95u, 115u, 135u, 155u)   m  ?   siemens  - s7 / mpi (s7-300, s7-400 series)  m  profibus    ?  fdl send/receive  c / s    ?   profibus-fms (on request)  m,  c  /  s   m : master,  s : slave,  c : client,  s : server    ordering information  part number  sap  product description  app-sr1-pcu-c  1120205017 applicom ?  pcu1000, 1 serial rs485/rs422 port,   pci 3.3v/5v bus (pci-x compatible), rohs compliant  app-sr1-pcie  1120205018 applicom ?  pcie1000, 1 serial rs485/rs422 port,   pci express 1x, rohs compliant  app-sr2-pci-c  1120200003 applicom ?  pci2000, 2 serial rs485/rs422 ports,   pci 5v bus, rohs compliant  app-sr4-pci-c  1120200004 applicom ?  pci4000, 4 serial rs485/rs422 ports,   pci 5v bus, rohs compliant  app-int-232-n  1120260003 rs232 electrical interface  without galvanic insulation  app-int-232-g  1120260002 1x rs232 electrical interf ace with galvanic insulation  app-int-485-n  1120260005 2x rs485/rs422 electrical in terface without galv. insulation  app-int-485-g  1120260004 1x rs485/rs422 electrical in terface with galvanic insulation  app-int-cl2-n  1120260007 current loop 20 ma electrical  interface (passive) (2 units)  app-int-pfb-g  1120170001 1x profibus 485 electrical in terface with galvanic insulation  app-sbx-brd (1)   1120320001 br4000 remote serial splitter box, desktop version,   4 ports  app-sbx-bxd (1)   1120320002 bx4010 remote serial splitter box, desktop version,   4 ports, galvanic insulation   app-sbx-bxr (1)   1120320007 bx4010r remote serial splitter box, 19? 1u rack  mountable, 4 ports, galvanic insulation  (1):  accessories for applicom ?  pci4000 cards.  serial network interface cards  
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