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		  Datasheet File OCR Text:


		  3-22 f low c ontrol e quipment f low c ontrol v alves flow control equipment for further technical details on this product request catalogue reference e201-g q uick e xhaust v alve s eries aq high exhaust characteristics port sizes from m5 ~  3 M 4 high flow capacity s ymbols d imensions s eries aq1500, 1510 d imensions s eries aq2000, 3000, 5000 h ow t o o rder s eries ak b ody s ize .................p ort  . . .e ffective s ize o rifice * aq1500-m5m5  . .2.8 aq1510-01  1 M 8  . . .5.8 aq2000-01  1 M 8  . . .25 aq2000-02  1 M 4  . . .40 aq3000-02  1 M 4  . . .42 aq3000-03  3 M 8  . . .70 aq5000-04  1 M 2  . . .115 aq5000-06  3 M 4  . . .180 c heck v alve s eries ak high flow capacity low cracking pressure: 0.2 bar port sizes from  1 M 8 ~ 1 d imensions s eries ak t echnical s pecifications h ow t o o rder s eries ak b ody s ize .................p ort  . . .e ffective s ize o rifice * ak2000-01....... 1 M 8  . . . .25 ak2000-02....... 1 M 4  . . . .27.5 ak4000-02....... 1 M 4  . . . .47 ak4000-03....... 3 M 8  . . . .85 ak4000-04....... 1 M 2  . . . .95 ak6000-06....... 3 M 4  . . . .200 ak6000-10.......1  . . . .230 fluid air proof pressure 1.5mpa{15.3kgf/cm 2 } max. operating pressure aq1500.1510 0.7mpa aq2000~5000 1.0mpa min. operating pressure aq1500.1510 0.1mpa aq2000~5000 0.05mpa ambient and fluid temperature 5 ~ 60c model port size a b c d e f g h j ?k aq1500-m5 m5x0.8 23 20 14 3 12.5 12 15 5.5 6.5 3.1 aq1510-01 1 M 8 45 33 25 4 21 15 25 8 11 4.3 model port size a b  c d aq2000-01, 02 1 M 8 ,  1 M 4 45 40 10 45 aq3000-02, 03 1 M 4 ,  3 M 8 56 50 12.5 56 aq5000-04, 06 1 M 2 ,  3 M 4 85 75 18 85 s ymbols model port size a b c ak2000-01, 02 1 M 8 ,  1 M 4 50 25 22 ak4000-02, 03, 04 1 M 4 ,  3 M 8 ,  1 M 2 67 36 36 ak6000-06, 10 3 M 4 , 1 95 50 50 fluid air proof pressure 1.5mpa{15.3kgf/cm 2 } max. operating pressure 1.0mpa min. operating pressure 0.02mpa ambient and fluid temperature 0 ~ 60c s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist *s(mm 2 ) is effective orifice figure given for a-r direction (exhaust flow)  *s(mm 2 ) is effective orifice figure given for a-r direction (exhaust flow)  t echnical s pecifications

 3-23 f low c ontrol e quipment f low c ontrol v al ves flow contr ol equipment see inside front cover for details of your local sales office v for further technical details on this product request catalogue reference e201-g m inia ture i n - line q uick e xhaust v al ves s eries aq200/300 option of built in silencer or facility to pipe exhaust away minimises installation time and cost integral one touch fittings accepts nylon and polyur ethane tubing compact lightweight design s ymbols w ith b uil t - in s ilencer s ymbols w ithout s ilencer pr oof pr essur e  1.5mpa (15.3kgf/cm 2 ) max operating pr essur e  1mpa (10.2kgf/cm 2 ) min operating pr essur e  0.1mpa (1kgf/cm 2 ) ambient and fluid temperatur es  0~60  c applicable tube materials   nylon, soft nylon, polyur ethane note: obser ve maximum r ecommended operating pr essur es for tube when using soft nylon or polyur ethane t echnical s pecifica tions models t ube size ef fective ar ea mm 2 ?4 ?6 in-out out-exh aq140f-04-* ? 1.7 2.5 aq240f-06-* ? 2.4 2.7 aq320f-06-* ? 4 4 f low c omp arison d imensions s eries aq240f/340f  with s ilencer d imensions s eries aq240f/340f  with e xhaust t ake off aq 40 2  m5 3  1 M 8 b ody s ize f  built-in one touch tube connection t ube c onnection 04  ?4mm 06  ?6mm o.d. s ize 00  built-in silencer 04  ?4mm 06  ?6mm e xhaust p or t h ow t o o r d e r s eries aq240f/340f s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist black body/blue bush  (same dimension) or der with -x35 suf fix. s pecial o ption f

 3-24 f low c ontrol e quipment f low c ontrol v al ves flow contr ol equipment for further technical details on this product request catalogue reference e201-g e xhaust r estrictor w ith s ilencer s eries asn over 20db sound r eduction cylinder speed easily set retainer pr events accidental loss of needle incr eased flow incr eased silencing ef fect overall length r educed s ymbols d imensions s eries asn t echnical s pecifica tions asn2 m5  m5x0.8 01  1 M 8 02  1 M 4 03  3 M 8 04  1 M 2 p or t s ize h ow t o o r d e r s eries asn pr oof pr essur e 1.5mpa{15.3kgf/cm 2 } operating pr essur e range 0~1.0mpa ambient and fluid temperatur e 5~60  c number of needle r otations 8 tur ns model por t size ?d h hexagonal width acr oss flats min max asn2-m5 m5x0.8 10 20.5 23.3 8 asn2-01 1 M 8 15 30 35 12 asn2-02 1 M 4 20 34.2 39.2 17 ASN2-03 3 M 8 25 37 42 19 asn2-04 1 M 2 30 49 54 24 ef fective orifice (mm 2 ) 1.8 3.6 6.5 16.6 24.5 s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist black body/blue bush  (same dimension) or der with -x35 suf fix. s pecial o ption n ote :  i t is recommended ,  for body por ted vz3000/syj5000  and vz5000/syj7000  v al ves where asn2  is used on exhaust por ts , tha t minia ture series -m  fittings are used on suppl y por ts

 3-25 f low c ontrol e quipment f low c ontrol v al ves flow contr ol equipment see inside front cover for details of your local sales office v for further technical details on this product request catalogue reference e201-g a djust able q uick e xhaust v al ve with i ntegral e xhaust r estrictor and s ilencer s eries asv thr ee functions fr om a single component  minimises installation time and cost accepts nylon and polyur ethane tubing w ide variety of sizes m3 to  1 M 2 integral one t ouch fitting - 4mm to 12mm excellent contr ol characteristics compact design s ymbols w ith b uil t - in s ilencer pr oof pr essur e  1.5 mpa (15.3 bar) max. operating pr essur e  1 mpa (10.2 bar) min. operating pr essur e  0.1 mpa (1 bar) ambient & fluid temperatur e 0~60oc suitable tube material  nylon, soft nylon, polyur ethane note: obser ve maximum r ecommended operating pr essur es for tube when using soft nylon or polyur ethane t echnical s pecifica tions model por t thr ead t ube o.d (mm) ef fective ar ea 4 6 8 10 12 in-out out-exh asv120f-m3 m3x0.5 ? 0.3 0.3 asv220f-m5 m5x0.8 ? ? 1.3 1.3 asv310f-01 r(pt)1/8 ? ? 7 8 asv310f-02 r(pt)1/4 ? ? 7 8 asv410f-01 r(pt)1/8 ? ? 13.5 14 asv410f-02 r(pt)1/4 ? ? 13.5 14 asv410f-03 r(pt)3/8 ? ? 13.5 14 asv510f-02 r(pt)1/4 ? ? 23 27 asv510f-03 r(pt)3/8 ? ? 27 29 asv510f-04 r(pt)1/2 ? ? 27 29 f low c omp arison d imensions s eries asv e lbow t ype d imensions s eries asv t ee t ype model applicable t h d1 d2 l1 l2 l3 l4 *a m1 w eight g tube o.d max min max min asv120f-m3-04 4 m3x0.5 5.5 9.3 7.2 21.4 25 9.8 28.6 26.1 25.8 23.3 12.9 5 asv220f-m5-04 4 m5x0.8 8 9.3 9.6 22.8 27.6 11.1 31.4 28.6 27.7 24.9 12.9 8 asv220f-m5-06 6 m5x0.8 8 11.6 9.6 23.8 28.4 11.1 31.4 28.6 27.7 24.9 13.7 9 * assembled height model applicable t h d1 d2 d3 l1 l2 l3 a1 a2 m1 m2 w eight g tube o.d max  min max min max min asv310f-01-06s 6 r(pt)1/8 10 16.8 12.8 17.6 71.9 65.9 69.9 63.9 45.8 39.8 27.4 23.4 17 19 22 asv310f-01-08s 8 r(pt)1/8 10 19.3 15.2 17.6 73.8 67.8 71.8 65.8 45.8 39.8 27.4 23.4 19 21 23 asv310f-02-06s 6 r(pt)1/4 14 16.8 12.8 17.6 71.9 65.9 69.9 63.9 45.8 39.8 31.4 25.4 17 19 30 asv310f-02-08s 8 r(pt)1/4 14 19.3 15.2 17.6 73.8 67.8 71.8 65.8 45.8 39.8 31.4 25.4 19 21 31 asv410f-01-08s 8 r(pt)1/8 12 19.3 15.2 24 83.1 75.6 81.1 73.6 52.8 45.3 30.7 26.7 19 21 39 asv410f-01-10s 10 r(pt)1/8 12 23.3 18.5 24 85.2 77.7 83.2 75.7 52.8 45.3 30.7 26.7 21 23 41 asv410f-02-08s 8 r(pt)1/4 14 19.3 15.2 24 83.1 75.6 81.1 73.6 52.8 45.3 34.7 28.7 19 21 47 asv410f-02-10s 10 r(pt)1/4 14 23.3 18.5 24 85.2 77.7 83.2 75.7 52.8 45.3 34.7 28.7 21 23 49 asv410f-03-08s 8 r(pt)3/8 17 19.3 15.2 24 83.1 75.6 81.1 73.6 52.8 45.3 36.7 30.4 19 21 61 asv410f-03-10s 10 r(pt)3/8 17 23.3 18.5 24 85.2 77.7 83.2 75.7 52.8 45.3 36.7 30.4 21 23 63 asv510f-02-10s 10 r(pt)1/4 17 23.3 18.5 30 90.2 84.2 88.2 82.2 55.6 49.6 39.8 33.8 21 23 69 asv510f-02-12s 12 r(pt)1/4 17 25.7 20.9 30 91.8 85.8 89.8 83.8 55.6 49.6 39.8 33.8 22 24 74 asv510f-03-10s 10 r(pt)3/8 17 23.3 18.5 30 90.2 84.2 88.2 82.2 55.6 49.6 41.8 35.5 21 23 73 asv510f-03-12s 12 r(pt)3/8 17 25.7 20.9 30 91.8 85.8 89.8 83.8 55.6 49.6 41.8 35.5 22 24 78 asv510f-04-10s 10 r(pt)1/2 22 23.3 18.5 30 90.2 84.2 88.2 82.2 55.6 49.6 45.8 37.6 21 23 95 asv510f-04-12s 12 r(pt)1/2 22 25.7 20.9 30 91.8 85.8 89.8 83.8 55.6 49.6 45.8 37.6 22 24 100 height to centr e based on nominal thr ead engagement asv 0 f 1  m3 2  m5 3  1 M 8 4  1 M 4 5  3 M 8 b ody s ize 1  t ee 2  elbow b ody t ype 04  ?4mm 06  ?6mm 08  ?8mm 10  ?10mm 12  ?12mm t ubing d iameter h ow t o o r d e r s eries asv m3  m3x0.5 m5  m5x0.8 01  r 1 M 8 02  r 1 M 4 03  r 3 M 8 04  r 1 M 2 p or t t hread nil  m3, m5 s  1 M 8 -  1 M 2 t hread s eal s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist m3 and m5 body sizes available with black body/blue bush or der with -x35 suf fix. s pecial o ption
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