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		  Datasheet File OCR Text:


		  5-7 f.r.l. c ombination u nits for further technical details on this product request catalogue reference e5g air preparation castle hill nsw.............tel: (02) 680 3222.....fax: (02) 894 5719 order lines tel: 01-501822  fax: 01-502710 order lines see inside front cover for details of your local sales office v m odular t ype ac1000Cac6000 m5C1" combination of filter, regulator and lubricator including mounting brackets and pressure gauge t echnical s pecifications s ymbols d imensions ac1000, 2000 d imensions ac3000,4000, 5000, 6000 h ow t o o rder f ilter /r egulator , l ubricator ac 00 g b ody s ize 10 m5 20  1 M 8 1 M 4 30  3 M 8 40  1 M 2 50  3 M 4 60 1 d rain nil manual drain d auto drain p ort s ize m5 m5x0.8 01  1 M 8 02  1 M 4 03  3 M 8 04  1 M 2 06  3 M 4 10 1 *conditions: supply pressure0.7mpa. setting pressure0.5mpa flow quoted at 0.1mpa pressure drop model port size a b c d e f g h with auto drain j k l m n p float type differential  pressure type n.o. b b ac1000 m5x0.8 91 84.5 25.5 25 26 25 33 20 4.5 7.5 5 17.5 16 38.5  86.5 ac2000 1 M 8 1 M 4 140 125 38 40 56.8 30 50 24 5.5 8.5 5 22 23 50  120.5 ac3000 3 M 8 181 156.5 38 53 60.8 41 64 35 7 11 7 34.2 26 70.5 194  ac4000 1 M 2 238 191.5 41 70 65.5 50 84 40 9 13 7 42.2 33 88 229  ac5000 3 M 4 300 271.5 48 90 75.5 70 105 50 12 16 10 55.2 40 115 309  ac6000 1 315 285.5 48 95 78 70 110 50 12 16 10 55.2 40 117.5 323 model ac1000 ac2000 ac3000 ac4000 ac5000 ac6000 combination air filter af1000 af2000 af3000 af4000 af5000 af6000 regulator ar1000 ar2000 ar3000 ar4000 ar5000 ar6000 lubricator al1000 al2000 al3000 al4000 al5000 al6000 port size m5x0.8 1 M 8 ,  1 M 4 3 M 8 1 M 2 3 M 4 1 port size for pressure gauge 1 M 16 1 M 8 1 M 8 1 M 4 1 M 4 1 M 4 max. supply pressure  mpa 1.5 max. operating pressure mpa 0.99 regulating range mpa 0.05 ~ 0.7 0.05 ~ 0.85 max flow rate  l n/min* 90 500 2000 4000 5000 7000 min. operating conditions for autodrain 0.1mpa filtration standard: 5m recommended oil turbine oil iso vg32 bowl material polycarbonate (steel/nylon options) construction/regulator relieving type accesories (standard)  optional ? ? ? ? bowl guard ambient and media temperature -5 ~ +60oc  s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist with auto drain (n.o. float type) with one touch fitting for 10mm o.d. tube with additional manual discharge. b

 5-8 a ir p rep ara tion f .r.l. c ombina tion u nits for further technical details on this product request catalogue reference e5g air pr epar ation t echnical s pecifica tions s ymbols d imensions ac1010, 2010 d imensions ac3010,4010 h ow t o o r d e r f il ter /r egula tor , l ubrica tor ac 10 g b ody s ize 10  m5 20  1 M 8 1 M 4 30  3 M 8 40  1 M 2 d rain nil  manual drain d  auto drain p or t s ize m5  m5x0.8 01  1 M 8 02  1 M 4 03  3 M 8 04  1 M 2 *conditions: supply pr essur e0.7mpa. setting pr essur e0.5mpa flows quoted at 0.1mpa pr essur e dr op m odular t ype ac1010Cac4010 m5C1" combination of filter/r egulator and lubricator including mounting bracket and pr essur e gauge model ambient and media temperatur e ac1010 ac2010 ac3010 ac4010 -5 ~ +60oc combination filter r egulator a w1000 a w2000 a w3000 a w4000 lubricator al1000 al2000 al3000 al4000 por t size m5x0.8 1 M 8 ,  1 M 4 3 M 8 1 M 2 por t size for pr essur e gauge 1 M 16 1 M 8 1 M 8 1 M 4 max. supply pr essur e mpa 1.5 max. operating pr essur e mpa 0.99 regulating range mpa 0.05 ~ 0.7 0.05 ~ 0.85 max flow rate  l n/min* 90 500 1700 3000 min. operating conditions for autodrain 0.01mpa filtration standar d: 5  m recommended oil t urbine oil iso vg32 bowl material polycarbonate (steel/nylon optional) constr uction/regulator relieving type accesories (standar d) bowl guar d  optional ? ? model por t size a b c d e f g h j k l m n p w ith auto drain float type dif fer ential  pr essur e type n.o. b b ac1010 m5x0.8 58 109.5 50.5 25 26 25 29 20 4.5 7.5 5 17.5 16 38.5  86.5 ac2010 1 M 8 1 M 4 90 164.5 78 40 56.8 30 45 24 5.5 8.5 5 22 23 50  120.5 ac3010 1 M 4 3 M 8 117 211 92.5 53 60.8 41 58.5 35 7 11 7 34.2 26 70.5 248.5  ac4010 1 M 4 3 M 8 1 M 2 154 262.5 112 70 70.5 50 77 40 9 13 7 42.2 33 88 300  s tocked p roducts f or a list of s tocked p roducts , please see the current smc p rice l ist w ith auto drain (n.o. float type) with one touch fitting for 10mm o.d. tube with additional manual dischar ge. b




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of AC6000-10DG 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























