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		  Datasheet File OCR Text:


		  www.chinfa.com SAD02-9559 dc - dc converter 2w   characteristics conditions min. typ. max. unit switching frequency isolation voltage ambient temperature storage temperature vi nom, io  nom input / output operating at vi  nom, io nom non operational khz 100 vdc - 10 - 20 +  71 o c o c characteristics conditions min. typ. max. unit input voltage range line frequency input voltage w/o damage ta  min ...t a max, io  nom vi nom, io  nom 18 48 hz io nom 30 o a ll  s p e c if ic a ti o n s  typ ic a l  a t  n o m in a l  l in e ,  fu ll  l o a d ,  2 5 c  u n le ss  o th e rw is e  n o ti c e d s p e c i f i c a t i o n   80 +  85 startup voltage io nom dc in ac in 9 19.2 50 pi type input filter input specifications 12 24 8.5 30 vdc 28.8 60 30 vac vdc vdc sales@chinfa.com dimension l32 x w32 x h15 mm cooling free air convection general

 o a ll  s p e c if ic a ti o n s  typ ic a l  a t  n o m in a l  l in e ,  fu ll  l o a d ,  2 5 c  u n le ss  o th e rw is e  n o ti c e d s p e c i f i c a t i o n   sales@chinfa.com characteristics unit output current line regulation load regulation vi nom max. t emperature coefficient ripple & noise conditions vi nom, io nom output voltage accuracy io nom, vi min ...vi max vi nom, io 0 ...io nom vi nom, io nom,  bw = 20mhz 5v 12v 2 70 2 5 5 % % 250 ma ma physical characteristics size weight 32 x 32 x 15 mm   1.26 x 1.26 x 0.59 inches 15 g  % 0.1 % 2 5 o %  /  c min. typ. output specifications efficiency vi nom, io nom vi nom, io nom, po / pi 5v 12v 5v 12v 5v 12v 5v 12v up to 70% 50 200 % % mv mv l / l synchronous signal output short circuit continuous square wave output for camera in line lock operation control and protection SAD02-9559 www.chinfa.com
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