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		  Datasheet File OCR Text:


		   mitsumi usb series "mini-ab" connectors cam-e43asf ?e43adf ?e43sdf 1. ultra-small size realized for 5 pins.   volume as compared to conventional mitsumi product : 1/5 coupling projection area ratio : 1/4 2. it is the most suitable for connection with pc peripheral equipment with slim pcs, pdas, mobile phones and so on. 3. utilizes a sequential function that slides power supply and signal contact connection timing. 4. couple/decouple reliability ensured for 5,000 times. 5. weight : 0.6g 6. supports usb 2.0 (on-the-go). connectors 1. cam-e43asf e43asf-005-7013a 123 1  series no. (e43asf) 2  no. of contacts (005 : 5pins) 3  running no. assigned by us 2. cam-e43adf e43adf-005-9024a 123 1  series no. (e43adf) 2  no. of contacts (005 : 5pins) 3  running no. assigned by us 3. cam-e43sdf e43sdf-005-8555a 123 1  series no. (e43sdf) 2  no. of contacts (005 : 5pins) 3  running no. assigned by us rated voltage  ac 5v (rms) rated current  1.0a withstanding voltage ac 100v (rms) 1minute insulation resistance  100m ? min. (ac500v) contact resistance 50m ? max. electrical characteristics life (matching cycle) 5,000 times total insertion force 35n (3.57kgf) max. total withdrawal force beginning 7n (0.71kgf) min. after 5,000 times 3n (0.31kgf) min. mechanical characteristics  features how to order specifications (smt type) cam-e43asf (dip type) cam-e43adf (dip with shield) cam-e43sdf

  mitsumi usb series "mini-ab" connectors y y 7.7  0.1 8.5 +0.2 - 0.1 3.95  0.1 3.9 0.4  0.1 (3.2) (2) (4.9) (0.7) 9.8 (6.5) (5.4) (0.8) 2.5 3.7 7.3 (8.5) 3.2  0.05 3.3 (0.7) +0.1 0 6.3 0 - 0.1 8.1 +0.1 0 1.6  0.05 0.5  0.05 2 +0.1 0 recommended pwb layout 6.9 0 - 0.1 unit : mm (4.9) (2) (5.4) (0.8) (0.7) (0.35) (1.6) (3.2) 0.4 y y 7.7  0.1 2 3.1  0.2 4.8  0.2 1.2  0.15 1.2  0.15 8.5 +0.2 - 0.1    9 +0.2 - 0.1 2.4  0.05 4.8  0.05 0.9  0.05 1.2  0.05 (7.7) (0.7) 8.2 +0.1 0 0.8 +0.1 0 recommended pwb layout unit : mm 0.5  0.05 3.2  0.05 1.6  0.05 1.6 (8.5) +0.1 0 1.6 +0.1 0 0.8 +0.1 0 8.2 +0.1 0 3.1  0.2 4.8  0.2 1.2  0.15 3.9  0.1 8.5 +0.2 - 0.1 (4.9) (2) (6.5) (5.4) (0.8) (0.7) y y 7.7  0.1 (8.5) (3.2) (1.6) (0.35) recommended pwb layout unit : mm cam-e43asf cam-e43adf cam-e43sdf component parts material finish housing thermo plastic (gray) contact copper alloy gold plating shield case  copper alloy tin reflow plating material & finish dimensions 
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