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		  Datasheet File OCR Text:


		  cooper bussmann ch series modular fuse holders class j class j ?600 volt 1-60a form no. class j 1-60 page 1 of 2 data sheet: 2144 7-5-05 sb05189 catalog symbol: ch30j_(i) ch60j_ (i) ampere rating:  1 to 60a voltage rating:  600vac (or less) interrupting rating: 200,000a rms sym. agency approvals: listed ul 512, guide izlt, file e14853 csa certified per c22.2 nos. 39 class 6225-01, file lr47235 other electrical certifications: ce compliance for the european union low voltage directive  recommended cooper bussmann fuses: class j time delay lpj (data sheet 1006) class j fast acting jks (data sheet 1026) specifications: fuse sizes 0 to 30a class j          35 to 60a class j voltage rating 600v 600v amperage rating 30a 60a wire range 18-1awg single           18-1awg single 18-3awg dual 18-3awg dual 75? 75?  torque 35in-lbs 35in-lbs ip rating     ip-20 (finger safe) ip-20 (finger safe) clip material tin plated copper      tin plated copper housing material                                   ul 94 vo ul 94 vo  thermoplastic thermoplastic minimum indicating voltage                     90v 90v (neon lamp) nominal operating current              34ma (460vac)           34ma (460vac) (neon lamp) max operating temperature 85? 85? storage temperature -20? to +65? -20? to +65? features:  choice of indication: ?asy id window to view indicator on cooper bussmann      lpj-(amp)spi fuses for permanent fuse indication, even  when power is disconnected. ?eon indicator is field installable or can be purchased  installed from the factory.  comes in standard 1, 2 & 3 pole ganged assemblies where  all fuses are extracted simultaneously.  kits are available for ganging units in the field .  meets requirements of iec 60529 for ip-20 finger safe rating.  35mm din rail and chassis (6-32 unc pan head  recommended) mounting features .  fuseholder wire ports dual wire rated from 18 to 3awg. ce logo denotes compliance with european union low voltage directive (50-1000vac, 75-1500vdc). refer to data sheet: 8002 or contact cooper bussmann application engineering at 314-527-1270 for more information.

 catalog numbers easy id window               neon indicating 30a class j       1pole CH30J1 CH30J1i 2pole ch30j2 ch30j2i 3pole ch30j3 ch30j3i 60a class j       1pole ch60j1 ch60j1i                       2pole ch60j2 ch60j2i 3pole ch60j3 ch60j3i accessories      part number      description          carton qty. 2a1073             ganging kit          2 spring pins    (3 pole)       6 plastic connectors  2a1164 neon indication              3 2a1777         circuit markers            100   dimensional data      dimension ch30j in [mm]      ch60j in [mm] a                1.28 [32.5]            1.58 [40.0]        b                  2.56 [65.0]             3.16 [80.0] c                 3.84 [97.5]            4.72 [120.0] d                 4.59 [116.6]         4.88 [124.0] e                 2.83 [71.8]            3.31 [84.1] f                 3.56 [90.4]            3.85 [97.9] g                 1.28 [32.5]             1.58 [40.0] h                 0.18 [4.44]              0.18 [4.44] the only controlled copy of this data sheet is the electronic read-only version located on the cooper bussmann network drive. a ll other copies of this document are by definition uncontrolled. this bulletin is intended to clearly present comprehensive product data and provide technical information that will help the end user with de sign applications. cooper bussmann reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribution of any products. cooper bussmann also re serves the right to change or update, without notice, any technical infor- mation contained in this bulletin. once a product has been selected, it should be tested by the user in all possible applicatio ns. cooper bussmann ch series modular fuse holders class j  class j ?600 volt 1-60a f g a b c h d e form no. class j 1-60 page 2 of 2 data sheet: 2144 7-5-05 sb05189 indicator assembling 30a and 60a ganging assembly 3 pole class  j modular fuse holder
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