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		  Datasheet File OCR Text:


		      aluminum electrolytic capacitors  tea   ce02 type    features   e.cap.no1.2002/2003   53   ? 85  , 2000 hours assured    ? for general purpose application          specifications  items performance  6.3 ~ 250v  350 ~ 450v  operating temperature range  -40   ~ +85   -25   ~ +85    capacitance tolerance   20%    (at 120hz, 20  )    rated voltage  Q 100v   100v  time  after 2 minutes  after 5 minutes    leakage current i = 0.02cv or 3 (  a)  whichever is greater  cv Q 1000  i=0.03cv+15(  a)  cv  1000  i=0.02cv+25(  a)  leakage current (at 20  )  where, c= rated capacitance in   f. v = rated dc working voltage in v.     rated voltage  6.3 10 16 25 35 50 63 100 160 200 250 350 400 450   tan  (max)  0.23 0.20 0.17 0.15 0.12 0.10 0.09 0.08 0.12 0.14 0.17 0.20 0.25 0.25   dissipation factor  (tan    at 120 hz, 20  )  when the capacitance exceeds 1000  f, 0.02 shall be added every 1000  f increase.  impedance ratio shall not exceed the  values given in the table below.  rated voltage  6.3 10 16 25 35 50 63 100 160 200 250 350 400 450  d  1664332222  z(-25  ) /z(+20  )  d R 1686443333  3 6 8 12 14 16  d  16108664333    impedance  ratio z(-40  ) /z(+20  )  d R 16 18 16 12 10 8 8 6 6  4 8 10 - - - low temperature    characteristics (at 120hz)      test time  2000 hrs  capacitance change  within   20%of initial value  dissipation factor  less than 200% of specified value    leakage current  with in specified value    load life test  * the above specifications shall be satisfied  when the capacitors are restored to 20  after the rated voltage  applied for 2000 hrs at 85       test time  1000 hrs  capacitance change  within   20%of initial value  dissipation factor  less than 200% of specified value  6.3 ~ 100v within specified value    leakage current 160 ~ 450v less than 200% of specified value    shelf life test  * the above specifications shall be satisfied  when the capacitors are restored to 20  after exposing them for  1000 hrs at 85    without voltage applied.      freq.(hz) cap.(  f)  60 120 500 1k  10k   up  under 100  0.70 1.00 1.30 1.40 1.50  100 to 1000  0.75 1.00 1.20 1.30 1.35    1000 up above  0.80 1.00 1.10 1.12 1.15    ripple current &  frequency multipliers    other standards  jis c 5101-4       .com  .com  .com    4  .com  u  datasheet

 tea  aluminum electrolytic capacitors      ce02 type      54  e.cap.no1.2002/2003          diagram of dimensions        unit: mm lead diameter   d 5 6.3 8 10 13 16 18 22 25  d 0.6 0.8 1.0     1.5 2.0     0.5 1.0    dimension & permissible ripple current  dimension:    d  l(mm)  ripple current: ma/rms at 120 hz, 85c      v.dc  6.3v  (0j)  10v  (1a)  16v  (1c)  25v   (1e)  35v  (1v)  50v  (1h)  63v  (1j)  100v  (2a)     f     contents    dl  ma   dl  ma   dl  ma  dl ma  dl ma  dl ma   dl  ma  dl ma 0.1  0r1                         5  12 1.5 5  12 3  5  12 3 0.22  r22                       5  12 3.5 5  12 4.5 5  12 5 0.33  r33                       5  12 5  5  12 7.5 5  12 8 0.47  r47                       5  12 6  5  12 9  5  12 9 1  010                       5  12 10  5  12 15  5  12 15 2.2  2r2                       5  12 20  5  12 30  5  12 30 3.3  3r3                       5  12 30  5  12 36  5  12 41 4.7  4r7                       5  12 42  5  12 44 6.3  13 50 10  100                       5  12 55 6.3  13 65 6.3  13 68 6.3  13 72 22  220            5  12 71 5  12 76 6.3  13 88 6.3  13 96 6.3  13 109 8  16 133 33  330       5  12  78  5  12  88 6.3  13 100 6.3  13 115 6.3  13 126  8  13 154 10  17 190 47  470  5  12  87  5  12  94  6.3  13  111 6.3  13  119 6.3  13  138 8  13  174  8  16  214 10  21  237 100  101  6.3  13 136 6.3  13 145 6.3  13 174 8  13 215 8  16 232 10  17 296 10  17 326 13  22 377 220  221  6.3  13 215 6.3  13 231  8  13 298 8  16 319 10  17 401 10  21 459 13  22 527 16  27 625 330  331  8  16 305  8  16 327  8  16 365 10  17 454 10  21 514 13  22 613 13  22 675 16  33 793 470  471  8  16 364  8  16 390  8  16 460 10  17 524 10  21 613 13  22 731 13  27 780 16  37 942 1000  102  10  17 662 10  17 671 10  21 775 13  22 873 13  27 955 16  33 1111 18  37 1249 22  43 1359 2200  222  13  22  929  13  22 1051 13  22 1125 16  27 1344 16  33 1421 18  36 1699 22  43 1744       3300  332  13  27 1150 13  27 1288 16  27 1454 16  33 1611 16  37 1640 22  43 2027 25  52 2309       4700  472  13  27 1354 16  27 1552 16  33 1650 18  37 1881 22  43 2208 25  43 2347             10000  103  16  37 2062 18  42 2122 22  43 2503 22  52 2893                    22000  223  22  43 3097                                                                     v.dc  160v  (2c)  200v  (2d)  250v  (2e)  350v  (2v)  400v  (2g)  450v  (2w)           f    contents    dl  ma   dl  ma   dl  ma  dl ma  dl ma  dl ma         1  010  6.3  13  7 6.3  16  9 6.3  16 12 8  16 13 8  16 14 8  16 15          2.2  2r2  6.3  13 15  8  16 16  8  16 17 8  20 19 10  17 21 10  21 23          3.3  3r3  8  16 21  8  16 26  8  20 31 8  20 33 10  17 34 10  21 36          4.7  4r7  8  16 31  8  16 33 10  17 38 10  21 44 13  22 45 13  22 46          10  100  10  17 60 10  21 66 10  21 72 13  22 77 13  22 80 13  27 82          22  220  13  22 121 13  22 121 13  27 126 13  27 132 16  33 137 16  37 143          33  330  13  22 154 13  27 167 16  27 178 16  33 186 16  37 192 16  42 201          47  470  13  27 198 16  32 214 16  33 241 16  42 253 18  43 339 22  43 402          100  101  16  33 345 16  37 368 18  43 391 22  43 402 25  52 424 25  52 448          220  221  18  42 586 22  43 609 22  43 632                         330  331  22  43 632                                 .com  .com  .com    4  .com  u  datasheet




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TEA223M0JBK-2243 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























