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		  Datasheet File OCR Text:


		  ac40 axial coated inductors features ? incorporation  of  a   special  lead  wire stru ctu r e   ent i r ely   elim inat e s   def e cts inherent  in  existing  axial  lead  type pro ducts  a nd  prevents  lead  brea kage . ? the  special  magnetic  core  structure permi ts  t he  p r oduct  t o   hav e   r educ e d size, high "q" and self resonant frequencies. ?   t reated  with  epo xy  resin  coating  f o r   hum idity  r e s i stanc e   t o   ens u r e   longer     lif e . electrical inductance  range:    1200  h   to  82,000  h . t olerance:    10%  over  entire  range.    t ighter tolerances available. temp. rise:  20c. ambient t emp.:  80c. rated  t emp  range:   -20  to  +   100  c . dielectric  w ithstanding  v oltage:    250  v olts r.m.s. r ate d   c u rrent:   b a sed  o n   temp  r i se. mechanical t erminal  t ensile  strength:   1.0  kg  min. t erminal  bending  strength:    .3  kg  min. physical marking  (on  reel):   manufacturers  name, part number , quantity , marking:  4 band color code. p ackaging:   3000  piec e s   per   r eel. allied part number rated current (ma) inductance (h) t olerance (%) q min. t est freq. (khz) dcr max. (?) ac40-122k-rc 1200 10 90 252 9.0 75 ac40-152k-rc 1500 10 90 252 10.0 69 ac40-182k-rc 1800 10 90 252 1 1.0 60 ac40-222k-rc 2200 10 90 252 14.0 58 ac40-272k-rc 2700 10 90 252 18.0 52 ac40-332k-rc 3300 10 90 252 22.0 48 ac40-392k-rc 3900 10 90 252 28.0 45 ac40-472k-rc 4700 10 90 252 30.0 40 ac40-562k-rc 5600 10 70 252 34.0 37 ac40-682k-rc 6800 10 70 252 45.0 34 ac40-822k-rc 8200 10 50 252 60.0 31 ac40-103k-rc 10000 10 50 79.6 70.0 28 ac40-123k-rc 12000 10 50 79.6 82.0 24 ac40-153k-rc 15000 10 50 79.6 89.0 22 ac40-183k-rc 18000 10 40 79.6 140.0 14 ac40-223k-rc 22000 10 40 79.6 170.0 12 ac40-253k-rc 25000 10 40 79.6 185.0 1 1 ac40-273k-rc 27000 10 40 79.6 210.0 9.5 ac40-303k-rc 30000 10 40 79.6 240.0 8.3 ac40-333k-rc 33000 10 40 79.6 250.0 8.0 ac40-393k-rc 39000 10 30 79.6 340.0 6.0 ac40-473k-rc 47000 10 30 79.6 390.0 5.0 ac40-563k-rc 56000 10 30 79.6 440.0 4.5 ac40-683k-rc 68000 10 30 79.6 500.0 4.0 ac40-823k-rc 82000 10 30 79.6 550.0 3.5 all  specif icat ions  subject to   change  wit hout not ice.    1.15 nominal    1.15 nominal   24a wg 0.395 (10.03) max. 0.197 (5.00) max. dimensions: inches (mm) rohs allied  components  interna tional 714-665-1 140 www.a llie d c o m pone n ts. c o m   3000  piec e s   per   ammo   for tape and reel packaging please   add ?-tr? to the part number. pack. revised 10/13/10 
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