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		  Datasheet File OCR Text:


		                                      version  05.01.03 smart card ccm02-mki/mkii w ith  more  than  500,000  mating cycles,  our  exclusive  landing technology  extends  the  inter- connect life, by having only a minimal contact wiping action. integrating the ultra-low profile sealed  switch,  the  mkii  is  the  most  compact long  lasting  solution.  smt  versions  are  pick and place compatible. applications: ? point-of-sales (pos) terminal ? transaction ? id security ? computer peripherals ccm02 mki ? 8 through hole contacts. ? normally open sealed switch. ? standard or narrow design. ? extended cover option on narrow design. ccm02 mkii ? 8 through hole or smt contacts. ? normally open sealed switch. ? space saving design. ? 500,000 operations. ? designed according to emv  . performance specifications ccm02 mki ccm02 mkii card detection switch normally open, sealed against dust normally open, sealed against dust card extraction force 1 n min./10 n max. 1 n min./10 n max. card insertion force 10 n max. 10 n max. connector durability 100,000 mating cycles min. 500,000 mating cycles min. contact current rating 10 a min./1 a max. 10 a min./1 a max. contact dielectric strength 750 v ac rms min. 750 v ac rms min. contact force 0.15 n min./0.35 n max. 0.25 n min./0.5 n max. contact insulation resistance 1,000 m? min. 1,000 m? min. contact resistance 100 m? max. 100 m? max. number of circuits 8 8 operating temperature C40c to 85c (C40f to 185f) C40c to 85c (C40f to 185f) switch contact resistance 100 m? max. 100 m? max. switch current rating 1 ma min./10 ma max. 1 ma min./10 ma max. switch dielectric strength card detection switch 250 v ac rms min. 250 v ac rms min. switch power 0.2 va max. 0.2 va max. materials and finishes description ccm02 mki ccm02 mkii contact copper alloy; contact area: gold over nickel copper alloy; contact area: inlay insulator thermoplastic, ul 94v-0 high temp. thermoplastic, ul 94v-0 card detection switch stainless steel and copper alloy stainless steel and copper alloy spring stainless steel stainless steel product features t-02 smart card dimensions are shown in mm (inch) dimensions subject to change www.ittcannon.com  for more information: www .ittcannon.com/cat209 please contact your local cannon representative: www .ittcannon.com/suppor t/contactus  trademark of emvco llc.
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