

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CD4538			24C016			42900			HSG1001			X28ST010			13701			IR3E3126			SMAJ120			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				PRM162-K415K-104A2 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  a r2 r1 ab 18.2 (.717) mounting surface 2.6 (.102) 1.2 + 0.2/-0 (.047 + .008/-0) 2 plcs. x 10.0 (.394) 0.3 (.012) tolerances unless otherwise noted: mm (in) dimensions: < = 1.2 + 0.2/-0 (.047 + .008/-0) 6 plcs. dia. 0.75 (.030) m7 x knurl 18 teeth c1 5.0 (.197) 3.8 (.150) 1.0  0.15 (.039  .006) 7.0 (.276) 2.0 (0.79) 15.0 (.591) 7.0 (.276) 20.0 (.787) 11.0 (.433) 3.25 (.128) 7.5  0.2 (.295  .008) 0.3 (.012) 1.5 (.059) 3.55 (.140) 11.6 (.457) 15.1 (.594) 18.1 (.713) 1.0 (.039) 4.0 (.157) 1.0 (.039) 12.0 (.472) 48.35 (1.904) 16.8 (.661) 22.7 (.894) 123 5.0 (.197) 5.0 (.197) 7.0 (.276) 4.0 (.157) 1.4 (.055) 3.0 +0/-0.1 (.118 +0/-.004) 6.0 (.236) 1.0 (.039) 0.3 (.012) 24.4 (.961) 11.5 (.453) 16.0 (.630) 12.5 (.492) 1.9 (.075) b 12.0 (.472) 17.0 (.669) 6.4 (.252) dia. dia. dia. 10.0 (.394) 0.5 (.020) > = 25.0 (.984) 14.0 (.551) 30.0 (1.181) 14.0 (.551) features   remote controllable    suitable for both motorized and manual   operation   dual section    smooth manual operating feel    various taper options   rohs compliant*     prm16 series - 16 mm motorized potentiometer  *rohs directive 2002/95/ec jan 27 2003 including annex speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications. electrical characteristics taper ...............................................................................................................linear,  au dio standard resistance range ......................................................... 1k ohms  to 1 megohm standard resistance tolerance  ............................................................................... 20 % power rating   b3 taper ........................................................................................................... 0.1 watt   other tapers .................................................................................................. 0.05 watt maximum operating voltage ................................................................................. 150 vac attenuation  r  100k ohms ............................................................................................100 db min.  100k ohms>r  50k ohms ............................................................................90 db min.  50k ohms>r  10k ohms ..............................................................................80 db min.  10k ohms>r  5k ohms ................................................................................70 db min.  5k ohms>r  1k ohms ..................................................................................60 db min.  1k ohms>r  500 ohms ................................................................................50 db min. voltage proof ................................................................................... 500 vdc for 1 minute motor voltage .......................................................................................................4.5  vdc motor current (@ 4.5 vdc) ............................................................................100 ma max. environmental characteristics operating temperature range ................................................................ -10 c to +70 c sliding noise ................................................................................................... 47 mv max. mechanical characteristics mechanical angle ............................................................................................... 300  5  rotational speed ........................................................................................ 12 3 seconds rotational torque .................................................................................... 150 to 450 g-cm stop strength ...............................................................................................9 kg-cm max. push-pull strength  ................................................................... 10 kg max. for 10 seconds rotational life ..............................................................................................15,000 cycles soldering condition  ........................ 260 c within 5 seconds or 300 c within 3 seconds  hardware ....one  ?  at washer and mounting nut supplied per potentiometer with bushing product dimensions standard resistance table   resistance resistance  (ohms)  code  1,000  102  2,000  202  5,000  502  10,000  103  20,000  203  50,000  503  100,000  104  200,000  204  500,000  504  1,000,000  105 *rohs compliant

 speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications.   prm16 series - 16 mm motorized potentiometer how to order rev. 02/10 tapers   prm162 -k415k-1 03 b3 code 2 description dual section number of sections code 4 description no detents detent option code prm16 description 16 mm motorized potentiometer model designator code k description pc pins vertical/down facing terminal config. (pin layout) code 15 20 25 30 description 15 mm 20 mm 25 mm 30 mm standard shaft length taper series followed  by curve number resistance taper (see taper charts) code k description knurled (18 tooth serrated) shaft style code 102 202 502 103 203 503 104 204 504 105   value in ohms 1,000 2,000 5,000 10,000 20,000 50,000 100,000 200,000 500,000 1,000,000 resistance code 010 10 20 20 30 30 40 40 50 50 60 60 70 70 80 80 90 90 100 100 a series tapers terminal 1 output voltage across terminals 1-2 input voltage across terminals 1-3 x 100 (%) terminal 3 rotational travel (%) (05a);a1 (10a);a2 (15a);a3 (20a);a4 (25a);a5 (30a);a6 010 10 20 20 30 30 40 40 50 50 60 60 70 70 80 80 90 90 100 100 b series tapers terminal 1 output voltage across terminals 1-2 input voltage across terminals 1-3 x 100 (%) terminal 3 rotational travel (%) (4 b );b 4 (3b);b3 (2b);b2 (1b);b1 (5b);b5 010 10 20 20 30 30 40 40 50 50 60 60 70 70 80 80 90 90 100 100 c series tapers terminal 1 output voltage across terminals 1-2 input voltage across terminals 1-3 x 100 (%) terminal 3 rotational travel (%) (05c);c1 (10 c );c2 (15c);c3 (20c);c4 (25 c);c5 (30c);c6 applications   guitar ampli  ers   mixing consoles   ampli  ers, cd players, karaoke volume controls   servo tracks
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