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		  Datasheet File OCR Text:


		    www.fairchildsemi.com   features    three video anti-aliasing or reconstruction ?ters  2:1 mux inputs for ypbpr / rgb or ypbpr / yc-cv inputs  supports d1, d2, d3 and d4 video d-connector (eiaj cp-4120)  selectable 8mhz/15mhz/30mhz 6th order ?ters plus  bypass for sd (480i), progressive (480p) and hd (1080i/ 720p)  ac-coupled inputs include dc restore /bias circuitry  all outputs can drive ac or dc coupled 75   ?    loads and  provide either 0db or 6db of gain  0.6% differential gain, 0.4?differential phase  lead-free packaging   applications    progressive scan  cable set top boxes  satellite set top boxes  dvd players  hdtv  personal video recorders (pvr)  video on demand (vod)   description   the fms6407 offers comprehensive ?tering for tv, set top  box or dvd applications. this part consists of a triple 6th  order ?ter with selectable 30mhz, 15mhz, or 8mhz cutoff  frequencies. the ?ters may also be bypassed so that the  bandwidth is limited only by the output ampli?rs.   a 2 to 1 multiplexer is provided on each ?ter channel.  the triple ?ters are intended for ypbpr, rgb and yc-cv  signals. the dc clamp levels are set according to the input  mux selection and the cv_sel control input. ypbpr sync  tips are clamped to 250mv, 1.125v and 1.125v respectively  while rgb sync tips are all clamped to 250mv. cv mode  clamps y and cv to 250mv while c is clamped to 1.l25v.  sync clamp timing can be derived from the y or green input  channel or from the external sync_in pin. all channels nominally accept ac coupled 1vpp signals.  selectable 0db or 6db gain allows the outputs to drive 1vpp  or 2vpp signals into ac or dc coupled terminated loads  with a 1vpp input. input signals cannot exceed 1.5vpp and  outputs cannot exceed 2.5vpp. the fms6407 draws 525mw from a single 5.0v supply.   fms6407   triple video drivers with selectable hd/progressive/sd/bypass filters   ordering information   temperature range for all parts: 0? to +70?.   contact your local fairchild semiconductor  distributor for additional product information   model part number lead  free package container pack qty   fms6407 fms6407MTC20_nl tssop-20 tube 94 fms6407 fms6407MTC20x_nl tssop-20 tape and reel 2500   may 21, 2004 ?2004 fairchild semiconductor corporation   disclaimer    fairchild semiconductor reserves the right to make changes without further notices to any products herein to improve reliabilit y, function  or design.  fairchild does not assume any liability arising out of the application or use of any product or circuit described h erein; neither does  it convey any license under its patent rights, nor the rights of others.    life support policy     fairchild? products are not authorized for use as critical components in life support devices or systems without the express w ritten  approval of the president of fairchild semiconductor corporation.  as used herein: 1. life support devices or systems are devices or systems which, (a) are intended for  surgical implant into the body, or (b) support or sustain life, and (c) whose failure to per form when properly used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in a signi?ant injury of the user. 2. a critical component in any component of a life support device or system  whose failure to perform can be reasonably expected to cause the failure of the life support device or  system, or to affect its safety or effectiveness.
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