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		  Datasheet File OCR Text:


		        input char acteristics     inpu t range :  9 0 ~ 26 4v  a c , fu ll  rang e i npu t  frequenc y:  47~6 3 h z   input current:   4 a  ( r ms)  @1 15v  a c , 2 a  ( r ms)  @230v  a c inrush curre nt:  50a  max fo r 115 v   a c , 80 a max   fo r 230 v       ac col d  start  features     ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  com p lied with  flex  at x a n d  at x1 2 v  sta n dar d   a c tiv e pow e r  facto r  cor r ecti o n meetin g w i t h  en6 100 0- 3-2   high  efficien cy an d reliab ility     re m o te on / o ff fun c tio n    inter n al 12 v d c   fan   inclu d e d   no ise killer  (th e rm al fan  sp eed  co n t ro l  fun c tio n )   lo w  noi se a n d  ri p p l e         co m p lies with  fcc p a rt 15  sub p a rt j class b and  cispr  22  class b  ou t p u t   ov er voltag e , sh ort circu it,   and over curren t  pro t ectio n      10 0%  hi - p ot ,  ate,  an d  b u r n -i n t e st ed    r e -set t a bl e p o w er  sh ut   do w n   a p p r ov ed   b y   u l   19 50 , csa c22 . 2  lev e l 3, tu v   en60 950   o r   v d e  en 609 50, nemko  en6 095 0 ( cb rep o r t ) ,  ce   sparkle power i n c.  a  lead ing   pow e r supp ly m a n u f actur er  web site:  www.s p arkle p ower .co m FSP160-60PLF1   160 watts flex atx1 2v sw itching po w er supply  specificatio n     ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  temperature range :   op erat i ng  0  c  ~  + 5 0   c   on  f u l l   l o ad;  st ora g e  & s h i p pi n g    -2 0 c  ~  +8 0  c     humidity:  95% on   op er ating and   9 5 %  o n  sto r ag e  dielectric withstand:  i npu t  to  f r a m e   g r o und  1 800 v  a c   fo r  1 sec o nd    efficiency:   68% at m i nim u m m easured at  nom i nal ac  main  v o ltag e  an d frequ e n c y  with  m a x i m u m lo ad on  all  out put   rise time:   less th an   2 0 m s on  all ou tpu t   hold-up time:   17m s  m i nim u m  at  nom i n al  i n p u t   vol t a g e    pow er g o od  s i gnal :  pow e r   on   d e lay ti m e  1 0 0  m s  to  50 0  m s , off  delay 1m s  m i nim u m  (ttl a n d cmos com p atible) l e ak age  c u rr ent:  n o t  e x cee d  0. 75m a at  1 1 5 v   ac ,  6 0 hz mtbf:   10 0,00 0 hou r s  on  m a x i m u m  lo ad  at +2 5 c  d e g r ee di mensi o n  (w xh xl ) :  82 x 4 2 . 9x 1 90m m / 3.2?x1 .7? x 7. 5?  inches    output characteristics     outp ut  v o lt a g e  minimu m l o ad  ma xi mum  l o ad  l oad  reg .   line   reg .   ripple &  nois e  +3.3v   0. 3a   16 .8 a    5%    1%   50m v  p - p   +5v   0. 3a   12 .0 a    5%    1%   50m v  p - p   +12v   1. 5a   8a    5%    1%   12 0m v p-p   -5 v  0. 0a  0. 2a   10%   2%  12 0m v    p - p  -1 2v   0. 0a   0. 8a    10%    2%   12 0m v  p - p   +5vsb   0. 0a   2. 0 a    5%    1%   50m v p- p     * - 12 v, +3 .3 v,  +5 v, an d +12v  will h a v e  th e reg u l ation  to  10 %  when all lo ad  tak e   o f f  *+5 v  a n d + 3 . 3 v t o t a l   out put   not  e x cee d  61 w  *+3.3v, +5v,  and +12v tota l  output cannot  exceed 145w     spar k le p o wer inc.  main  o ffice  10 0 0  r o ck  a v enue  san  jo se, ca 95 131   tel: 408-519-8888  fax :  408 -5 19- 999 9   e-mail:  info@sp a rk lepo wer.co m   spar k le p o wer inc.  los an geles office  1 707 1 gr een   d r i v e  city o f  ind u s t r y, ca   9 1745   tel: 626-839-7180  fax :  626 -8 39- 339 5   spar k le p o wer inc.  col o rado offi ce  13 1 6   in di an  pa i n t b r u s h  la ne  lo ngm ont , c o  8 0 5 0 3   tel: 303-776-3281  fax :  303 -7 76- 764 5  
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