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 notes: 1. dimensions are in millimeters. 2. dimensions d and e do not include mold protrusion. 3. maximum mold protrusion 0.15 per side. 4. dimension b does not include dambar protrusion. allowable dambar protrusion shall be 0.127 total in excess of the b dimension at maximum material condition. end view h x 45 o c q l top view 8 5 1 4 d e h e b a  0.25    m   b    m b c a1 a   0.25    m  c    b    s   a    s 0.10 seating plane 8 pin soic package 
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 c (v cc  ? v ee   = 3.0v to 5.5v; vout loaded 50 ?  to vcc ? 2.0v) sk10/100el31w ac characteristics  (notes 1, 2)      
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 ta = ?40 
 c ta = 0 
 c ta = +25 
 c ta = +85 
 c notes: 1. 10el circuits are designed to meet the dc specifications shown in the table after thermal equilibrium has been established.  the circuit is in a test socket or mounted on a printed circuit board and transverse airflow greater than 500 lfpm is maintained. outputs are terminated through a 50 ?  resistor to  vcc - 2.0v except where otherwise specified on the individual data sheets. 2. 100k circuits are designed to meet the dc specifications shown in the table where transverse airflow greater than 500 lfpm is maintained. 3. for standard ecl dc specifications, refer to the ecl logic family standard dc specifications data sheet. 4. for part ordering description, see hpp part ordering information data sheet. (v cc  ? v ee   = 3.0v to 5.5v; vout loaded 50 ?  to vcc ? 2.0v) /) )	
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