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		  Datasheet File OCR Text:


		  10 dimensions:  inches (millimeters) tolerance: 0.010 (0.25) unless specified otherwise surface coplanarity will be 0.004(0.10) maximum isdn  s o   compact  smd interface modules 9 5 4 1 l u d n a 0 5 9 1 l u , 0 5 9 0 6 n e l e v e l n o i t a l u s n i c i s a b h t i w y l p m o c s e l u d o m d m s t c a p m o c r e b m u n t r a p l p ) n i m h m ( s n r u t o i t a r l l ) x a m h  ( ^ i c d ) a m ( c c ) x a m f p ( r u c p ) s m h o ( r u c s ) s m h o ( v p ) s m r v ( c i t a m e h c s x x x - a 0 0 4 - j s m0 3: 1 : 1 1 : 1 0 14 0 5 17 . 10 . 20 0 5 1a x x x - a 3 0 4 - j s m0 3: 1 : 1 2 : 2 0 14 0 5 17 . 10 . 40 0 5 1a x x x - a 5 0 4 - j s m0 3: 1 : 1 5 . 2 : 5 . 2 0 14 0 5 17 . 16 . 40 0 5 1a x x x - a 0 0 4 - j a m0 3: 1 : 1 1 : 1 54 0 2 17 . 17 . 10 0 5 1a x x x - a 3 0 4 - j a m0 3: 1 : 1 2 : 2 54 0 2 17 . 14 . 30 0 5 1a x x x - a 5 0 4 - j a m0 3: 1 : 1 5 . 2 : 5 . 2 54 0 2 19 . 14 . 40 0 5 1a e k o h c e d o m n o m m o c x i f f u s + n / p c i s a b 0 7 4 - a 3 0 4 - j s m : e l p m a x e ( l n ) h  ( r u c ) s m h o ( 0 0 0 -e k o h c o n 0 7 4 -7 45 . 0 1 0 1 -0 0 17 . 0 1 0 5 -0 0 55 . 0 2 0 5 -0 0 0 50 . 2 electrical specifications @ 25c       turns ratio:   bold  = ic side windings features ? excellent output characteristics ensure compliance with ccitt.i.430 pulse waveform template when used with recommended ic pairing ? smd modules are designed for pick and place compatability ? excellent and consistent balance between windings ? modular design maximizes suppression effectivity and transmission properties ? compact module eliminates three components reducing assembly and storage cost ? full compatibility with all common ic's ? operating temperature:  0 to 70c suggested pad layout msj test conditions: inductance and coupling capcitance:  10khz, 100mv common mode choke inductance:  100khz, 20mv leakage inductance:  100khz, 100mv standard packaging:   tape and reel msj module maj compact chip module 0.047 (1.20) 0.100 (2.54)  0.591 (15.00)   0.374   (9.50)   0.700  (17.78) maj 0.047 (1.20) 0.100 (2.54)  0.630 (16.00)   0.394   (10.00)   0.700  (17.78) germany: int.+4989-841 00-0 ? ireland: int.+35 374-954 8666 ? czech rep: int.+420 37 - 744 9303 ? india: int.+91 427 - 244 1325  http://www.talema-nuvotem.com 0 - 8 0 - 8 0.354 (9.00) 0.307 (7.80) 0.020 x 0.12 (0.50 x 0.30)  0.787  (20.00)  0.551 (14.00) 0.044 (1.11)  0.472 (13.00)    7 x 0.100 (2,54) talema in wk/yr part number 0.307 (7.80) 0.354 (9.00) 0.020 x 0.12 (0.50 x 0.30)   0.945  (24.00)  0.591 (15.00)  0.535 (13.60)    7 x 0.100 (2.54) talema in wk/yr part number 0.122 (3.11) a ic line 16 15 14 13 12 11 10   9 1 2 3 4 5 6 7 8 schematic  
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