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		  Datasheet File OCR Text:


		  drawing number rev 1501 route 34 south farmingdale, nj 07727 title material fscm finish: all dim's in: inches (mm) 83330 this drawing and the contents herein are confidential and the sole property of dialight. reproduction of this drawing or construction of any parts within this drawing are forbidden without the written consent of dialight. .935 [ 23,75 ] .514 [ 13,06 ] .174 [ 4,42 ] .140 [ 3,56 ] .094 [ 2,39 ] .250 [ 6,35 ] typ. 2 .125 +.005 -.007 3,18 +0,12 -0,17 [ ] .140 [ 3,56 ] typ. 4 .164 [ 4,17 ] .210 [ 5,33 ] typ. 4 .140 3,56 [ ] .250 [ 6,35 ] typ. 3 .120 [ 3,05 ] major dia. .079 # .002 2,01 # 0,05 [ ] typ. .076 1,93 [ ] .250 [ 6,35 ] .250 [ 6,35 ] .053 [ 1,35 ] .063 [ 1,6 ] typ. .173 [ 4,39 ] typ. .055 [ 1,4 ] typ. .157 [ 3,98 ] .094 [ 2,37 ] .344 [ 8,73 ] .594 [ 15,07 ] a 4 element lightpipe w/ light shield  c-17903     scale:  5.000 tolerances: unless otherwise specified fractions:  # 1/64 decimals (.xx):  # .02 decimals (.xxx):  # .015 angles:  # 1 $ sheet 1 of 1 family table: rev ecn no revisions drn ckd app date a new release ajf klj no 1-25-11 notes:   1. dialight part number: 515-1020-806F. 2. assembly consists of (1) 4 element lightpipe and (1) light shield. 3. assembly designed to be pressed into pcb. 4. lightpipe material: clear transmissive polycarbonate (94-v0 flammability) 5. recommended surface mount leds dialight part numbers:       597-3111-4xxf (red)       597-3201-4xxf (orange)       597-3311-4xxf (green)       597-3401-4xxf (yellow)          rohs compliant 515-1020-806F part numbers with the "f" suffix ending are rohs compliant. packaging is marked with "rohs compliant" label or equivalent markings. scale   2.000 lightpipe light shield see detail   a curved  & diffused front surface typ. 4 led detail   a scale   10.000 chamfer lead-in scale   4.000 tolerances:  # .002" recommended solder pad layout  & hole pattern gauge
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