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		  Datasheet File OCR Text:


		  keylock switches high security keylock switches with ?16mm bushing      CKM series CKM12afw01   flat key general speci? cations: electrical capacity (resistive load) ? power level: 3a @ 250 v ac other ratings: ? contact resistance: 20m   max. ? insulation resistance: 1,000m   min.@500vdc ? mechanical life: 30,000 cycles min. ? electrical life: 10,000 cycles min. ? norminal operating torque:     0.04 mnm for flat key    0.08 mnm for tubular key ? angle of throw: 90 for 2-position, 45 for 3-position materials ? terminals: copper with silver plating ? movable contactor: copper ? movable contacts: silver environmental data ? operating temperature: -25c through +70c installation ? mounting torque: 1.5 nm max. ? soldering: manual soldering 4 sec. max. @ 390c max. CKM how to order: 1 2 3 4 sales@greatecs.com www.greatecs.com CKM13etw01    tubular key 5 90 angular throw 1 2a 2b 3e f t poles: spdt circuits & key remove: on-none-on pos 1 & 3 on-none-on pos 1 on-off-on pos 2 keys: flat tubular w 01 contact material: silver, rated 3a @ 250v ac terminals: solder lug 1 2 3 4 5                              poles, circuits & key-removable positions                                                 panel               cutaway 45 angular throw 90 angular throw 45 angular throw max. effective panel  thickness: 11.9mm         flat key                                  tubular key                             solder lug terminal                         hardware m16 p1  1.2 x  2.4 5.0 16.0 4.0 20.0 24.0 35.2 002 0.9 m16 p1  1.2 x 2.4 5.0 16.0 4.0 20.0 24.0 35.2 0 0 6 20.0 0.9 1.4 0 0 6 90 pos 1 pos 3 19.0 dia c o m 1 2 14.2 c o m 1 2 14.2 0 0 2 45 pos 1 pos 3 19.0 dia pos 2 45 m16 p1  1.2  x  2.4 5.0 16.0 4.0 25.0 29.0 35.2 15.0 11.0 0 0 4 m16 p1  1.2 x  2.4 5.0 16.0 4.0 25.0 29.0 35.2 017 0 0 4 90 pos 1 pos 3 19.0 dia 0 1 7 45 pos 1 pos 3 19.0 dia pos 2 45 c o m 1 2 14.2 c o m 1 2 14.2 pole &  throw model key positions connected terminals schematic pos 1 pos 2 pos 3 pos 1 pos 2 pos 3 spdt CKM12a on none on com-1 - com-2 spdt CKM12b on none on com-1 - com-2 spdt CKM13e on off on com-1 open com-2 = key removable = not removable = maximum arc pos 1 3 pos 1 3 pos 1 2 3 1 2 com o p e n 1 2 com 16.0 dia 14.6 5.0 2.4 2.7 1.2 epoxy seal thk = 0.8 40.8 20.0 3.5 20.0 19.0 3.1 m16 p1 26.0 25.0 33.5 3.5 7.0 dia 10.5 dia         flat key                                  tubular key                             solder lug terminal                         hardware 26.0 25.0 33.5 3.5 7.0 dia 10.5 dia keylock switches i01
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