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		  Datasheet File OCR Text:


		  i slide iC9 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com l series miniature slide switches features/benefits ? positive detent ? enclosed housing ? maintained and momentar y functions ? pc and panel mounting ? rohs compliant typical applications ? communications equipment ? lighting devices specifications contact rating: q contact material (lx0x, lx1x models): 4 amps @ 125 v ac or 28 v dc; 2 amps @ 250 v ac; 0.5 amp @125 v dc (ul/csa). see page i-23 for additional ratings. electrical life: 10,000 make-and-break cycles at full load. contact resistance: below 10 m   typ. initial @ 2-4 v dc, 100 ma, for both silver and gold plated contacts. insulation resistance: 10 9  min. dielectric strength: 1,000 vrms min. @ sea level. operating temperature: -30o to +65? storage temperature: -30o to +85? note: specifications and materials listed above are for switches with standard options.  for information on specific and custom switches, consult customer service center. build-a-switch to order, simply select desired option from each category and place in the appropriate box. available options are shown and described on pages i-20 through i-24. for additional options not shown in catalog, consult customer service center. models a vailable materials housing: 6/6 nylon (ul94v-2), black. actuator: 6/6 nylon (ul94v-2), black. 3?ctuator, natural (standard). contacts: q contact material: copper, silver plated. see page i-23 for additional contact materials. terminals: q contact material: copper, silver plated. see page i-23 for additional contact materials. contact spring: music wire or stainless steel. terminal seal: epoxy. note: any models supplied with q, b or g contact material ar e rohs compliant.  switch function l202 dpdt l203 dp3t l101 spst l102 spdt l103 sp3t l104 sp4t l112 spdt , mom. l113 sp3t, mom. to one end l123 sp3t , mom. to both ends l201 dpst l204 dp4t l212 dpdt, mom. mounting style ms pc thru-hole ma right angle, pc thru-hole ml right angle, pc thru-hole mv right angle, pc thru-hole ss panel with mounting ears ts panel with integral mounting ears detent 1 with detent 2 without detent actuator 01 .200" high 02 .335" high 03 .375" high 05 .312" high 11 .100" high 12 screwdriver slot 13 plunger without ca p 14 plunger with .200" dia. ca p 15 plunger with .310" dia. cap 17 plunger with .458" dia. cap 19 plunger with .590" dia. cap contact material q silver b gold g gold over silver seal none no seal e epoxy seal cap color 2 black none no ca p t erminations 02 pc thru-hole 01 solder lug with notch 03 solder lug with hole 04 pc thru-hole 10 pc  thru-hole 06 wire wrap 12 pc thru-hole

 iC0 dimensions are shown: inch (mm) specifications and dimensions subject to change www.ck-components.com i slide l series miniature slide switches switch and lock function actuator .200 5,08 cap part number 7089 cap part number 8018 cap part number 7982 cap part number 8940 14 plunger with cap 13 plunger without cap 12 screwdriver slot 03 .375" high 02 .335" high 01 .200" high 05 .312" high 11 .100" high 15 plunger with cap 17 plunger with cap 19 plunger with cap 2 black none 01-13, 23 actuators actuator cap  colors option  code l101 spst ml, ms, ss l102 spdt ml, ms, ss l112 spdt-mom. ml, ms,mv, ss l103 sp3t ma, ms, ts l113 sp3t -mom. to one end ma, ms, ts l123 sp3t -mom. to both ends ma, ms, ts l104 sp4t ms sp a vailable mounting styles schematic switch function model no. no. poles l201 dpst ma, ms, ss l202 dpdt ma, ms, ss l212 dpdt-mom. mv l203  dp3t ms, ts l204 dp4t ms dp a vailable mounting styles schematic switch  function model no. no. poles note: and mom. in table indicates momentary action.  all models  with all options when ordered with ?r ??otact material. models with 1?ermination option  only. contacts make on side actuator thr own. note:  no actuator color option code is r equir ed. standar d actuator color is black, other colors and heights available, consult customer service center. see pages i-20 and i-22 for available mounting styles. actuator caps caps supplied ar e not installed standar d. to order actuator options 4 thru 29,?elect desir ed cap color fr om chart and place option code in last box of or dering format. leave box empty for all other actuator options. caps may also be ordered separately and user installed, see pages i-23 and i-24. specify the four digit part number and desir ed cap color . for switches without caps, order 3?r ?3acuator option. cap finish: gloss (excluding square cap part number 7982, finish: matte). splash caps new pr otective splash caps for pc mounted slide switches ar e available separately and r eusable. they provide splash protection during soldering and cleaning pr ocesses. t o or der specify corr ect part number, see page i-24. other colors available, consult customer service center. actua tor options for s, ma, ml, ss, & ts?ounting styles actuator options for v?ounting style actuator  cap color 1 2 3

 i slide iC1 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com l series miniature slide switches detent mounting style ma right angle, pc thru-hole 2 without detent 1 with detent ms pc thru-hole, 2 position models l203011ms02q dp3t l202021ma04q horizontal actuation dpdt standar d with all maintained models: l101, l102, l103, l104, l113, l201, l202, l203 and l204. standard with all momentary models: l112, l123, and l212. available with: models: l101, l102, l112, l103, l113 l123, l201, l202, l203, l104 and l204 t erminations: 02, 06, 10 and 12 actuators: 01, 02, 03, 05, 11 and 12 pc mounting for mounting information, see terminations section, page i-23. splash caps ar e available separately and r eusable, see page i-24. available with: models:  l201, l202, l113 and l123 terminations: 04 actuators:  02 and 12 pc mounting for mounting information, see terminations section, page i-23. splash caps are available separately and r eusable, see page i-24. .425 (1 0, 79) .760 (1 9, 30) .150  t rav el (3 ,8 1) .125   ty p (3 ,1 8) .200 (5 ,0 8) .200 (5 ,0 8) .070  ty p (1 ,7 8) .221  t yp (5 ,6 1) .181  t y p (4 ,6 0) .288 (7 ,3 2) .050  x .0 20  ty p (1 ,2 7)  x ( 0,51 ) .225  t yp (5, 71 ) term i nal  no s.   fo r refer enc e o nly 6 5 4 3 2 1 .181  t y p (4, 60 ) .065  d ia (1, 65 ) typ .225  t yp (5, 70 ) .400 (1 0, 16) 0.94 1 (2 3, 90) .335 (8 ,5 1) .412 (1 0, 46) .100  t y p (2, 54 ) 4 3 2 1 0.12 5 (3 ,1 8) .200 (5 ,0 8) .140 (4 ,0 6) tr a vel .215 (5 ,4 6) .256 (6 ,5 0) .100  t y p (2 ,5 4) .181  t y p (4 ,6 0) 4 3 2 1 term. nos. f o r refer enc e on ly .425 (1 0 ,79 ) 1. 1 22 (2 8 ,50 ) .170 trav el (4 ,3 2) typ .200 (5 ,0 8) .070 typ (1 ,7 8) .050 typ (1 ,2 7) .181 typ (4 ,6 0) .288 (7 ,3 2) .050 x .020 t y p (1 ,2 7) x  (0 , 51 ) .225 typ (5 ,7 1) term ina l n os .  fo r refer en c e o n ly 5 43 2 1 .181 typ (4 ,6 0) .065 dia (1 ,6 5) typ .225 typ (5 ,7 0) .232 typ (5 ,8 9) 10 98 7 6 right angle, pc, sp-3 position models pc thru hole, 4 position models pc thru-hole, 3 position models

 iC2 dimensions are shown: inch (mm) specifications and dimensions subject to change www.ck-components.com i slide .425 (10 ,8 0) 7 65 .160 typ (4, 06 ) tr a vel .125 (3, 18 ) 1.000 (25 ,4 0) .941 (23 ,9 0) .200 (5, 08 ) .200 (5, 08 ) .070  t y p (1, 78 ) .240 (6, 10 ) .181 (4, 60 ) ty p .358 (9, 09 ) 1.000 (25 ,4 0) .135 (3, 43 ) .110  d ia (2, 79 ?) .530 (13 ,4 6) cav it y  i . d.   0. 062 5 hig h x 0. 010   r a is e d 0. 080 (2 , 03 ) fu l l r ty p . 0. 250 (6 , 35 ) ? ? 0 .1 0 0 typ (2 , 54 ) 2x  0. 218 (5 , 53 ) 2x  0. 050 (1 , 27 ) 2x  0. 050 (1 , 27 ) 0. 100 (2 , 54 ) 1.000 (25 ,4 0) l series miniature slide switches mv right angle, pc thru-hole ml right angle, pc thru-hole l102021ml04q horizontal actuation spdt l212132mv02q dpdt available with: models: l101, l102, l112 t erminations: 04 actuators: 01, 02, 05, 11 and 12 pc mounting for mounting information, see terminations section, page i-23. splash caps are available separately and reusable, see page i-24. available with: models: l112 and l212 terminations: 02, 06, 10 and 12 actuators: 13 thru 19 pc mounting for mounting information, see termina tions section, page i-23. splash caps ar e available separately and reusable, see page i-24. mounting style ts panel with integral mounting ears available with: models: l103, l113, l123 and l203 terminations: 01, 02, 03, 06, 10, 12  actuators: 01, 02, 03, 05, 11 and 12 l202011ss03q dpdt l203011ts03q dp3t .110  d ia (2, 79 ?)   ty p .360 (9, 14 ) 1.000 (25 ,4 0) .135 (3, 43 ) .225 (5, 72 ) .760 (19 ,3 0) .181  t y p (4, 60 ) .358 (9, 09 ) .070  t y p (1, 78 ) .240 (6, 10 ) .060 (1, 52 ) .200 (5, 08 ) .200 (5, 08 ) 1.20 0 (30 ,4 8) 1.000 (25 ,4 0) .425 (10 ,6 0) .125 (3, 18 ) .150 (3, 81 ) tr a vel 6 54 3 21 6 54 available with: models: l101, l102, l112, l201 and l202 terminations: 01, 02, 03, 06, 10, 12  actuators: 01, 02, 03, 05, 11 and 12 ss p anel with mounting ears p anel mounting panel mounting

 i slide iC3 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com l series miniature slide switches cont act ma terial seal epoxy .075 max. (1,91) e epoxy seal none no seal * note: see t echnical data section of this catalog for rohs compliant and compatible definitions and specifications. 1 contacts & terminals: copper, with gold plate over nickel plate. 2 cont acts & terminals: copper , silver plated (standar d with all termination options). 3 contacts & terminals: copper, with gold plate over nickel plate over silver plate. all models with all options (except 1?ermination) when ordered with  ?r ??otact material. models with 1?ermination option  only. note: ?ontact material is equivalent to both ??n ??cotct materials. note: any models supplied with q, b or g contact material are rohs compliant.  terminations .240 (6, 10 ) .028 (0, 71 ) .020  t hk. (0, 51 ) .080 (2, 03 ) .062 (1, 57 ) .226 (5, 74 ) .050 (1, 27 ) .020  t hk. (0, 51 ) .080 (2, 03 ) .060 (1, 52 ) .240 (6, 10 ) .046 (1, 17 ) .020  t hk. (0, 51 ) .080 (2, 03 ) .085 (2, 16 ) .256 (6, 50 ) .050 (1, 27 ) .020  t hk. (0, 51 ) .080 (2, 03 ) .085 (2, 16 ) .181  t y p. (4, 60 ) .225 (5, 72 ) .065  d ia (1, 65 ?) ty p . .187  t yp. (4, 75 ) .065  d ia (1, 65 ? ty p . .181  t y p. (4, 60 ) .272 (6, 91 ) .065  d ia (1, 65 ?) ty p . .181  t y p. (4, 60 ) .225 (5, 72 ) .065  d ia (1, 65 ?) ty p . .181  t y p. (4, 60 ) .272 (6, 91 ) .065  d ia (1, 65 ?) ty p . .181  t y p. (4, 60 ) .225 (5, 72 ) .065  d ia (1, 65 ?) ty p . .181  t y p. (4, 60 ) .272 (6, 91 ) .065  d ia (1, 65 ?) ty p . al l   mo d el s  wit h 04  te r mi na ti o ns a nd m l  mo un ti n g s ty l e. al l   2 p o sitio n mo de l s, ex cep t  04 t e rm ina ti o ns. al l   2 p o sitio n mo de l s wit h 04  t e rm inat io ns  and   m a  mo unt ing  st yl e . al l   2 p o sitio n mo de l s wit h 04  t e rm inat io ns  and   m a  mo unt ing  st yl e . al l   3 p o sitio n mo de l s, ex cep t  04 t e rm ina ti o ns. al l   3 p o sitio n mo de l s, wit h 10  t e rm inat io ns. al l   4 p o sitio n mo de l s, wit h 10  t e rm inat io ns. .445 (11,30) .050 (1, 27 ) .020  t hk. (0, 51 ) .080 (2, 03 ) .065 (1, 65 ) .226 (5, 74 ) .050 (1, 27 ) .020  t hk. (0, 51 ) .080 (2, 03 ) .272 (6, 91 ) .419 (10 ,6 4) .050 (1, 27 ) .020  t hk. (0, 51 ) .080 (2, 03 ) 12 pc thru-hole 06 wire wrap 02 pc thru-hole 01 solder lug with notch 03 solder lug with hole 10 pc thru-hole 04 pc thru-hole a & mlmounting styles only s, mv, ss & tsmounting styles only 1?erminations  only. lx0x, lx1x models: 0.4 va max. @ 20 v ac or dc max. or 4 amps @ 125 v ac or 28 v dc; 2 amps @ 250 v ac; 0.5 amp @ 125 v dc (ul/csa).lx6x models: 0.4 v a max. @ 20 v ac or dc max. or 4 amps @ 125 v ac or 28 v dc; 2 amps @ 250 v ac (ul/csa). 0.4 va max. @20 v ac or dc max. lx0x, lx1x models: 4 amps @ 125 v ac or 28 v dc; 2 amps @ 250 v ac; 0.5 amp @ 125 v dc (ul/csa).lx6x models: 4 amps @ 125 v ac or 28 v dc; 2 amps @ 250 v ac (ul/csa). low level/dry circuit or power power low level/dry circuit gold over  silver  3 gold 1 sil ver  2 option  code ra tings contact ma terial q b g

 iC4 dimensions are shown: inch (mm) specifications and dimensions subject to change www.ck-components.com i slide available hardware .200 dia. (5,08  ) .120 (3,05) .155 (3,94) .375 dia. (9,53  ) .120 (3,05) .250 (6,35) .310 dia. (7,87  ) .250 (6,35) .138 (3,51) cap compatible with 13-19 actuators p art no. 708902000 black 708903000 red material: nylon finish: gloss cap compatible with 13-19 actuators p ar t no. 894002000 black 894003000 red material: nylon finish: gloss cap compatible with 13-19 actuators p ar t no. 894102000 black 894103000 red material: nylon finish: gloss cap compatible with 13-19 actuators p ar t no. 484602000 black 484603000 red material: nylon finish: gloss p ar t no. 798202263 black 798203000 red material: nylon finish: matte cap compatible with 13-19 actuators p art no. 752702000 black 752703000 red material: nylon finish: gloss cap compatible with 13-19 actuators p art no. 801802000 black 801803000 red material: nylon finish: gloss .450 sq. (1 1,43) .195 (4,95) .240 (6,10) l series miniature slide switches cap compatible with 01-05 actuators p ar t no. 120100602 black material: nylon finish: matte splash cap part no. 120100200 splash cap part no. 120100300 material: nylon note: other colors available,  consult customer service center. splash cap part no. 120100400 material: nylon fits a mounting style, lxx3 models only . fits s?ounting style, lxx1 & lxx2 models only. fits v?ounting style, lx1x models only.
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