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		  Datasheet File OCR Text:


		  models available ca series power rocker switches features/benefits ? 15 amps @ 125 v ac ? cosmetic slimline detail ? positive detent typical applications ? hair dryers and other small appliances ? hvac and other large appliances ? rohs compliant specifications contact rating: 15 amps @ 125 v ac; 10 amps @ 250 v ac; 1/4 hp @ 125 v ac or 250 v ac   . electrical life: 10,000 make-and-break cycles at full load. insulation resistance: 10 9  min. dielectric strength: 1,000 vrms min. @ sea level. operating temperature: -30o to +85? materials housing: 6/6 nylon (ul 94v-2), black. actuator: polycarbonate (ul 94v-2), black. contacts: coin silver, silver plated. terminals: copper, silver plated. contact spring: music wire. note: specifications and material listed above are for switches with standard options. for information on specific and custom switches, consult customer service center . build-a-switch to order, simply select desired option from each category and place in the appropriate box. available options are shown and described on pages gC06 thr ough gC08. for additional options not shown in catalog, consult customer service center . switch function ca01 spdt , on-on ca02 spst, on-off ca21 dpdt, on-on ca22 dpst , on-off actuator j1 rocker with gloss finish j7 curved rocker with matte finish actuator color 2 black 1 white 3 red 6 green housing color 2 black contact material q silver terminations 07 quick connect actuator markings none no marking d on-off h o | p o C g rocker gC 105 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com                                                                                                                        

 ca series power rocker switches switch function dpdt dpst 1-1b, 2-2b open 1-1a, 2-2a 1-1a, 2-2a on off on on ca21  ca22 dp spdt spst 1-1b open 1-1a 1-1a on off on on ca01  ca02 sp schematic connected terminals pos. 1 pos. 2 switch function pos. 1 pos. 2 model  no. no. poles dpdt spdt part number shown: ca01j12207q part number shown: ca21j12207q for complete contact ratings and agency appr ovals, see cont act ma terial section, page gC08. contacts make on side opposite actuator thr own. all models  with all options. 1a 1 gC 106 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com g rocker                    

 actua tor color housing color ca series power rocker switches actuator sp dp sp dp j1 rocker with gloss finish j7 curved rocker with matte finish 2 black housing color option  code op aque actuator color option  code note: housing frame finish: matte. note: actuator finish: matte. special colors available, consult customer service center . 1 white 2 black 3 red 6 green g rocker gC 107 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com                                        

 ca series power rocker switches cont act ma terial on off o i o i sp actua tor markings 07 quick connect terminations none no marking d on-off h o | p o C note: orientation of actuator  markings and terminals marking color white, standard for all actuator colors except white and yellow. marking color black, standard for white and yellow actuators. consult customer service center for other available markings and colors. 1.126 (28,60) .118C177 (3,00) (4,50) 1.110 (28,20) .078C118 (2,00) (3,00) 1.102 (28,00) .059C078 (1,50) (2,00) dim  p anel thickness 1 contacts: coin silver, silver plated. terminals: copper, silver plated. all models with all options. * note: see technical data section of this catalog for rohs compliant and compatible definitions and specifications. 16 amps @ 125 vac; 1/3 hp; 10 amps @ 250 vac, 1/2 hp  ratings contact and terminal material silver power option  code qa gC 108 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com g rocker                                        
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