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		  Datasheet File OCR Text:


		      400 w, cw helix twt series, 5.8 5  ghz to 6.65 ghz, periodic-per m anent, ma gne t   focused, c oaxial input, waveguide output, and conduction  cooled .    custom co nfigurations are also available. these variations in the performance and   configuratio n include:   mechanical  configuratio n, electrical and rf co nnections,  & dual  stage depre ssed collect o r.          model num ber  frequenc y   pow e r output        (ghz)         (min.)    VTC-6265E1  5.85 ? 6.65     400 w                          f o r additi on al i n formatio n  on  cpi mpp prod ucts contact:  cpi mpp, helix t w t  operation - 811 h ans en w a y ,  pa lo  alto, ca 943 03 -075 0  phon e: 650- 84 6-39 00, f a x:  6 50-4 94-8 7 7 9 , email:  marketi ng@c p ii.com , www . c pi i.com/mpp                                       operating paramet e rs        heat er  vo ltag e  heat er  surge  current    helix  vo ltag e    co llecto r   vo ltag e 1    co llecto r   vo ltag e 2    ca thode   current  para mete rs:  e f   i f   (surg e )   e w   e b 1   e b 2   i k   units:  v   a   k v d c   k v d c   k v d c   m a d c   maximum:  6 . 3   5 . 0   9 . 3   0 . 5 2   e w   0 . 3 4   e w   3 1 0   minimum:  5.9  - - -  8.6  0.48 e w   0.30 e w   - - -  ty pic a l :                                    helix  current    dri v e  po w e r  ca thode   w a rm-up  time       loa d    bas e p l ate  t e mp eratu r e        para mete rs:  iw   p d   t k   vswr        units:  m a d c   mw   m i n u t e s      c       maximum:  15  10  - - -  1.5:1  120      minimum:  - - -  - - -  3  - - -  - - -      ty pic a l :                  features    ?   400 w a tts  ?   5.85 ghz ? 6.6 5  ghz     ?   ppm focusing    ?   coa x i a l inp u t   ?   w a vegu ide ou tput  ?   an y  m ounti ng  positio n     ?   w e ight:  7.5 lb s. max   ?   con ductio n  co ole d     th e valu e s  l i s t e d  ab ove rep r e s e n t  s p ecified   limi t s  for th e  p r o duc t and ar e subje c t  to c h ange . the  data should be  use d   for b a s i c  in for m ation  on ly.  fo rmal,  con t ro lle d  s p ecificat i on s  may b e  ob tain e d  from cpi  fo r  u s e in  eq u i p m e n t d e s i gn . 
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