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		  Datasheet File OCR Text:


		  LM10 switch for turbulent liquids &  confned spaces iso 9001 c e r t i f i e d competitive part number cross-reference available at:   www.cynergy3.com ? 2007 cynergy3 components, all rights reserved. specifcations are subject to change without prior notice. cynergy3 components and the cynergy3 components logo are trademarks of cynergy3 components corp. usa cynergy3 components   2320 paseo de las americas, suite 104 san diego, ca 92154 sales & tech support (866) 258-5057 email: sales@cynergy3.com   europe - uk cynergy3 components ltd. 7 cobham road ferndown industrial estate wimborne, dorset bh21 7pe telephone +44 (0) 1202 897969 fax +44 (0) 1202 891918 email:sales@cynergy3.com this is suitable for use in water, industrial  wastewater and sewage, that can have wide  variations of temperature.  this compact  design of switch is for use in more confned  spaces, where there is not enough room for the  larger ffsmc type. the rounded body design and foating attitude  prevents accumulation of solids on the body.    the switch has additional internal ballast, to  bring the centre of gravity and rotation close to  the cable entry point. the switching element is a self cleaning type,  that makes the complete switch insensitive to  humidity and condensation, allowing this type  to operate in widely fuctuating temperatures.    the switch contacts are rated at 10 amp  resistive. supplied, as standard, with 5 metres cable and  adjustable counterweight mechanical dimensions all dimensions are in millimeters (inches) tm for smaller tanks and restricted space use in sewer and industrial waste water shape avoids ragging, in sewer systems unaffected by suspended solids operates in turbulent  fluids  #ontact 5nits #onditions k6&orm! k6&orm!  #ontact-aterials   2hodium 2hodium  )solation!cross#ontacts k6 $#or!#peak    -ax#arry#urrent ! $#or!#rms(z	    -ax3witching0ower 7     -ax3witching6oltage 6 $#or!#peak    -ax3witching#urrent ! $#or!#peak    #apacitance!cross#ontacts p& #oil3creen'rounded    ,ifetime /perations $ry3witching       ,ifetime /perations 73witching      #ontact2esistance m/hms -aximum4ypical	 	  	  )nsulation2esistance#ontact  to!ll/ther4erminals /hms -inimum4ypical	     	     	 ?  #oilat?#   6 6 6 6 6 6  -ust/perate 6 $#        -ust2elease 6 $#        /perate4ime ms $iode&itted        2elease4ime ms $iode&itted        2esistance /hms         #onstruction  )solation#ontactto#oil k6 $#or!#peak       to!ll/ther4erminals /hms -inimum4ypical	    %nvironmental  /perating4emperature2ange ?#  
to 
to  0art.umbering3ystem  2eedswitch3ize
 3  3 ! 2     #ontact&orm
 ! &orm!  #ontact-aterial
 2 2hodium  -oulding2eference.umber  #oil6oltage
   6   6   6  )solation"etween#ontacts
   k6   k6   #ompact&ootprint   $esigned3pecificallyfor(igh6oltage   2hodium#ontactsfor,ow2esistance   ork6
)solation"etween#ontacts   %xcellent,ifetime#haracteristics 4he3serieswasdevelopedforthehighvoltage !4%marketwhereprintedcircuitboard0#"	 spaceisatapremiumthe3serieshighvoltage reedrelayoffersaork6isolationperformance inammsizepackage7ithlowcontact resistancethe3seriesissuitableformanyhigh voltageapplicationsat$#andlowfrequency whereperformanceandreliabilityareparamount 3series highvoltagereedrelays k67 )3/   # % 2 4 ) & ) % $  #ompetitivepartnumbercross
referenceavailableat  wwwcynergycom -echanical$imensions !lldimensionsareinmillimeters inches	  

  	 	  
 	 	 
 	   	
   	 
  
  
	 	
 	 
 
  	 
   
 
 
$#only0in(6 53! #ynergy#omponents 0aseodelas!mericas3uite 3an$iego#! 3ales4ech3upport 	
 %mail sales cynergycom %52/0%
5+ #ynergy#omponents,td #obham2oad &erndown)ndustrial%state 7imborne$orset"(0%  	 &ax 	 %mail sales cynergycom ?#ynergycomponents!ll2ights2eserved 3pecificationsaresubjecttochangewithoutpriornotice#ynergycomponentsandthe#ynergycomponentslogoaretrademarksof#ynergycomponents#orp technical specifcations LM10a LM10b LM10c contact form n/o n/c c/o material high density polyethylene temp range c 0 / +55 f +32 / +131 cable (standard length 5m) with protective earth no earth standard cable covering pvc u cable option for fuel oils polyurethane max. working pressure 10 bar electrical specifcations switching power max. ac : 750 va/dc : 180w switching voltage ac : 250 v/dc : 110 v switching current max. resistive 10 a switching current max. inductive ac : 4a/dc : 1 a it is necessary to use an auxiliary relay, when switching pum motors or any loads that are not purely resistive. on - o ff dif ferential 15 15 of f - on 47mm (1.85) 75mm (2.95) minimum cable pivot length 120mm 129mm (5.0) 30
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