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		  Datasheet File OCR Text:


		  cage code 06324 ?2011 glenair, inc. printed in u.s.a. 10 series 72 guardian glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 for non-environmental and non- emi / rfi   applicationssplit versions available 120-144 annular convoluted  t ubing length   (as specified in p.o.) b  typ a  typ how to order product  series basic no. dash no. (table i) tubing option (table ii) s  = slit, type ii (omit for standard,  type i, without slit) 120 - 144 - 16 y r s color option table iii   (omit for std. black) packaging long-length orders of conduit are subject to the practical limits of shipping box sizes.  for example, the maximum length of 1/2 inch (dash 16) conduit that can ft in a standard  shipping container is 1000 feet. unless otherwise specifed, glenair standard practice is to  ship optimal lengths of conduit material based on tubing diameter and box size. consult  factory for non-standard length or packaging requirements. t able i - dash n umber/d iameter dash  no a inside dia b outside dia min max min max 09 .f4 (6.1) .f8 (7.1) .38 (9.7) .4f (10.7) 1f .33 (8.4) .37 (9.4) .48 (1f.f) .5f (13.f) 16 .45 (11.4) .50 (1f.7) .60 (15.f) .66 (16.8) f0 .57 (14.5) .6f (15.7) .71 (18.0) .77 (f0.0) f4 .69 (17.5) .75 (19.1) .88 (ff.4) .94 (f3.9) f8 .81 (f0.6) .87 (ff.1) 1.00 (f5.4) 1.08 (f7.4) 3f .93 (f3.6) 1.00 (f5.4) 1.1f (f8.4) 1.f0 (30.5) 40 1.18 (30.0) 1.f5 (31.8) 1.36 (34.5) 1.44 (36.6) 48 1.43 (36.3) 1.50 (38.1) 1.63 (41.4) 1.71 (43.4) 5f 1.56 (39.6) 1.63 (41.4) 1.77 (45.0) 1.85 (47.0) t able ii -  t ubing o ption y kynar/thermally stabilized v pvdf/not thermally stabilized s siltem/medium duty t able iii  - color o ption n natural/clear r red (available in kynar and pvdf only) y yellow (available in kynar and pvdf only) bl blue (available in kynar and pvdf only) tn desert tan (available in kynar and pvdf only) o orange (available in kynar and pvdf only) omit for standard black blue, yellow, red, desert  tan, and orange annular  convoluted tubing standard black and    natural/clear annular  convoluted tubing standard packaging dash no  (i .d.) m ax.  length 09 (.f81) f000 ft. 1f (.375) 1500 ft. 16 (.5) 1000 ft. f0 (.6f5) 700 ft. f4 (.75) 500 ft. 3f (1) 300 ft. 40 (1.f5) f00 ft. 48 (1.5) f00 ft. 5f (1.6f5) f00 ft.   
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