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		  Datasheet File OCR Text:


		  www.vishay.com 19 models eb4, eb6, eb7, eb8 vishay dale document number 36006 revision 01-nov-99 edgeboard connectors 150  c and 200  c burn-in connectors, dual readout features ? eb4,  .100" [2.54mm] c-c.   eb6,  .125"  [3.17mm] c-c.   eb7 and eb8,  .156" [3.96mm] c-c. ? right angle styles included for all models. ? high temperature, glass reinforced phenolic connector bodies - 150  c. ? high temperature, glass reinforced pps connector bodies - 200  c. ? high reliability copper-nickel-tin alloy contacts. ? accepts pc board thickness of .054" to .071" [1.37mm to 1.80mm]. ? high reliability bifurcated bellows contacts. ? gold plated contacts. ? card extender style terminals standard. ? variety of mounting styles available. ? recognized under the component program of underwriters laboratories, inc. listed under file e65524. applications high temperature, long life connectors specifically designed for burn-in oven and automatic temperature testing applications. available in a wide range of sizes. priced affordably and competitively. special note: when operating units at elevated temperatures, solder having a melting point 50 degrees centigrade above the operating temperature should be used.  contact factory for specific solder information. material specifications body material: 150  c connectors:  fiberglass reinforced phenolic, + 150  c operating temperature, flame-retardant (ul 94v-o). 200  c connectors:  fiberglass reinforced polyphenylene sulfide, + 200  c operating temperature, flame retardant (ul 94v-o). contacts:   copper-nickel-tin alloy per astm b 740. plating:   gold plating (.00003" [.000762mm] thick), over .00005" [.00127mm] minimum nickel underplate. card extender mounting for fast change of test setups electrical specifications current rating:   5 amps. test voltage between contacts:   at sea level:  1800 v rms. at 70,000 feet:  450 v rms. insulation resistance:   5000 megohm minimum at 500 vdc potential. contact resistance:   30 millivolts maximum at rated current. humidity:   48 hours at 95% relative humidity at + 90  c, insulation resistance 5000 megohm. shock:   three 50g shocks in each of 3 mutually perpendicular planes with no loss of continuity. mounting styles  [numbers in brackets indicate millimeters] eb4 .100" [2.54mm] c-c eb6 .125" [3.17mm] c-c eb7 .156" [3.96mm] c-c eb8 .156" [3.96mm] c-c 150  c card extender model numbers 200  c card extender model numbers oven wall standard high temperature connector standard connector card extender .062 [1.57] thick component under test card extender contacts eb45-pe10gx eb45-pe43gx eb65-pe22gx eb65-pe50gx eb45-pe12gx eb45-pe44gx eb65-pe24gx eb75d-pe36gx eb45-pe15gx eb45-pe48gx eb65-pe25gx eb75d-pe43gx eb45-pe18gx eb45-pe49gx eb65-pe28gx eb85-pe6gx eb45-pe20gx eb45-pe50gx eb65-pe30gx eb85-pe10gx eb45-pe22gx eb45-pe60gx eb65-pe31gx eb85-pe12gx eb45-pe25gx eb45-pe65gx eb65-pe32gx eb85-pe15gx eb45-pe28gx eb65-pe6gx eb65-pe35gx eb85-pe18gx eb45-pe30gx eb65-pe10gx eb65-pe36gx eb85-pe22gx eb45-pe31gx eb65-pe12gx eb65-pe40gx eb85-pe24gx eb45-pe35gx eb65-pe14gx eb65-pe43gx eb85-pe25gx eb45-pe36gx eb65-pe15gx eb65-pe44gx eb45-pe40gx eb65-pe18gx eb65-pe49gx eb44-pe43gx eb44-pe12gx eb64-pe24gx eb74d-pe36gx eb44-pe44gx eb44-pe15gx eb64-pe25gx eb74d-pe43gx eb44-pe48gx eb44-pe18gx eb64-pe28gx eb84-pe6gx eb44-pe49gx eb44-pe20gx eb64-pe30gx eb84-pe10gx eb44-pe50gx eb44-pe22gx eb64-pe31gx eb84-pe12gx eb44-pe60gx eb44-pe25gx eb64-pe32gx eb84-pe15gx eb44-pe65gx eb44-pe28gx eb64-pe35gx eb84-pe18gx eb64-pe6gx eb44-pe30gx eb64-pe36gx eb84-pe22gx eb64-pe10gx eb44-pe31gx eb64-pe40gx eb84-pe24gx eb64-pe14gx eb44-pe35gx eb64-pe43gx eb84-pe25gx eb64-pe15gx eb44-pe36gx eb64-pe44gx eb64-pe18gx eb44-pe40gx eb64-pe49gx eb44-pe10gx eb64-pe22gx eb64-pe50gx 

 www.vishay.com 20 models eb4, eb6, eb7, eb8 vishay dale document number 36006 revision 01-nov-99 wire wrap ? permanent mounting eb4 .100" [2.54mm] c-c eb6 .125" [3.17mm] c-c 200  c wire wrap? model numbers 150  c wire wrap? model numbers right angle pc board mounting 150  c right angle model numbers 200  c right angle model numbers eb4 .100" [2.54mm] c-c eb6 .125" [3.17mm] c-c eb7 .156" [3.96mm] c-c hard wire permanent mounting eb7 .156" [3.96mm] c-c eb8 .156" [3.96mm] c-c mounting styles  [numbers in brackets indicate millimeters] 150  c hard wire model numbers 200  c hard wire model numbers eb44-pk10gx eb44-pk35gx eb64-pk6gx eb64-pk31gx eb44-pk12gx eb44-pk36gx eb64-pk10gx eb64-pk32gx eb44-pk15gx eb44-pk40gx eb64-pk14gx eb64-pk35gx eb44-pk18gx eb44-pk43gx eb64-pk15gx eb64-pk36gx eb44-pk20gx eb44-pk44gx eb64-pk18gx eb64-pk40gx eb44-pk22gx eb44-pk48gx eb64-pk22gx eb64-pk43gx eb44-pk25gx eb44-pk49gx eb64-pk24gx eb64-pk44gx eb44-pk28gx eb44-pk50gx eb64-pk25gx eb64-pk49gx eb44-pk30gx eb44-pk60gx eb64-pk28gx eb64-pk50gx eb44-pk31gx eb44-pk65gx eb64-pk30gx oven wall wire wrap? leads standard high temperature connector .062 [1.57] thick component under test eb45-pk10gx eb45-pk35gx eb65-pk6gx eb65-pk30gx eb45-pk12gx eb45-pk36gx eb65-pk10gx eb65-pk31gx eb45-pk15gx eb45-pk40gx eb65-pk12gx eb65-pk32gx eb45-pk18gx eb45-pk43gx eb65-pk14gx eb65-pk35gx eb45-pk20gx eb45-pk44gx eb65-pk15gx eb65-pk36gx eb45-pk22gx eb45-pk48gx eb65-pk18gx eb65-pk40gx eb45-pk25gx eb45-pk49gx eb65-pk22gx eb65-pk43gx eb45-pk28gx eb45-pk50gx eb65-pk24gx eb65-pk44gx eb45-pk30gx eb45-pk60gx eb65-pk25gx eb65-pk49gx eb45-pk31gx eb45-pk65gx eb65-pk28gx eb65-pk50gx oven wall standard high temperature connector (eb4x-p3r25gxs*) input board component under test eb44-p3r10gxs eb44-p3r40gxs eb64-p3r18gx eb64-p3r44gx eb44-p3r12gxs eb44-p3r43gxs eb64-p3r22gx eb64-p3r49gx eb44-p3r15gxs eb44-p3r44gxs eb64-p3r24gx eb64-p3r50gx eb44-p3r18gxs eb44-p3r48gxs eb64-p3r25gx eb74d-pr6gxs eb44-p3r20gxs eb44-p3r49gxs eb64-p3r28gx eb74d-pr10gxs eb44-p3r22gxs eb44-p3r50gxs eb64-p3r30gx eb74d-pr12gxs eb44-p3r25gxs* eb44-p3r60gxs eb64-p3r31gx eb74d-pr15gxs eb44-p3r28gxs eb44-p3r65gxs eb64-p3r32gx eb74d-pr18gxs eb44-p3r30gxs eb64-p3r6gx eb64-p3r35gx eb74d-pr22gxs eb44-p3r31gxs eb64-p3r10gx eb64-p3r36gx eb74d-pr36gxs eb44-p3r35gxs eb64-p3r14gx eb64-p3r40gx eb74d-pr43gxs eb44-p3r36gxs eb64-p3r15gx eb64-p3r43gx eb45-p3r10gxs eb45-p3r40gxs eb65-p3r15gx eb65-p3r43gx eb45-p3r12gxs eb45-p3r43gxs eb65-p3r18gx eb65-p3r44gx eb45-p3r15gxs eb45-p3r44gxs eb65-p3r22gx eb65-p3r49gx eb45-p3r18gxs eb45-p3r48gxs eb65-p3r24gx eb65-p3r50gx eb45-p3r20gxs eb45-p3r49gxs eb65-p3r25gx eb75d-pr6gxs eb45-p3r22gxs eb45-p3r50gxs eb65-p3r28gx eb75d-pr10gxs eb45-p3r25gxs* eb45-p3r60gxs eb65-p3r30gx eb75d-pr12gxs eb45-p3r28gxs eb45-p3r65gxs eb65-p3r31gx eb75d-pr15gxs eb45-p3r30gxs eb65-p3r6gx eb65-p3r32gx eb75d-pr18gxs eb45-p3r31gxs eb65-p3r10gx eb65-p3r35gx eb75d-pr22gxs eb45-p3r35gxs eb65-p3r12gx eb65-p3r36gx eb75d-pr36gxs eb45-p3r36gxs eb65-p3r14gx eb65-p3r40gx eb75d-pr43gxs eb84-pa6gx eb84-pa15gx eb84-pa24gx eb74d-pa43gx eb84-pa10gx eb84-pa18gx eb84-pa25gx eb84-pa12gx eb84-pa22gx eb74d-pa36gx eb85-pa6gx eb85-pa15gx eb85-pa24gx eb75d-pa43gx eb85-pa10gx eb85-pa18gx eb85-pa25gx eb85-pa12gx eb85-pa22gx eb75d-pa36gx oven wall component under test standard high temperature connector wire leads .062 [1.57] thick

 www.vishay.com 21 models eb4, eb6, eb7, eb8 vishay dale document number 36006 revision 01-nov-99 type xs right angle mounting flange eb4 .100" [2.54mm] c-c, eb6 .125" [3.17mm] c-c type x clearance hole raised mounting flange type xs eb7 and eb8 .156" [3.96mm] c-c side mounting eb4 .100" [2.54mm] c-c type 3r right angle .025 [.630] square terminals type e card extender (made from type "a") type k  wire wrap ? .025 [.630] square terminals type e card extender type k  wire wrap ? .025 [.630] square terminals type 3r right angle .025 [.630] square terminals type e card extender eb6 .125" [3.17mm] c-c eb7 and eb8 .156" [3.96mm] c-c type a solder eyelet type r right angle mounting variations  [numbers in brackets indicate millimeters] terminal variations  [numbers in brackets indicate millimeters] .220    .015 [5.59    .381] .086 x .008 [2.18 x .20] to fit 3, #22 awg wires .045 [1.14] .240 [6.10] .250 [6.35] .570 [14.48] .590 [14.99]  .180 [4.57] .150 [3.81] .590 [14.99]  .180 [4.57] .150 [3.81] .200 [5.08] .570 [14.48] .045 [1.14] .240 [6.10] .128 [3.25] dia. .250 [6.35] ref. .125 [3.17] .440 [11.18] .610 [15.49] ref. .060 [1.52] ref. .430 [10.92] .125 [3.17] .250 [6.35] .125 [3.17] dia. .125 [3.17] dia. .430 [10.92] .060 [1.52] ref. .250 [6.35] .610 [15.49] ref. .125 [3.17] .156 [3.96] .440 [11.18] .100 [2.54] .050 [1.27] 15   typ. 120   typ. .200    .015 [5.08    .381] type xf clearance hole flush mounting flange type xfs right angle mounting flange .060 [1.52] ref. .610 [15.49] ref. ? .125 [3.17] .125 [3.17] .250 [6.35] .250 [6.35] .610 [15.49] ref. .060 [1.52] ref. .125 [3.17] dia.

 www.vishay.com 22 models eb4, eb6, eb7, eb8 vishay dale document number 36006 revision 01-nov-99 dimensional configurations  [numbers in brackets indicate millimeters] when ordering connectors using the above part numbers: 6   = indicate 4 for 150  c burn-in connectors or 5 for 200  c burn-in connectors. q  = indicate e for card extender, k for wire wrap? or 3r for right angle terminals. d  = indicate x for standard mounting, xf for flush mounting or xs for side mounting. eb4 .100" [2.54mm] c-c ordering information # of contact card model - positions slot part number  per side a b c d e depth eb4 6 -p q 10g d 10 1.835 [46.61] 1.575 [40.00] 1.100 [27.94] 1.260 [32.00] 1.150 [29.21] .300 [7.62] eb4 6 -p q 12g d 12 2.035 [51.69] 1.775 [45.08] 1.300 [33.02] 1.460 [37.08] 1.350 [34.29] .300 [7.62] eb4 6 -p q 15g d 15 2.335 [59.31] 2.075 [52.70] 1.600[40.64] 1.760 [44.70] 1.650 [41.91] .300 [7.62] eb4 6 -p q 18g d 18 2.635 [66.93] 2.375 [60.32] 1.900 [48.26] 2.060 [52.32] 1.950 [49.53] .300 [7.62] eb4 6 -p q 20g d 20 2.835 [72.01] 2.575 [65.40] 2.100 [53.34] 2.260 [57.40] 2.150 [54.61] .300 [7.62] eb4 6 -p q 22g d 22 3.035 [77.09] 2.775 [70.48] 2.300 [58.42] 2.460 [62.48] 2.350 [59.69] .300 [7.62] eb4 6 -p q 25g d 25 3.335 [84.71] 3.075 [78.10] 2.600 [66.04] 2.760 [70.10] 2.650 [67.31] .300 [7.62] eb4 6 -p q 28g d 28 3.635 [92.33] 3.375 [85.72] 2.900 [73.66] 3.060 [77.72] 2.950 [74.93] .300 [7.62] eb4 6 -p q 30g d 30 3.835 [97.41] 3.575 [90.80] 3.100 [78.74] 3.260 [82.80] 3.150 [80.01] .300 [7.62] eb4 6 -p q 31g d 31 3.935 [99.95] 3.675 [93.34] 3.200 [81.28] 3.360 [85.34] 3.250 [82.55] .300 [7.62] eb4 6 -p q 35g d 35 4.335 [110.11] 4.075 [103.50] 3.600 [91.44] 3.760 [95.50] 3.650 [92.71] .300 [7.62] eb4 6 -p q 36g d 36 4.435 [112.65] 4.175 [106.04] 3.700 [93.98] 3.860 [98.04] 3.750 [95.25] .300 [7.62] eb4 6 -p q 40g d 40 4.835 [122.81] 4.575 [116.20] 4.100 [104.14] 4.260 [108.20] 4.150 [105.41] .300 [7.62] eb4 6 -p q 43g d 43 5.135 [130.43] 4.875 [123.82] 4.400 [111.76] 4.560 [115.82] 4.450 [113.03] .300 [7.62] eb4 6 -p q 44g d 44 5.235 [132.97] 4.975 [126.36] 4.500 [114.30] 4.660 [118.36] 4.550 [115.57] .300 [7.62] eb4 6 -p q 48g d 48 5.635 [143.13] 5.375 [136.52] 4.900 [124.46] 5.060 [128.52] 4.950 [125.73] .300 [7.62] eb4 6 -p q 49g d 49 5.735 [145.67] 5.475 [139.06] 5.000 [127.00] 5.160 [131.06] 5.050 [128.27] .300 [7.62] eb4 6 -p q 50g d 50 5.835 [148.21] 5.575 [141.60] 5.100 [129.54] 5.260 [133.60] 5.150 [130.81] .300 [7.62] eb4 6 -p q 60g d 60 6.835 [173.61] 6.575 [167.00] 6.100 [154.94] 6.260 [159.00] 6.150 [156.21] .300 [7.62] eb4 6 -p q 65g d 65 7.335 [186.31] 7.075 [179.70] 6.600 [167.64] 6.760 [171.70] 6.650 [168.91] .300 [7.62] .365 [9.27] b c .100 [2.54] typ. a .060 [1.52] r typ. .050 [1.27] typ. d .250 [6.35] typ. .610 [15.49] typ. e .287 [7.29] see table for contact and mounting variations .430 [10.92] typ. .342 [8.69] typ. .060 [1.52] typ. .180 [4.57] typ.

 www.vishay.com 23 models eb4, eb6, eb7, eb8 vishay dale document number 36006 revision 01-nov-99 dimensional configurations  [numbers in brackets indicate millimeters] eb6 .125" [3.17mm] c-c when ordering connectors using the above part numbers: 6   = indicate 4 for 150  c burn-in connectors or 5 for 200  c burn-in connectors. q  = indicate e for card extender, k for wire wrap? or 3r for right angle terminals. d  = indicate x for standard mounting, xf for flush mounting or xs for side mounting. ordering information # of contact card model - positions slot part number  per side a b c d e depth eb6 6 -p q 6g d 6 1.555 [39.50] 1.295 [32.89]   .875 [22.22] 1.035 [26.29]   .875 [22.22] .300 [7.62] eb6 6 -p q 10g d 10 2.055 [52.20] 1.795 [45.59] 1.375 [34.92] 1.535 [38.99] 1.375 [34.92] .300 [7.62] eb6 6 -p q 12g d 12 2.305 [58.55] 2.045 [51.94] 1.625 [41.28] 1.785 [45.34] 1.625 [41.28] .300 [7.62] eb6 6 -p q 14g d 14 2.555 [64.90] 2.295 [58.29] 1.875 [47.62] 2.035 [51.69] 1.875 [47.62] .300 [7.62] eb6 6 -p q 15g d 15 2.680 [68.07] 2.420 [61.47] 2.000 [50.80] 2.160 [54.86] 2.000 [50.80] .300 [7.62] eb6 6 -p q 18g d 18 3.055 [77.60] 2.795 [70.99] 2.375 [60.32] 2.535 [64.39] 2.375 [60.32] .300 [7.62] eb6 6 -p q 22g d 22 3.555 [90.30] 3.295 [83.69] 2.875 [73.02] 3.035 [77.09] 2.875 [73.02] .300 [7.62] eb6 6 -p q 24g d 24 3.805 [96.65] 3.545 [90.04] 3.125 [79.38] 3.285 [83.44] 3.125 [79.38] .300 [7.62] eb6 6 -p q 25g d 25 3.930 [99.82] 3.670 [93.22] 3.250 [82.55] 3.410 [86.61] 3.250 [82.55] .300 [7.62] eb6 6 -p q 28g d 28 4.305 [109.35] 4.045 [102.74] 3.625 [92.08] 3.785 [96.14] 3.625 [92.08] .300 [7.62] eb6 6 -p q 30g d 30 4.555 [115.70] 4.295 [109.09] 3.875 [98.42] 4.035 [102.49] 3.875 [98.42] .300 [7.62] eb6 6 -p q 31g d 31 4.680 [118.87] 4.420 [112.27] 4.000 [101.60] 4.160 [105.66] 4.000 [101.60] .300 [7.62] eb6 6 -p q 32g d 32 4.805 [122.05] 4.545 [115.44] 4.125 [104.78] 4.285 [108.84] 4.125 [104.78] .300 [7.62] eb6 6 -p q 35g d 35 5.180 [131.57] 4.920 [124.97] 4.500 [114.30] 4.660 [118.36] 4.500 [114.30] .300 [7.62] eb6 6 -p q 36g d 36 5.305 [134.75] 5.045 [128.14] 4.625 [117.48] 4.785 [121.54] 4.625 [117.48] .300 [7.62] eb6 6 -p q 40g d 40 5.805 [147.45] 5.545 [140.84] 5.125 [130.18] 5.285 [134.24] 5.125 [130.18] .300 [7.62] eb6 6 -p q 43g d 43 6.180 [156.97] 5.920 [150.37] 5.500 [139.70] 5.660 [143.76] 5.500 [139.70] .300 [7.62] eb6 6 -p q 44g d 44 6.305 [160.15] 6.045 [153.54] 5.625 [142.88] 5.785 [146.94] 5.625 [142.88] .300 [7.62] eb6 6 -p q 49g d 49 6.930 [176.02] 6.670 [169.42] 6.250 [158.75] 6.410 [162.81] 6.250 [158.75] .300 [7.62] eb6 6 -p q 50g d 50 7.055 [179.20] 6.795 [172.59] 6.375 [161.92] 6.535 [165.99] 6.375 [161.92] .300 [7.62] b c .125 [3.17] typ. a .060 [1.52] r typ. .060 [1.52] typ. d .250 [6.35] typ. .610 [15.49] typ. e .260 [6.60] see table for contact and mounting variations .430 [10.92] typ. .340 [8.64] typ. .060 [1.52] typ. .180 [4.57] typ. .365 [9.27]

 www.vishay.com 24 models eb4, eb6, eb7, eb8 vishay dale document number 36006 revision 01-nov-99 eb7 and eb8 .156" [3.96mm] c-c when ordering connectors using the above part numbers: 6   = indicate 4 for 150  c burn-in connectors or 5 for 200  c burn-in connectors. q  = indicate a for solder eyelet or e for card extender.   note:   dimensions are the same for a or e styles. d  = indicate x for standard mounting or xs for side mounting. ordering information dimensional configurations  [numbers in brackets indicate millimeters] # of contact card model - positions slot part number per side a b c d e depth eb8 6 -p q 6g d  6 1.780 [45.21] 1.531 [38.89] 1.240 [31.50] 1.100 [27.94] .340 [8.64] .330 [8.38] eb8 6 -p q 10g d 10 2.410 [61.21] 2.156 [54.76] 1.864 [47.35] 1.724 [43.79] .340 [8.64] .330 [8.38] eb8 6 -p q 12g d 12 2.720 [69.09] 2.469 [62.71] 2.176 [55.27] 2.036 [51.71] .340 [8.64] .330 [8.38] eb8 6 -p q 15g d 15 3.190 [81.03] 2.937 [74.60] 2.644 [67.16] 2.504 [63.60] .340 [8.64] .330 [8.38] eb8 6 -p q 18g d 18 3.660 [92.96] 3.406 [86.51] 3.112 [79.04] 2.972 [75.49] .340 [8.64] .330 [8.38] eb8 6 -p q 22g d 22 4.280 [108.71] 4.031 [102.39] 3.736 [94.89] 3.596 [91.34] .340 [8.64] .330 [8.38] eb8 6 -p q 24g d 24 4.590 [116.59] 4.344 [110.34] 4.051 [102.90] 3.911 [99.34] .340 [8.64] .330 [8.38] eb8 6 -p q 25g d 25 4.750 [120.65] 4.500 [114.30] 4.207 [106.86] 4.067 [103.30] .340 [8.64] .330 [8.38] eb7 6 d-p q 36g d 36 6.530 [165.86] 6.219 [157.96] 5.906 [150.01] 5.778 [146.76] .438 [11.13] .260 [6.60] eb7 6 d-p q 43g d 43 7.615 [193.42] 7.302 [185.47] 7.000 [177.80] 6.802 [172.77] .500 [12.70] .260 [6.60] eb7 6 d-pr6g d 6 1.780 [45.21] 1.531 [38.89] 1.218 [30.94] 1.100 [27.94] .328 [8.33] .260 [6.60] eb7 6 d-pr10g d 10 2.410 [61.21] 2.156 [54.76] 1.843 [46.81] 1.724 [43.79] .328 [8.33] .260 [6.60] eb7 6 d-pr12g d 12 2.720 [69.09] 2.468 [62.69] 2.156 [54.76] 2.036 [51.71] .328 [8.33] .260 [6.60] eb7 6 d-pr15g d 15 3.190 [81.03] 2.937 [74.60] 2.624 [66.65] 2.504 [63.60] .328 [8.33] .260 [6.60] eb7 6 d-pr18g d 18 3.660 [92.96] 3.406 [86.51] 3.093 [78.56] 2.972 [75.49] .328 [8.33] .260 [6.60] eb7 6 d-pr22g d 22 4.280 [108.71] 4.031 [102.39] 3.717 [94.41] 3.596 [91.34] .328 [8.33] .260 [6.60] eb7 6 d-pr36g d 36 6.530 [165.86] 6.219 [157.96] 5.906 [150.01] 5.778 [146.76] .438 [11.13] .260 [6.60] eb7 6 d-pr43g d 43 7.615 [193.42] 7.302 [185.47] 7.000 [177.80] 6.802 [172.77] .500 [12.70] .260 [6.60] right angle dimensions e .060 [1.52] r typ. c d a b .250 [6.35] .030 [.762] see table for contact and mounting variations .156 [3.96] typ. eb75 = .440 [11.18] eb85 = .460 [11.68]
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