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		  Datasheet File OCR Text:


		  screw terminal type aluminum electrolytic capacitors 63 hitachi aic inc. ripple current should be under 60 arms at m5 terminal in accordance with from the permissible current. ripple current correction coefficient hcg7a series useful of 4,000 hours at 85c (warranty of 2,000 hours at 85c) ? conform rohs features ? the size is reduced by 15% of the hcg6 type through improvement of etched foil technology and the same level of permissible ripple current as that of the hcg6 type is provided. product specifications specifications items temperature range capacitance tolerance rated voltage dissipation factor permissible ripple current others high-temperature load leakage current ?25c ~ +85 ? c 20% (20c, 120hz) 6.3  ~  250v.dc less than the value specified in the standard products table. (20 ? c,120hz) as specified in the standard products table. (40 ? c ,120hz) jis c 5101-4. after the rated voltage with specified ripple current is applied at 85c for 2000 hours: capacitance tolerance: 15% or less of the initial value dissipation factor: 175% or less of the specified initial value  leakage current: specified initial value or less 0.01cv (a) or 5ma, whichever is smaller or less [c = nominal capacitance (f), v = rated voltage (v)] bracket ? see page 51 for shapes and dimensions. ?  product names in the standard  products table correspond to the bracket for type y (type   for ?36 only), but type   bracket may be used ( type of bracket code =    ). ?  if  bracket are not necessary, enter "n" for the  type of bracket code. ?  bracket will be delivered separately. type of series product code : (example) hcg7a type  250 v 10,000  f  20% hcg7a 2e 103 y ph sealing code type of bracket code capacitance code rated voltage code rated voltage code (surge voltage) (v. dc) capacitance (f) case size ?dxl(mm) tan  20c,120hz ripple current 40c,120hz (arms) esr(typ.) 20c,100hz (m ? ) z max 20c,10khz (m ? ) esl(typ.) (nh) product name 6.3 0j (8)                                 )$("+ ? 114 )$("+ ? 114 )$("+ ? 114 )$("+:1) )$("+:1) )$("+:1) )$("+:1) )$("+:1) standard products table                         10 1a (13)                                 )$("" ? 114 )$("" ? 114 )$("" ? 114 )$("" ? 114 )$("":1) )$("":1) )$("":1) )$("":1)                         16 1c (20)                                 )$("$ ? 114 )$("$ ? 114 )$("$ ? 114 )$("$ ? 114 )$("$:1) )$("$:1) )$("$:1) )$("$:1)                         25 1e (32)                                 )$("& ? 114 )$("& ? 114 )$("& ? 114 )$("&:1) )$("&:1) )$("&:1) )$("&:1) )$("&:1)                         7fou "opefnbsljoh 4)fybhpoifbecpmu 4dsfxufsnjobm *otvmbujpotmffwf *otvmbujpoqmbuf % ? - ? 1 ? ) ? .bsljoh % 1 4 5 $bqnbufsjbm   .  114   .  1ifopm   .  1ifopm   .  1ifopm 	voju�nn
 temperature (c)     $pssfdujpodpfggjdjfou     'sfrvfodz	)[
    l ?, $pssfdujpodpfggjdjfou     

 64 screw terminal type aluminum electrolytic capacitors hitachi aic inc. rated voltage code (surge voltage) (v. dc) capacitance (f) case size ?dxl(mm) tan  20c,120hz ripple current 40c,120hz (arms) esr(typ.) 20c,100hz (m ? ) z max 20c,10khz (m ? ) esl(typ.) (nh) product name 35 1v (44)                                      )$("7 ? 114 )$("7 ? 114 )$("7 ? 114 )$("7 ? 114 )$("7:1) )$("7:1) )$("7:1) )$("7:1) )$("7:1)                            50 1h (63)                                      )$(") ? 114 )$(") ? 114 )$(") ? 114 )$(") ? 114 )$("):1) )$("):1) )$("):1) )$("):1) )$("):1)                            63 1j (79)                                 )$("+ ? 114 )$("+ ? 114 )$("+ ? 114 )$("+:1) )$("+:1) )$("+:1) )$("+:1) )$("+:1)                         80 1k (100)                                 )$(", ? 114 )$(", ? 114 )$(", ? 114 )$(",:1) )$(",:1) )$(",:1) )$(",:1) )$(",:1)                         100 2a (125)                                  )$("" ? 114 )$("" ? 114 )$("" ? 114 )$("":1) )$("":1) )$("":1) )$("":1) )$("":1)                         160 2c (200)                               )$("$ ? 114 )$("$ ? 114 )$("$:1) )$("$:1) )$("$:1) )$("$:1) )$("$:1)                      200 2d (250)                                )$("% ? 114 )$("% ? 114 )$("% ? 114 )$("%:1) )$("%:1) )$("%:1) )$("%:1)                      250 2e (300)                                )$("& ? 114 )$("& ? 114 )$("&:1) )$("&:1) )$("&:1) )$("&:1) )$("&:1)                     

 screw terminal type aluminum electrolytic capacitors 65 hitachi aic inc. life time graph useful life depending on ambient temperature ta and ripple current operating conditions ir versus rated ripple current at 40 ? ,120hz 
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