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		  Datasheet File OCR Text:


		  y ag eo  corporation  alum inum ele ctrolytic  capaci tors miniature  aluminum  e lectrolytic capacitors sc 10c single-e nded lead aluminum e lectrolytic capacitors for high frequency applications description recommended applications: applicable for switch - ing regulator of comprter, especially for high  frequency electrical c haracteristics operating temperature : - 0 ~ +10c working voltage :  .3 ~ 100v rate capacitance range :  . ~ 1000f capacitance tolerance : +/-20% at 120hz, 20c d c leakage current (a) : i=0.01cv or 3 a, whichever is greater (after rated voltage applied for 2 minutes) d issipation factor : at 120 hz, 20c wv (v)   :    .3  10  1  2  3   0   3  100 tan     :   0.1  0.1  0.12  0.10  0.10  0.0  0.0  0.0 when nominal capacitance is over 1000   f, wv (v)   :     .3  10  1  2  3   0   3  100 i mpedance  :   z - 0c / z + 20c                  e ndurance : after applying rated voltage with ripple current for 3000 hours at 10 c, the capaci - tors shall meet the following requirements. i f dimension is down size, e ndurance will be less 1000 hours than standard (a)  capacitance change : within 20% of  i nitial value (b)  not more than 200% of specifed value (c)  not more than the specifed value shelf life : after placed at 10  c without voltage applied for 1000 horus, the capacitors shall meet  the same requirement as  e ndurance.    [  for low  i mpedance and low e.s.r   suitable for output of mother board  ] diagram o f dimensions d ?   f  d ? .0  1.  0. .0  2.0  0. .3  2. .0  3.  0. 10.0   .0  0. 12.0 13.0 1.0   .  0. 1.0 22.0  10.0  0. (1.0) d imensions : mm rubber end seal vin yl slee ve (p .v .c) l 1min. d0. f0. min. l 1min. 0.max. d0. f0. rubber end seal vin yl slee ve (p .v .c) min. rubber stand-off frequency coeffcient   frequency(hz)    0  120  300  1k  10k  100k   ~.f  0.30  0.0  0.0  0.0  0.0  1.00    .~33f  0.0  0.0  0.0  0.0  0.0  1.00   3~330f  0.0  0.0  0.0  0.0  0.  1.00   331~1000f  0.  0.0  0.0  0.  1.00  1.00   1200f higher   0.  0.0  0.  0.  1.00  1.00 multiplier for ripple current d? 16 : l+2max d? =8&10 : l+2.5

  case size of  standard products   d?  6mm with safety vent at can bottom c ap. (  f)   r ated voltage  w v   6.3  10  16  25   size  ripple  esr  size  ripple  esr  size  ripple  esr  size  ripple  esr .  .                             10                 x 11  2  0.0    x    0  2.00                       x 11   0  0.0 22                x 11     0.00         3                x 11     0.00                         x 11  11  0.00                            x 11  100  0.30    x 11  10  0.02                 x 11  10  0.20    x 11  200  0.30   2                         100           x 11  10  0.20    x 11  200  0.30    x 11  20  0.220                 x   1  0.20  120           x 11  200  0.30    x 11  20  0.320    x 11  300  0.200                   10    x 11  200  0.20    x 11  20  0.320    x 11  300  0.220    x 11   0  0.10 10          x 11  20  0.32             220     x 11  20  0.320    x 11  300  0.220    x 11   0  0.10    x 11   20  0.120                       x 1   0  0.100 20    x 11  300  0.220               10 x 12     0.0 330     x 11  320  0.230    x 11   0  0.10    x 11   23  0.120    x 1   0  0.100    x 11   00  0.10          x 1   0  0.100    x 20   00  0.0               10 x 12     0.00  10 x 1   00  0.0 0     x 11   0  0.10          x 1   30  0.03    x 20  1000  0.0    x 11   0  0.10    x 1   0  0.100  10 x 12   00  0.0    x 1   3  0.0                     10 x 12   00  0.0           x 11   20  0.120    x 11     0.10  10 x 1  100  0.0 0               10 x 12     0.03         0     x 11   0  0.120    x 11   0  0.110  10 x 1  100  0.0  10 x 1  1100  0.03    x 1   00  0.100  10 x 12   00  0.0    x 1   0  0.0  20     x 1   20  0.100                      x 20   0  0.0  10 x 1  100  0.0  10 x 1  1100  0.0  10 x 1  120  0.03 1000     x 11   0  0.10    x 20  100  0.0         10 x 20  110  0.0    x 1   0  0.0    x 1   00  0.0    x 20   00  0.0  10 x 12   30  0.0  10 x 1  120  0.03  10 x 2  1310  0.02   10 x 12   0  0.00  10 x 1   0  0.0  10 x 1  110  0.03  13 x 20  10  0.03 1200   10 x 1  1000  0.0  10 x 1  120  0.0  10 x 2  1310  0.02  13 x 2  100  0.02    x 1   0  0.0         13 x 20  10  0.03 100   10 x 1  100  0.0  10 x 1  10  0.03  10 x 20  1200  0.0            10 x 1  120  0.0         13 x 20  100  0.03  1 x 2  2000  0.02    x 1   0  0.0    x 20  100  0.01                   2200   10 x 1  1220  0.01  10 x 1  1330  0.0  10 x 30  10  0.032  13 x 30  110  0.02   10 x 2  1310  0.0  10 x 2  10  0.02  13 x 20  120  0.033  1 x 2  10  0.032               10 x 2  1  0.03   13 x 20  10  0.03  13 x 20  100  0.03  13 x 2  2000  0.02  1 x 32  2200  0.02 3300   10 x 1  123  0.0  10 x 30  10  0.032         1 x 3  20  0.01   13 x 2  100  0.03  13 x 2  2000  0.02  1 x 2  2200  0.02         10 x 2  100  0.03         13 x 0  2200  0.02  1 x 3  20  0.01 300   13 x 2  10  0.032               00   13 x 30  10  0.033  13 x 2  10  0.02         1 x 3  200  0.01         1 x 2  2200  0.02  1 x 3  20  0.01   1 x 2  100  0.02             00  1 x 32  2000  0.02  1 x 3  20  0.01  1 x 3  200  0.01  1 x 3  200  0.01 200   1 x 32  230  0.01         1 x 3  33  0.01         1 x 3  200  0.01 10000  1 x 3  230  0.01       1000  1 x 3  3000  0.01       note :   *  1.  d  x l : mm   * 2. ripple current :(ma r.m.s 10  c / 100khz), esr (  ?  max20c/100khz)   * 3.  *  is down size,  e durance is less 1000 hrs than standard * * * * * * * * * * * * * * * *

 0 case size of  standard products   d?  6mm with safety vent at can bottom c ap. (  f)   r ated voltage  w v   35  50  63  100   size  ripple  esr  size  ripple  esr  size  ripple  esr  size  ripple  esr 1.0         x 11  100   .000             2.2         x 11  100  3.000             3.3                        .   x 11  11  1.200    x 11  11  2.000    x 11  11  2.200    x 11  120  2.000 .   x 11  120  1.000    x 11  120  1.0    x 11  120  2.000    x 11  10  1.0 10   x 11  10  0.00    x 11  10  1.00    x 11  10  1.0    x 11  200  1.00 12                        1   x 11  10  0.0    x 11  10  1.200    x 11  200  1.00    x 11  20  1.200 1                        22   x 11  10  0.20    x 11  200  0.00    x 11  20  1.200    x 11  300  0.0 2                        33   x 11  200  0.20    x 11  20  0.00    x 11  300  0.00    x 1   0  0.0 3                           x 11  20  0.30   .3 x 11  300  0.20    x 11   0  0.00  10 x 1   0  0.30                      x 20  32  0.2    x 11  30  0.220    x 11   0  0.30    x 11   0  0.20  10 x 1   0  0.20 2   x 11   0  0.130                   100    x 11  30  0.10    x 11   0  0.20    x 20   0  0.30  13 x 20   00  0.10    x 11   0  0.10    x 1   0  0.20             120   x 11   0  0.130    x 20   0  0.210  10 x 1   00  0.300  13 x 2  100  0.10 10         10 x 12   00  0.10         13 x 2  1300  0.110    x 1   0  0.100         10 x 1  100  0.200 10                        220    x 1   30  0.0  10 x 1  100  0.100  10 x 1  1300  0.10  1 x 2  100  0.01         10 x 2  100  0.0               10 x 12   00  0.0                   20                        330   10 x 1   00  0.02  10 x 1  1300  0.02         1 x 32  10  0.0    x 20   02  0.01         13 x 20  100  0.100         10 x 1  100  0.0         30                        0   10 x 1.  1300  0.03  10 x 1  130  0.0  13 x 2  10  0.0  1 x 3  100  0.03         13 x 20  100  0.00             0                        0  13 x 20  100  0.03  13 x 2  10  0.00  1 x 2  100  0.02       20  13 x 20  10  0.03  1 x 2  100  0.00  1 x 32  100  0.0       1000   13 x 2  100  0.030  1 x 2  100  0.03  1 x 32  2100  0.02   13 x 20  12  0.03                 1200         1 x 32  2100  0.02  1 x 3  20  0.03   1 x 2  100  0.02             100  1 x 2  2100  0.02  1 x 3  20  0.02  1 x 3  200  0.033 100             2200   1 x 32  2300  0.021  1 x 0  200  0.02  1 x 0  200  0.02   1 x 2  202  0.023            1 x 3  20  0.01 200             3300  1 x 3  20  0.01 300       00         22 x 0  20  0.02 00 200 10000 1000 note :   *  1.  d  x l : mm   * 2. ripple current :(ma r.m.s 105c / 100khz), esr ( ? max20c / 100khz)   * 3.  *  is down size,  e durance is less 1000 hrs than standard * * * *
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