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		  Datasheet File OCR Text:


		  fiber optic connectors www.glenair.com e-mail: sales@glenair.com a-4 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2003 glenair, inc. printed in u.s.a. cage code 06324 180-060-08 jam nut mounted receptacle composite mil-dtl-38999 style fiber optic connector for use with mil-t-29504/4 & /5 termini notes: 1. metric dimensions (mm) are in parentheses and are for reference only. 2. see page a-2 for panel cut-out dimensions 3. consult factory for availability. master key blue color band indicates rear release retention system 1.280 (32.5)  max v flat y thread see insert arrangements on page a-2 t u 2 flats z w thread p thread .890 (24.9)  max .579/ .555 .520 (13.2) max fully-mated red indicator band shell size code b c d e f g h j table i: shell size p thread .7500-.1p-.3l-ts-2a .8750-.1p-.3l-ts-2a 1.0000-.1p-.3l-ts-2a 1.1875-.1p-.3l-ts-2a 1.2500-.1p-.3l-ts-2a 1.3750-.1p-.3l-ts-2a 1.5000-.1p-.3l-ts-2a 1.6250-.1p-.3l-ts-2a t 1.386  (35.2) 1.362  (34.6) 1.512  (38.4) 1.488  (37.8) 1.638  (41.6) 1.614  (41.0) 1.764  (44.8) 1.740  (44.2) 1.949  (49.5) 1.925  (48.9) 2.075  (52.7) 2.051  (52.1) 2.201  (55.9) 1.177  (29.7) 2.323  (59.0) 2.299  (58.4) shell size 11 13 15 17 19 21 23 25 w thread m20 x 1.0-6g 0.100r m25 x 1.0-6g 0.100r m28 x 1.0-6g 0.100r m32 x 1.0-6g 0.100r m35 x 1.0-6g 0.100r m38 x 1.0-6g 0.100r m41 x 1.0-6g 0.100r m44 x 1.0-6g 0.100r y thread m15 x 1.0-6g 0.100r m18 x 1.0-6g 0.100r m22 x 1.0-6g 0.100r m25 x 1.0-6g 0.100r m28 x 1.0-6g 0.100r m31 x 1.0-6g 0.100r m34 x 1.0-6g 0.100r m37 x 1.0-6g 0.100r u 1.268  (32.2) 1.236  (31.4) 1.390  (35.3) 1.358  (34.5) 1.516  (38.5) 1.484  (37.7) 1.642  (41.7) 1.610  (40.9) 1.827  (46.4) 1.795  (45.6) 1.953  (75.0) 1.921  (74.2) 2.079  (52.8) 2.047  (52.0) 2.205  (56.0) 2.173  (54.3) v .755  (19.2) .745  (18.9) .942  (23.9) .932  (23.7) 1.066  (27.1) 1.056  (26.8) 1.191  (30.3) 1.181  (30.0) 1.316  (33.4) 1.306  (33.2) 1.441  (36.6) 1.431  (36.3) 1.566  (39.7) 1.566  (39.8) 1.691  (42.9) 1.681  (42.7) z .114  (2.9) .083  (2.1) .114  (2.9) .083  (2.1) .114  (2.9) .083  (2.1) .114  (2.9) .083  (2.1) .145  (3.7) .114  (2.9) .145  (3.7) .114  (2.9) .145  (3.7) .114  (2.9) .145  (3.7) .114  (2.9) product series basic number finish symbol (see table ii, page a-2) connector style 180- 060  xw  08- 17- 8  s  n alternate key position per mil-dtl-38999 a, b, c, d, or e (n = normal) insert designator p = pin s = socket insert arrangement (see page a-2) shell size (table i) yellow color band (fiber optic indicator) consult factory for size and arrangement availability
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