

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						MAX170			SPE0511			WRC10V			L15PF			013TR			PDTC114T			20M81			HIN232A			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				C4ASYBU2220A30K Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  nissei-arcotronics  c4as    mkp serie s   box cap a c itor  snub be r applic ati o ns     general ch aracteristics   ?  self healing   ?  low losses  ?  high ripple current  ?  high contact  reliability  ?  suitable for  high  frequency application s       single wire  double wire*      techni ca l data  general technical data  vde 0560 ?  iec 61071 ? en 61071  application  class (din 4 0040)  gpd / ls  temperature range (case)  -40 to +85   c  max permissible ambie n t temperature (operation at  rated power, rated curre nt and natur al cooling)  + 70   c  capacitance  tolerance code (15 th  dig i t)  j =   5%; k =   10%  peak non-repetitive max current  i pk  x 1.5  test voltage terminal to terminal u tt   2   u n  for 10 seconds  test voltage terminal to case u tc   3kv ? 50hz for 60 seco nds  dissipation f a ctor (tg  )    5 x 10 -4  at 1khz and 2 0  c  permissible relative  humidity  annual average humidity should be    95%; however,  on 30 days per year it can be contin uously 100% and  on the other  days it can  be occasion ally 100%.   dewing not permitted  iec climatic category  40 / 85 / 56  according to  iec 68-1  capacitance  deviation in  the operatin g temperature  range of -40 to +85   c   1.5% ma x  on capacita n ce value measured at  +20  c  change of capacitance  versus operating time  -3% after 30,000 hours a t  u rms  or after 100,000  hours at u n   case components  solvent resistant plast i c  case with ep oxy resin  sealing.  f l a m e retardant execution (ul class 94  v0)  terminals  tinned copp er 2 or 4 wires (see figur e above)*  i n s t a l l a t i o n   a n y   p o s i t i o n   life expectancy    30,000 hours at u rms ;    100,000 hours at u n   failure quot a  300 / 10 9  co mponents hour      * doubl e wi re ?1.2mm onl y

 nissei-arcotronics  c4as              peak voltage table  un    850v  1000v  1200v  2000v  3000v  umax  1200v  1300v  1600v  2400v  3500v    mkp series  box capacitor  snubber applications  general characteristics  esr max @ 100khz (m ?                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                          
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