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		  Datasheet File OCR Text:


		  9 9 pga / zif np89 series np89-121 10 mf-g 4-bf socket series no. of leads design no. no mark: without mounting flange mf: with mounting flange contact plating (gold) terminal style plating specs. d d i i m m e e n n s s i i o o n n s s p p a a r r t t     n n u u m m b b e e r r g g r r i i d d n n o o . .     o o f f     l l e e a a d d s s a a b b c c d d e e f f g g np89-10007-g4 10 x 10 100 38.0 22.86 12.0 38.0 47.5 45.6 15.55 np89-07303-g4 11 x 11 73 42.5 25.4 14.0 42.5 52.0 50.1 17.55 np89-12110-g4 11 x 11 121 42.5 25.4 14.0 42.5 52.0 50.1 17.55 np89-14409-g4 12 x 12 144 43.1 27.94 12.0 42.7 52.6 50.7 15.55 np89-13302-g4 14 x 14 133 51.0 32.02 14.65 51.0 60.5 58.6 18.2 np89-19601-g4 14 x 14 196 51.0 32.02 14.65 49.0 60.5 58.6 18.2 np89-22508-g4 15 x 15 225 52.7 35.56 14.0 50.3 65.4 60.3 17.55 np89-21004-g4 17 x 17 210 59.0 40.64 14.65 57.0 71.7 66.6 18.2 np89-28906-g4 17 x 17 289 59.0 40.64 14.65 57.0 71.7 66.6 18.2 np89-36105-g4 19 x 19 361 63.7 45.72 14.65 61.7 73.2 71.3 18.2 np89-44111-g4 21 x 21 441 69.0 50.8 14.95 68.0 81.7 76.4 18.5 np89-62522-g4 25 x 25 625 85.7 60.96 17.95 82.0 95.2 92.8 21.5 depopulated versions available characteristics insulation resistance: 1,000m?minimum at 500 vdc withstanding voltage: 700 vac for 1 minute contact resistance: 30m? max. at 10ma/20mv (initial) operating temperature: -55?c ~ +170?c material insulator: pei (glass filled) ul94v-0 contact: beryllium copper plating: gold over nickel right or left handle available

 pga / zif np89 series depopulation layout convention:  shaded circles indicate required contact position  rule line to confirm required socket outline.  socket outline should always appear in the top left corner.       use this symbol to indicate required polarity key position. no. of leads base socket part no. ac no. the np89 is available in the following grid sizes: 10x10     11x11     12x12 14x14     15x15     17x17 19x19     21x21     25x25 depopulation layout is for reference only 1 1 0 0 arrays inline memory  modules quad flat  packages small outline packages speciality test products right handed lever position when fitted
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