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		  Datasheet File OCR Text:


		  164 large aluminum electrolytic capacitors 165 large aluminum electrolytic capacitors large types hscrew terminal series for high temperature up to 105 ? c hhigh ripple current capability hideally suited for use as input and output filter capacitors in power supplies hcomplied to the rohs directive screw terminal type, wide temperature range series cu item                                                                                           characteristics operating temperature range capacitance tolerance leakage current max. dissipation factor max. (at 120hz, 20 ? c) load life (after application of the rated voltage for 2000 hours at 105 ? c) shelf life (at 105 ? c) wv "350 : -40~105 ? c, wv !350 : -25~105 ? c ?20% at 120hz, 20 ? c i=3 cv (  a) (after 5 minutes) leakage current capacitance change tan less than specified value within  ?20% of initial value less than 200% of specified value wv ?d 16 25 35 50 63 80 100 160 200,250 350,400 35 0.45 0.45 0.40 0.30 0.25 0.25 0.20 0.15 0.15 0.25 51 0.60 0.60 0.45 0.45 0.35 0.30 0.20 0.15 0.15 0.25 63.5 0.80 0.70 0.50 0.50 0.40 0.35 0.25 0.20 0.20 0.25 76.2 1.20 0.90 0.70 0.70 0.70 0.50 0.40 0.35 0.25 0.25 after 1000 hours no load test, leakage current, capacitance and tan  are same as load life value. ? dba t u ? ? p 35 24 29 7 10 30 12.7 51 33.6 39.9 6 14 30 22 63.5 40.8 46.8 6 14 30 28.6 ? dba t u ? ? p 51 32.9 38.9 7 12 60 22 63.5 38.4 45.3 7 14 60 28.6 76.2 44.5 51.5 8 16 60 31.8 bottom plate safety vent insulating sleeve m5 hexagon head bolt ?d  2 max. l  3 max. 6.0?1  a ?1  ? ? b t 3.5 a ?1  ? ? b 4.5 t u 120 ? u p ?1  ? two legs angle                     ? three legs angle ? drawing unit : mm ? two legs angle size table                                  ? three legs angle size table cu series ? dimensions & maximum permissible ripple current wv  f 16                                         25                                                   35                                                   50 6800 10000 15000 22000 33000 47000 68000 100000 150000 220000 330000 470000 60 80 100 80 100 140 120 120 160 4.9 6.7 8.8 9.5 12.5 17.6 18.4 19.1 25.5 ? ? ? ? ? ? ? ? ? 35 35 35 51 51 51 63.5 76.2 76.2 50 68 100 120 100 120 120 120 160 3.8 5.1 7.4 9.5 10.3 13.5 16.9 18.0 24.6 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 60 80 100 120 100 120 120 120 160 3.5 4.8 6.4 8.5 9.9 12.8 16.4 16.8 22.8 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 50 60 80 120 100 120 100 120 140 3.1 4.0 5.5 8.0 8.3 10.7 12.6 13.7 17.9 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 wv  f 200                                         250                                                 350                                                 400 220 330 470 680 1000 1500 2200 3300 4700 6800 10000 15000 50 68 80 120 100 140 120 120 160 1.3 1.8 2.3 3.3 4.2 5.8 6.2 6.7 9.2 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 60 80 100 80 100 140 120 120 160 1.1 1.5 2.1 2.6 3.4 4.8 5.2 5.5 7.5 ? ? ? ? ? ? ? ? ? 35 35 35 51 51 51 63.5 76.2 76.2 60 80 100 120 100 140 120 120 160 0.7 1.0 1.3 1.7 2.2 3.1 3.9 4.6 6.2 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 50 60 80 120 80 120 120 120 160 0.6 0.7 1.0 1.4 1.6 2.4 3.2 3.9 5.2 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 wv  f 63                                         80                                                  100                                                  160 1000 1500 2200 3300 4700 6800 10000 15000 22000 33000 47000 68000 100000 60 80 120 80 120 100 140 140 3.7 5.0 7.2 7.0 10.1 11.7 16.0 14.6 ? ? ? ? ? ? ? ? 35 35 35 51 51 63.5 63.5 76.2 60 80 100 80 100 140 140 140 3.0 4.1 5.4 6.3 8.3 11.7 14.3 14.2 ? ? ? ? ? ? ? ? 35 35 35 51 51 51 63.5 76.2 60 80 100 80 100 140 140 140 1.9 2.6 3.5 4.3 5.7 7.9 9.2 9.1 ? ? ? ? ? ? ? ? 35 35 35 51 51 51 63.5 76.2 60 68 100 120 100 140 120 120 160 1.7 2.1 3.0 4.0 5.0 7.0 7.3 7.0 9.4 ? ? ? ? ? ? ? ? ? 35 35 35 35 51 51 63.5 76.2 76.2 ripple current (a rms) at 105 ? c, 120hz case size  ?d ?l (mm) ? permissible ripple current multipliers frequency wv 50hz       120hz       300hz       1khz      10khz " ~ 100 160 ~ 250 315 ~ 0.8 0.8 0.8 1 1 1 1.1 1.1 1.2 1.15 1.15 1.35 1.2 1.3 1.4 ?
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