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		  Datasheet File OCR Text:


		  electrical l y tuned coaxial oscill a tor etco series: 0.10?4 ghz (fundament al) fe a tures ?    flexible design for customer requirements ?    electronically tuned for low noise source ?    up to octave band tuning (to 4 ghz) ?    high q resonator (narrow band units) ?    internal regulation for improved phase noise ?    small package ?    100% temperature testing ?    three- y ea r  warrant y electrical specific a tions output frequency range coverage (in bands) 0.10 ?4 ghz output power +13 dbm minimum output harmonic -20 dbc maximum output spurious and subharmonics -50 dbc maximum phase noise see graph input tuning voltage (tuning bandwidth related) 0?15 v maximum input tuning (modulation) bandwidth up to 10 mhz maximum load vswr 1.5:1 dc power (typical) fundamental (to 4 ghz) +12 to +15 v @ 200 ma note: nonstandard tuning requirements available, please contact miteq. for higher frequencies and extended specifications contact miteq. -60 -70 -80 -90 -100 -110 -120 -130 -140 -150 -160 typical phase noise 1k 10k 100k frequency offset  ( hz ) 1m 10m 1000 mhz (octave band) 2000 mhz (octave band) wn-177690 8/21/2007

 electrical l y tuned coaxial oscill a tor ordering   inform a tion etco        p series start frequency mhz stop frequency mhz positive d.c. supply voltage ( 12   ?  15 ) example:  part number etco-1000-2000-12p electrical  tuned coaxial oscillator tunes from 1 ghz to 2.0 ghz with +12 volt supply. mechanical specific a tions outline drawing  ................ ..... 166335 size ....................................... 2.25" x 2.25" x 0.6" weight ........... ............ ............ 100 grams rf connectors ........... ............ sma female k-f (> 18  ghz) voltage input ......................... filtercon tuning input........................... filtered or non (customer specify) environment a l specific a tions temperature operating.................... -10 to +60c storage .................... ... -40 to +85c humidity .........................  95% at 40c no ncondensing shock (survival) ............. 30 g?s, 10 ms pulse vibration (survival) ......... 20 to  2000 hz random to 4 g?s rms note: extended temperature ran g es available, please contac t miteq. outline dr a wing 166335 etco series note: dimensions shown in brackets  [    ]  are in millimeters. wn-177690 8/21/2007
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