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		  Datasheet File OCR Text:


		  drop-in replacement for folc/molc when  mated with solc (1,27mm) .050" surface mount (0,64mm) .025" micro pitch tolc?140?02?s?q tolc?120?02?l?q tolc?120?12?f?q www.samtec.com 05,  10,  15,  20,  25,   30,  35,  40,  45,  50 (call samtec for other sizes) 1 no. pins per row option q plating option tolc mates with: solc ?s = 30" (0,76m)  gold on post,  gold ?  ash on tail ?l = 10" (0,25m)  gold on post,  gold ?  ash on tail ?f = gold ?  ash on post,  gold ?  ash on tail quad  row    terminal tolc  series ?lc option lead style specify  lead  style from  chart style ?02 styles ?12,?22,?32 ?a = alignment pin  ?lc = locking clip ?k = (9,00mm) .354" dia  polyimide ?  lm  pick & place pad ?tr = tape & reel note:   some sizes, styles and  options are non-standard,  non-returnable. f-209 ?a option (6,86) .270 no. of positions x (1,27)  .050 +  (2,54)  .100 no. of positions x (1,27)  .050 +  (0,76)  .030 (0,635) .025 typ (1,27) .050  typ c1 d1 b1 a1 (0,38) .015 a (2,54) .100 (8,13) .320 (0,25) .010 (5,08) .200 (2,54) .100 (1,42) .056 (1,27) .050 (0,76) .030 (0,89) .035 (1,02) .040 tape & reel availability call samtec for specifications  and ordering information. no tooling charges. minimum order is the lesser of  a full reel quantity or 125 pieces. order any quantity above minimum. in-house design, manufacture. quick turn-around. for complete specit cations and  recommended pcb layouts see  www.samtec.com?tolc insulator material:  black liquid  crystal polymer terminal material: phosphor bronze plating:  au over   50?  (1,27?) ni current rating: 2.5a @ 80? ambient   operating temp range: -55? to +125? rohs compliant: ye s processing: max processing temp: 230? for 60 seconds, or 260? for 20 seconds 3x lead-free solderable: ye s smt lead coplanarity: (0,10mm) .004" max (05-30) (0,15mm) .006" max (35-50) ?02 ?12 ?22 ?32 lead style a (5,59)  .220 (7,24)   .285 (9,25)   .364 (11,23)   .442 (6,35)  .250 (8,00)   .315 (10,00)   .394 (12,00)   .472 mated height specifications
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