

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						2045C			CEF01N6G			001000			B2100			ST14C02			12NO7			P4KE100C			1601F			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CC127-A2BC45-FREQA-OUT29 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  88 cardinal components, inc., 155 rt. 46 w, wayne, nj. 07470 tel: (973)785-1333 fax: (973)785-0053 http://www.cardinalxtal.com e-mail: cardinal@cardinalxtal.com 88 cardinal components cardinal components . specifications: frequency range: 9.600 mhz to 32.000 mhz available stability options: 50 ppm 30 ppm 20 ppm 15 ppm 10 ppm output series: hcmos/ttl input  voltage: +5.0 vdc 5% frequency tuning  range: 10 ppm min. 30 ppm min. 50 ppm min. 15 ppm min. 20 ppm min. external control voltage: +2.5 vdc, 2.0 vdc linearity: 20% 15% 10% output voltage: ttl v ol =0.4 v max. ttl v oh =2.4 v min. hcmos v ol =10%v dd  v max. hcmos v oh =90%v dd  v min. operating temperature 0  c to +70  c -10  c to +70  c -20  c to +70  c -40  c to +85  c output load: 10 ls ttl, 15 pf hcmos maximum input current: 80 ma maximum rise/fall time: 10 ns duty cycle: 40/60% 45/55% max. start-up time: 10 ms storage temperature: -40  c to +85  c packaging: tape and reel (1k per reel) surface mount vcxo � various stability options cc127 part numbering example:   cc127 l z - a2 b2 45 - 22.5792 a p series cc127 cc127 operating temp. a2 = -10  c ~ +60  c a5 = -20  c ~ +70  c a6 = 0  c ~ +70  c a7 = -40  c ~ +85  c a9 = 0  c ~ +50  c aa = -10  c ~ +70  c af = 0  c ~ +60  c a2 stability b7 = 30 ppm bc = 15 ppm bd = 20 ppm be = 10 ppm bp = 50 ppm b2 symmetry blank = 40/60% 45 = 45/55% 45 frequency 22.5792 pull range a = 50 ppm h = 30 ppm k = 20 ppm l = 10 ppm a packaging options blank = bulk z = tape and reel z series blank = 20% q = 15% p = 10% p linearity blank = 5v l = 3.3v l voltage cc127
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