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		  home  |  c ustomer support  |  suppliers  |  site map  | privacy policy  | browser support ? 2009 tyco electronics c orporation all rights reserved c orpora te  hom e ?|? electronic components ?|? se gm e nts ?|? w ho w e  are   searc h   products documentation resources my account customer support home ?>  products ?>  by type ?>  overvoltage devices ?>  product feature selector ?>  product details ROV05-271K-S product details ROV05-271K-S t e  i nternal n umber: c 8 4 2 7 5 - 0 0 0 active radial-leaded metal oxide varistor (rov) always eu r ohs/elv c om plia nt  ( sta te m e nt of c om plia nce ) product highlights: l standard series l diameter = 5.00 mm l varistor voltage rating = 270 vdc l allowable voltage, max. = 175 vac l allowable voltage, max. = 225 vdc view all features c heck pricing & availability search for tooling product feature selector c ontact us about this product quick links a dd to m y p art l is t reques t sample find similar p roduc ts buy p roduc t documentation & additional information product drawings: l rov05, rov05h 5mm series metal oxide varistors (pdf, english) catalog pages/data sheets: l none available product specifications: l none available application specifications: l none available instruction sheets: l none available cad files: l none available list all documents additional information: l product line information related products: l tooling product features  (please use the product drawing for all design activity) electrical characteristics: l varistor voltage rating (vdc )  = 270 l allowable voltage, max. (vac )  = 175 l allowable voltage, max. (vdc )  = 225 l c lamping voltage, max. (vdc )  = 475 l surge c urrent (8x20 ?s), max. (amps.)  = 400 l varistor voltage tolerance (%) = 10 l rated wattage (w) = 0.1 l energy (10x1000 ?s) (joule) = 9.9 l c apacitance (pf) = 69 body related features: l series  = standard configuration related features: l diameter (mm [in])  = 5.00 [0.197] industry standards: l rohs/elv c ompliance  = rohs compliant, elv compliant l lead free solder processes  = wave solder capable to 240?c , wave  solder capable to 260?c , wave solder capable to 265?c l rohs/elv c ompliance history = always was rohs compliant other: l brand = raychem provide website feedback  |  need help? my account




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of ROV05-271K-S 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























