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		  Datasheet File OCR Text:


		  shielded power inductor | | | | | | | | | | | | | | | aspi-0403s standard specifications: applications: features: 6 . 6   x   4 . 45   x   2 . 92 m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified abracon is  iso 9001 / qs 9000  ce r tified 303 3 2   e s p e ranza , r a n c ho  s an t a   ma r g ar i ta ,  ca lif o r n i a 926 8 8 t e l  949 - 546 - 800 0 |   f ax  949 - 546 - 80 0 1 |  w w w . abra c on . c o m revised: 12.19.08 visit www.abracon.com for terms & conditions of sale ? low dcr ? high reliability ? magnetically shielded ? high energy storage capacity ? high heat resistance, ideal for reflow soldering ? pdas and pagers ? entertainment electronic devices ? mobile phone ? notebook ? battery charger ? flash memory programmer p arameters abracon p/n:  aspi-0403s-xxx series operating temperature: -40c to + 85c storage temperature: -40c to + 85c options and part identification:  (left blank if standard) inductance tol. (h ) (   ) 1. 0 m 1. 5 m 1. 8 m 2. 2 m 3. 3 m 4. 7 m 5. 6 m 6. 8 m 1 0 m 1 5 m 2 2 m 3 3 m 4 7 m 6 8 m 10 0 m 15 0 m 22 0 m 33 0 m 47 0 m 68 0 m 100 0 m 150 0 m 220 0 m 330 0 m 470 0 m 680 0 m 820 0 m 1000 0 m test frequency is 100khz. dcr  and idc listed are all max. value.  tolerance: m=20%, m tolerance  is standard. 2.200 29.81 0 0.03 0.04 25.000 0 2 . 0 0 0 4 . 1 0.15 0 0 4 . 3 m 2 0 1 - s 3 0 4 0 - i p s a 9 1 . 0 0 0 8 . 1 m 1 7 4 - s 3 0 4 0 - i p s a 0.18 aspi-0403s-681m 6 2 . 0 0 9 5 . 0 2 2 . 0 0 7 7 . 0 m 1 2 2 - s 3 0 4 0 - i p s a 0 4 . 0 0 9 2 . 0 0 3 . 0 0 8 4 . 0 m 1 0 1 - s 3 0 4 0 - i p s a 0.60 0 5 . 0 0 3 2 . 0 m 0 7 4 - s 3 0 4 0 - i p s a 1.80 0 4 . 1 0 6 0 . 0 0.040 2.80 0.050 0 6 . 1 5 5 0 . 0 part# aspi-0403s-1r0m aspi-0403s-2r2m aspi-0403s-150m aspi-0403s - 82 2 m aspi-0403s-3r3m aspi-0403s-220m aspi-0403s-330m aspi-0403s-680m aspi-0403s-151m aspi-0403s-331m 0 2 . 1 5 6 0 . 0 0 8 . 0 0 9 0 . 0 0.02 0 7 . 0 0 1 1 . 0 0.190 2 6 0 . 0 m 6 r 5 - s 3 0 4 0 - i p s a 0 0 . 1 5 7 0 . 0 m 0 0 1 - s 3 0 4 0 - i p s a 1.30 c d i c d r ( ?   ) a (     ) electrical characteristics  3.00 5 4 0 . 0 m 5 r 1 - s 3 0 4 0 - i p s a 32.800 aspi-0403s-4r7m aspi-0403s-6r8m 0 1 . 0 0 0 5 . 8 11.00 0 0.08 13.90 0 0.06 aspi-0403s-152m aspi-0403s-222m aspi-0403s-332m aspi-0403s-472m aspi-0403s-682m aspi-0403s-103m 2 1 . 0 0 0 2 . 4 0 3 . 2 8 4 0 . 0 m 8 r 1 - s 3 0 4 0 - i p s a t % 0 2  m tape & reel  aspi - 0403s -   -  inductance code tolerance code packaging please refer to the table

 shielded power inductor | | | | | | | | | | | | | | |  aspi-0403s 6 . 6   x   4 . 45   x   2 . 92m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 12.19.08 visit www.abracon.com for terms & conditions of sale inductance vs. current:

 shielded power inductor | | | | | | | | | | | | | | |  aspi-0403s 6 . 6   x   4 . 45   x   2 . 92m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 12.19.08 visit www.abracon.com for terms & conditions of sale inductance vs. current:

 shielded power inductor | | | | | | | | | | | | | | |  aspi-0403s 6 . 6   x   4 . 45   x   2 . 92m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 12.19.08 visit www.abracon.com for terms & conditions of sale outline drawing: tape & reel:  tape and reel 2,500pcs/reel dimensions: mm recommended landing pattern dimensions: inches (mm) a b c d 0.260 ma x 0.175 ma x 0.115 ma x 0.1570.012 (6.60) ma x (4.45) ma x (2.92) ma x (4.00.3) part# aspi-0403s-xxx
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