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		  Datasheet File OCR Text:


		  features  low-cost plastic case    compact design requires minimal real estate space  suitable for products that must conform to fcc and ftz regulations  wide variety of circuit and filtering options  good filtering characteristics for both normal mode  and common mode  epoxy molded for reliability  operating temperature: -25  c to +85  c (including temperature rise, see graph on page 63) applications  personal computers and peripherals  digital equipment  industrial equipment  vending machines  office equipment   62-pqf* series   62-ppf* series   62-prf* series *  bleeder resistor is available only for 62-p(q/r/p)f-xxx-x-12 r r r l 1 l 1 l 1 l 1 c x c x c x c y c y c y c y c y c y circuit diagrams power line filters single stage note: all types are designed to meet the requirement of ul 1283, csa 22.2. vde 0565-3 test voltage: 1500vac one minute, line to ground insulation resistance: 300 mohm min. at 500vdc voltage drop: 1v max. (except 62-prf-010-5-11) at rated current 62-prf-010-5-11: 1.5v max. at rated current weight: 62-ppf & pqf series: 2.11 ounces (60 grams) 62-prf series: 1.76 ounces (50 grams) 62-ppf/pqf/prf series power line filters 62 spectrum control inc.  8031 avonia rd.  fairview, pa 16415  phone: 814-474-2207  fax: 814-474-2208  web site: www.spectrumcontrol.com spectrum control gmbh  hansastrasse 6  91126 schwabach, germany  phone: (49)-9122-795-0  fax: (49)-9122-795-58 model rated voltage rated leakage current capacitance inductance temperature (@ 50/60hz) current (max.) c y c x (l 1 ) rise (max.) specifications 62-pqf-020-5-11 0.50ma 62-pqf-020-5-12 2a 0.1uf 3a 6a 30  c 15mh 8mh 2.1mh 1a 3a 250vac 62-ppf-020-5-11 62-ppf-020-5-12 62-pqf-030-5-11 62-pqf-030-5-12 62-ppf-030-5-11 62-ppf-030-5-12 62-pqf-060-5-11 62-PQF-060-5-12 62-ppf-060-5-11 62-ppf-060-5-12 62-prf-010-5-11 62-prf-010-5-12 62-prf-020-5-11 62-prf-020-5-12 62-prf-030-5-11 62-prf-030-5-12 3300pf 2a .22uf 0.1uf .22uf 0.1uf .22uf 0.1uf .22uf 0.1uf .22uf 0.1uf .22uf 0.1uf .22uf 0.1uf .22uf 0.1uf .22uf 486uh 97uh 181uh tested and found to be iaw vde 0565 part 3

 power line filters single stage common mode normal mode dimensions in inches  (mm) insertion loss (db) 80 frequency (mhz) 70 60 50 40 30 20 10 0 0.1 0.2 0.5 12 5 10 20 50 62-prf-010-5-11 62-prf-010-5-12 62-prf-030-5-11 62-prf-030-5-12 62-prf series 62-p(p/q/r)f series 62-ppf series 62-pqf series insertion loss (db) 80 frequency (mhz) 70 60 50 40 30 20 10 0 0.1 0.2 0.5 12 5 10 20 50 62-ppf-020-5-12 62-ppf-020-5-11 62-ppf-060-5-11 62-ppf-060-5-12 insertion loss (db) 80 frequency (mhz) 70 60 50 40 30 20 10 0 0.1 0.2 0.5 12 5 10 20 50 62-pqf-020-5-12 62-pqf-020-5-11 62-pqf-060-5-11 62-PQF-060-5-12 50 ? level meter 50 ? 1 3 24 filter oscillator 50 ? 50 ? insertion loss (db) 80 frequency (mhz) 70 60 50 40 30 20 10 0 0.1 0.2 0.5 12 5 10 20 50 62-p(q/p)-060-5-11 62-p(q/p)-020-5-11 62-p(q/p)-030-5-11 50 ? level meter 50 ? 1 3 24 filter oscillator 50 ? .786   (20) 1.573  (40) fast-on tab #110 .177 x .138 ( 4.5 x 3.5) .590  (15) .904   (23) .354    (9) 1.947  (49.5) .354   ( 9) 2.006  (51) 1.265  (32) 120 100 80 60 40 20 0 20 30 40 50 60 70 80 90 ambient temperature (  c) current (%) temperature characteristics also available with .250 fast-ons 62-ppf/pqf/prf series power line filters 63 spectrum control inc.  8031 avonia rd.  fairview, pa 16415  phone: 814-474-2207  fax: 814-474-2208  web site: www.spectrumcontrol.com spectrum control gmbh  hansastrasse 6  91126 schwabach, germany  phone: (49)-9122-795-0  fax: (49)-9122-795-58
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