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		  Datasheet File OCR Text:


		  precision performance, economical cost! rcd gp series  general purpose color-banded metal film resistors are designed to provide mil performance and reliability, at significant cost savings.  substantially improved performance over industry standard is attained by stringent process controls and highest grade materials. the high-grade, thermal conductive ceramic core allows increased stability and overload dissipation.  the lead termination is welded for increased durability, special electroplate solder coating is standard for faultless soldering even after extended storage.  request engineering bulletin r-8 for detailed performance data and test methods on gp series.  low prices result from manufacturing facility built exclusively for totally automated production of film resistors. see gps series for miniature sizes!   industry?s lowest cost!  delivery from stock (gp55 10 ?  to 1m     1% e96 values)   improved stability, 0.2%  ? r typical load life   meet or exceed performance requirements of mil-r-10509      (rn), mil-r22684 (rrl), eia rs-460   exceptionally wide resistance range: 10 ?  to 5.1 meg standard,  1 ?  to 22.1 meg available   wide tc range: 25, 50, 100, 200ppm/c   standard tolerances: 1%, 2% (available to 0.1%)   all sizes available on tape & reel   refer to series gps for miniature sizes    flame proof coating available (series fp) features commercial 1/8 watt to 2 watt metal film resistors  t s e t l a t n e m n o r i v n e. x a m d c r ? ? ? ? ? r9 0 5 0 1 - r - l i m g n i d n a t s h t i w c i r t c e l e i d% 5 2 . 0% 5 . 0 e c n a t s i s e r e r u t s i o m% 5 . 0% 5 . 1 d a o l r e v o e m i t t r o h s% 5 2 . 0% 5 . 0 e f i l d a o l% 5 . 0% 0 . 1 g n i l c y c e r u t a r e p m e t% 5 2 . 0% 5 . 0 n o i t a r b i v , k c o h s% 2 . 0% 5 . 0 e c n a t s i s e r n o i t a l u s n im 0 0 0 , 0 1 ? m 0 0 0 , 0 1 ? *total resistance change + ( ? r% + 0.05 ? ).  characteristics given are for resistance range 10 ?  to 1.0 meg.   consult factory for performance levels outside of this range. performance characteristics* specifications stock item * tolerance is .032 on gp60, gp65, and gp70.       d         l             h       d   faxxxx  specifications subject to change without notice dimensions resistors    cap s   &   c oils    delay   lines d c r e p y t ] 5 0 . [ 2 0 .  l* ] 4 . [ 5 1 0 .  d] 8 0 . [ 3 0 0 .  d) . n i m ( h 0 5 p g] 8 . 3 [ 0 5 1 .] 6 . 1 [ 4 6 0 .] 5 4 . [ 8 1 0 .] 7 2 [ 6 0 . 1 5 5 p g] 4 . 6 [ 0 5 2 .] 3 . 2 [ 0 9 0 .] 5 6 . [ 6 2 0 .] 7 2 [ 6 0 . 1 0 6 p g] 1 . 9 [ 0 6 3 .] 4 . 3 [ 2 3 1 .] 5 6 . [ 6 2 0 .] 7 2 [ 6 0 . 1 5 6 p g] 5 . 1 1 [ 5 5 4 .] 5 . 4 [ 7 7 1 .] 5 7 . [ 0 3 0 .] 7 2 [ 6 0 . 1 0 7 p g] 5 1 [ 0 9 5 .] 0 . 5 [ 5 9 1 .] 5 7 . [ 0 3 0 .] 7 2 [ 6 0 . 1 d c re p y t e g a t t a w c  0 7 g n i k r o w e g a t l o v 1 c i r t c e l e i d g n i d n a t s h t i w e g a t l o v r c t ) c  / m p p ( e c n a t s i s e r e g n a r s t n e l a v i q e l i m 3 9 0 5 0 1 - r - l i m4 8 6 2 2 - r - l i m 0 5 p gw 5 2 1 . 0v 0 0 2v 0 5 35 2 , 0 5 , 0 0 10 1 ? g e m 1 -0 5 n r- 5 5 p g w 5 2 . 0 v 0 5 2 v 0 0 5 0 0 1 , 0 0 2 1 ? g e m 1 . 5 - 2 5 5 n r 7 0 l r 5 2 , 0 5 0 1 ? g e m 1 - 0 6 p gw 0 5 . 0v 0 5 3v 0 0 5 0 0 1 , 0 0 20 1 ? g e m 1 - 0 6 n r0 2 l r 5 2 , 0 50 1 ? g e m 1 . 5 - 5 6 p gw 0 . 1v 0 0 4v 0 0 7 0 0 1 , 0 0 20 1 ? g e m 1 - 5 6 n r2 3 l r 5 2 , 0 50 1 ? g e m 1 . 5 - 0 7 p g0 . 2v 0 0 5v 0 0 7 0 0 1 , 0 0 20 1 ? g e m 1 - 0 7 n r2 4 l r 5 2 , 0 51 5 ? g e m 1 - rcd components inc.,   520 e. industrial park dr., manchester, nh, usa 03109 tel: (603) 669-0054  fax:(603) 669-5455  e-mail: sales@rcdcomponents.com   www.rcdcomponents.com p/n designation: 4-digit resis. code : 3 signif. digits & multiplier  (10r0=10 ?,  1000=100 ?, 1001=1k ?,  1004=1m ?) packaging : b = bulk, t = tape & reel   gp55   -       1001     -    f     t tolerance code : j=5%, g=2%, f=1%, d=0.5%, c=0.25%, b=0.1% (1% is standard stock) rcd type  (fp55- for flameproof) derating 100   75   50   25     0  25            50            75           100          125          150           175 ambient temperature (  c) % of rated  power - - - 165 1   maximum working voltage determined by e=    pr, e should not exceed value listed in column above. 2   gp55 available up to 22.1 meg ?  with relaxed performance characteristics. 3   military part numbers are given for reference only and do not imply qualification or exact interchangeability. tc options : 50=50ppm, 25=25ppm, 15=15ppm, leave blank  for standard tc (100ppm for 1% 10 ohm to 10m, 200ppm for 1 ohm to 
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