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		  Datasheet File OCR Text:


		                  fiber optic technology    calibration laboratory          and         are registered trademarks of methode electronics, inc. and optokon co., ltd.   con_07-01_en  26/09/2002  other names and trademarks mentioned herein may be the trademarks of their respective owners.    optokon co., ltd. is a subsidiary  of methode electronics, inc.     1  st patchcord     description:  the st connectors are offered in mm or sm performa nces with pc polishing method. it is possible to  exactly specify your demands of boot colors.        features:    ?   coupling nut radial track minimizes the rotation  needed to mate the connector   ?   one piece body construction simplifies fields  assembly  ?   single mode and multimode versions available   ?   accommodates tight and loose tube buffer  cables with jacket up to 3.1mm   ?   ceramic ferrules are configured for easy hand or  machine "super" pc and "ultra" polishing   ?   optional boot colors avaible   ?   boot options for 3.0 mm and 900 micron  breakout cable   ?   universal dust cap (fits, st, sc, fc)    specifications:       insertion loss (il)  typ. 0,25 db  return loss (rl)  > 40 db for jumper length up to 3 m  strain relief  100 n  operating temperature  -40c to +80 c, conditioned by type of cable  durability  min 500 cycles  assembly procedure  glue and polish  connection physical contact  lock mechanism  coupling nut  standards  bellcore gr-326, tia 568a  ferrule material  full ceramic zirconia  connector material  zinc alloy, ni ckel plated, thermoplastic rubber      application:      ?   lan, wan   ?   measuring technique   ?   utilities   ?   railways    

                 fiber optic technology    calibration laboratory             methode electronics, inc.  corporate headquarters  7401 west wilson avenue    chicago, illinois 60706-4548, usa  toll free +1 877 316 7700  www.methode.com  info@methode.com              optokon  co., ltd.   antonn ? v d ? l 250,   58602 jihlava, czech republic  tel. +420 567 211 196   fax +420 567 211 198,  +420 567 311 292  www.optokon.com  info@optokon.cz    methode electronics ireland ltd.  tel: +11 353 61 33 00 13  e-mail: info@methode.ie     2     ordering code:           aaa - xx xx - x - xxx                                                                    aaa                xxx   - length [m]          connector  connector                        type  description        x - type (pigtail or jumper)         sl  st/pc (mm)          j  jumper        ssl  st/spc          p  pigtail                                xx - diameter of cable, fibre   xx - type of fibre           09  fibre    0.9 mm  m5  mm 50/125 m           17  cable    1.7 mm  m6  mm 62.5/125 m              20  cable    2.0 mm  sm  sm 9/125 m (g.652)              24  cable    2.4 mm                 28  cable    2.8 mm                d8  duplex zipcord 2.8 x 5.5 mm          rf ribbon fibre            rc ribbon cable     dimensions:    59.8 8.0 9.75 2.5 ferrule grip crimp sleeve connector body strain relief boot        samples:  2xsl-d8 m5-j-0000.5  ssl-09 sm-p-001      st ?  is trademark of luce nt technologies, inc.   
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