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		  Datasheet File OCR Text:


		  u.s. cage code 06324 micro-d harness www.glenair.com e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2011 glenair, inc. printed in u.s.a. b b-14 micro-d metal shell gmde environmentally sealed panel mount with o-ring   choose the style that meets your needs C   rmi   version  features blind tapped mounting holes, allowing secure  installation on panels.  cmi  version saves space by using  rear panel jackposts to attach the connector.   mates to standard m83513 connectorsC   gmde  connectors meet the requirements of mil-dtl-83513 and  feature twistpin contacts for best performance.   meets mil-std-810 immersionC   the nitrile o-ring and  a special epoxy wire sealing process allow gmde  connectors to meet immersion requirements. how  to order gmde  connectors    series shell material  and finish layout  contact   type flange  style wire gage   (awg) wire type wire color wire  length inches hardware gmde 9 15 21 25 31 37 51 51-2 67 100 p   C  pin s   C  socket rmi cmi 4   C  #24 6   C  #26 8   C  #28 0   C  #30 k   C  m22759/11  600 vrms tefon ?  (tfe)  j   C  m22759/33 600 vrms  modifed cross- linked tefzel ?   (etfe) e   C  nema hp3-eb 600 vrmstype e  m16878/4 (tfe) 1   C  white  2   C  yellow 5   C  color-coded  stripes per  mil-std-681 (striped wire not  available on 67or  100 pin connectors  or for #28, #30  awg) 7   C  ten color  repeating  18   wire length  in inches. 18  specifes 18  inches.  rmi style only sm furnished with  jackposts and m3  mounting holes  su furnished with  jackposts and #4-40  mounting holes  cmi style only jackposts for rear  panel mount  t  C  .094 (2.4)  v  C  .062 (1.6)  w C  .047 (1.2)  x  C  .031 (0.8) y  C  .023 (0.65)   sample part number gmde 2 25 s  C rmi 4 k 7  C 18 sm protect your equipment with ruggedized  micro-d connectors tactical communications boxes must be sealed to prevent water ingress.  standard m83513 type micro connectors can  be diffcult to seal to a bulkhead.  the fange is too narrow for a gasket, and sealing with rtv can be time-consuming  and messy.  the glenair gmde connector with o-rings provide a better way to seal the connector.  rmi cmi rmi style blind tapped mounting holes  with stainless steel inserts  accomodate either #4-40  or m3 mounting screws.  connectors are supplied with  jackposts installed. socket  connectors feature integral  jackposts. cmi style space-saving design uses  rear panel mount jackposts  to attach connectors to the  panel.  aluminum shell 1   C     cadmium 2     C     nickel 4   C  black  anodize 5   C  gold 6   C  chem film stainless steel  shell 3   C      passivated    

 u.s. cage code 06324 micro-d harness www.glenair.com e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2011 glenair, inc. printed in u.s.a. b b-15 f f a b c d e  m3 female threads  or  #4-40 unc threads 2 plcs j ackpost 9-67 cont acts #2-56 unc-2b 100 cont acts #4-40 unc-2b a f f b c d e  m3 female threads  or  #4-40 unc threads 2 plcs integral  jackpost  (socket ) 9-67 con ta c ts #2-56 unc-2b 100 cont acts #4-40 unc-2b wire length +1.0/-0.0 (+25.4/-0.0 ) j  wire length +1.0/-0.0 (+25.4/-0.0 ) j  g . 510 (12.95) max 9-67 cont acts . 584 (14.83) max 100 cont act s . 094  .002 (2.39  0.05) f h g . 526 (13.36) max 9-67 cont acts . 599 (15.21) max 100 cont act s f h . 094  .002 (2.39  0.05) micro-d metal shell gmde environmentally sealed panel mount with o-ring gmde rmi dimensions layout a max. b  c d max. e max. f max. g h max. j max. in. mm. in .  .003 mm.  0.08 in .  .003 mm.  0.08 in. mm. in. mm. in. mm. in.  .003 mm.  0.08 in. mm. in. mm. 9p 1.488 37.79 1.011 25.69 .565 14.35 .184 4.67 .675 17.13 .333 8.46 .183 4.65 1.193 30.29 .358 9.10 9s 1.488 37.79 1.011 25.69 .565 14.35 .250 6.35 .675 17.13 .728 18.48 .195 4.95 1.193 30.29 .358 9.10 15p 1.638 41.60 1.161 29.50 .715 18.16 .184 4.67 .675 17.13 .483 12.27 .183 4.65 1.343 34.10 .358 9.10 15s 1.638 41.60 1.161 29.50 .715 18.16 .250 6.35 .675 17.13 .878 22.29 .195 4.95 1.343 34.10 .358 9.10 21p 1.788 45.41 1.311 33.31 .865 21.97 .184 4.67 .675 17.13 .633 16.08 .183 4.65 1.532 38.91 .358 9.10 21s 1.788 45.41 1.311 33.31 .865 21.97 .250 6.35 .675 17.13 1.028 26.10 .195 4.95 1.532 38.91 .358 9.10 25p 1.888 47.95 1.411 35.85 .965 24.51 .184 4.67 .675 17.13 .733 18.62 .183 4.65 1.593 40.45 .358 9.10 25s 1.888 47.95 1.411 35.85 .965 24.51 .250 6.35 .675 17.13 1.128 28.64 .195 4.95 1.593 40.45 .358 9.10 31p 2.038 51.76 1.561 39.66 1.115 28.32 .184 4.67 .675 17.13 .883 22.43 .183 4.65 1.743 44.26 .358 9.10 31s 2.038 51.76 1.561 39.66 1.115  28.32 .250 6.35 .675 17.13 1.278 32.45 .195 4.95 1.743 44.26 .358 9.10 37p 2.188 55.57 1.711 43.47 1.265 32.13 .184 4.67 .675 17.13 1.033 26.24 .183 4.65 1.893 48.07 .358 9.10 37s 2.188 55.57 1.711 43.47 1.265 32.13 .250 6.35 .675 17.13 1.428 36.26 .195 4.95 1.893 48.07 .358 9.10 51p 2.138 54.30 1.661 42.40 1.215 30.86 .224 5.69 .714 18.13 .983 24.97 .183 4.65 1.843 46.80 .358 9.10 51s 2.138 54.30 1.661 42.40 1.215 30.86 .293 7.44 .714 18.13 1.378 34.99 .195 4.95 1.843 46.80 .358 9.10 51-2p 2.538 64.46 2.061 52.36 1.615 41.02 .184 4.67 .675 17.13 1.384 35.15 .183 4.65 2.243 56.96 .358 9.10 51-2s 2.538 64.46 2.061 52.36 1.615 41.02 .250 6.35 .675 17.13 1.778 45.15 .195 4.95 2.243 56.96 .358 9.10 67p 2.938 74.62 2.461 62.52 2.015 51.18 .184 5.69 .675 17.13 1.284 32.61 .183 4.65 2.643 67.12 .358 9.10 67s 2.938 74.62 2.461 62.52 2.015 51.18 .250 7.44 .675 17.13 2.178 55.31 .195 4.95 2.643 67.12 .358 9.10 100p 2.820 71.62 2.312 58.72 1.800 45.72 .270 6.86 .875 22.13 1.383 35.13 .183 4.65 2.493 63.32 .555 14.10 100s 2.820 71.62 2.312 58.72 1.800 45.72 .333 8.46 .875 22.13 2.002 50.85 .195 4.95 2.493 63.32 .555 14.10   

 u.s. cage code 06324 micro-d harness www.glenair.com e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2011 glenair, inc. printed in u.s.a. b b-16 gmde cmi dimensions layout a max. b  c max. d max. e max. f max. g max. h max. j max. in. mm. in .  .003 mm.  0.08 in. mm. in. mm. in. mm. in.  .003 mm.  0.08 in. mm. in. mm. in. mm. 9p 1.025 26.03 .565 14.35 .333 8.46 .184 4.67 .675 17.13 .183 4.65 .510 12.95 .795 20.13 .358 9.10 9s 1.025  26.03 .565 14.35 .400 10.16 .250 6.35 .675 17.13 .195 4.95 .526 13.36 .795 20.13 .358 9.10 15p 1.135 28.83 .715 18.16 .483 12.27 .184 4.67 .675 17.13 .183 4.65 .510 12.95 .950 24.13 .358 9.10 15s 1.135 28.83 .715 18.16 .551 14.00 .250 6.35 .675 17.13 .195 4.95 .526 13.36 .950 24.13 .358 9.10 21p 1.325 33.63 .865 21.97 .633 16.08 .184 4.67 .675 17.13 .183 4.65 .510 12.95 1.090 27.63 .358 9.10 21s 1.325 33.63 .865 21.97 .701 17.81 .250 6.35 .675 17.13 .195 4.95 .526 13.36 1.090 27.63 .358 9.10 25p 1.430 36.33 .965 24.51 .733 18.62 .184 4.67 .675 17.13 .183 4.65 .510 12.95 1.190 30.13 .358 9.10 25s 1.430 36.33 .965 24.51 .801 20.35 .250 6.35 .675 17.13 .195 4.95 .526 13.36 1.190 30.13 .358 9.10 31p 1.580 40.09 1.115 28.32 .883 22.43 .184 4.67 .675 17.13 .183 4.65 .510 12.95 1.345 34.13 .358 9.10 31s 1.580 40.09 1.115  28.32 .951 24.16 .250 6.35 .675 17.13 .195 4.95 .526 13.36 1.345 34.13 .358 9.10 37p 1.725 43.83 1.265 32.13 1.033 26.24 .184 4.67 .675 17.13 .183 4.65 .510 12.95 1.505 38.13 .358 9.10 37s 1.725 43.83 1.265 32.13 1.101 27.96 .250 6.35 .675 17.13 .195 4.95 .526 13.36 1.505 38.13 .358 9.10 51p 1.675 42.53 1.215 30.86 .983 24.97 .224 5.69 .714 18.14 .183 4.65 .510 12.95 1.445 36.63 .358 9.10 51s 1.675 42.53 1.215 30.86 1.051 26.70 .293 7.44 .714 18.14 .195 4.95 .526 13.36 1.445 36.63 .358 9.10 51-2p 2.075 52.63 1.615 41.02 1.384 35.15 .184 4.67 .675 17.13 .183 4.65 .510 12.95 1.835 46.63 .358 9.10 51-2s 2.075 52.63 1.615 41.02 1.450 36.83 .250 6.35 .675 17.13 .195 4.95 .526 13.36 1.835 46.63 .358 9.10 67p 2.465 62.63 2.015 51.18 1.284 32.61 .184 5.69 .675 17.13 .183 4.65 .510 12.95 2.250 57.13 .358 9.10 67s 2.465 62.63 2.015 51.18 1.350 34.29 .250 7.44 .675 17.13 .195 4.95 .526 13.36 2.250 57.13 .358 9.10 100p 2.600 63.50 1.800 45.72 1.383 35.13 .270 6.86 .875 22.13 .183 4.65 .585 14.83 2.135 54.13 .555 14.10 100s 2.600 63.50 1.800 45.72 1.451 36.86 .333 8.46 .875 22.13 .195 4.95 .600 15.24 2.135 54.13 .555 14.10 a b c d e rear p ane l  jackpost 9-67 cont acts #2-56 unc-2b 100 cont acts #4-40 unc-2b wire length +1.0/-0.0 (+25.4/-0.0 ) j  f g f h micro-d metal shell gmde environmentally sealed panel mount with o-ring   

 u.s. cage code 06324 micro-d harness www.glenair.com e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2011 glenair, inc. printed in u.s.a. b b-17 a b c ful l  radius ? .134  .004 (3.40  0.10) 2 plcs gmde   panel   cutout dimensions layout a  b c d e f g in .  .003 mm.  0.08 in .  .005 mm.  0.13 in . + .005/-0 mm. + 0.13/-0 in .  .005 mm.  0.13 in .  .005 mm.  0.13 in.  .002 mm.  0.05 in .  .005 mm.  0.13 9 1.011 25.69 .731 18.56 .252 6.40 .565 14.35 .406 10.31 .126 3.20 .256 6.50 15 1.161 29.50 .881 22.37 .252 6.40 .715 18.16 .556 14.12 .126 3.20 .256 6.50 21 1.311 33.31 1.031 26.18 .252 6.40 .865 21.97 .706 17.93 .126 3.20 .256 6.50 25 1.411 35.85 1.131 28.72 .252 6.40 .965 24.51 .806 20.47 .126 3.20 .256 6.50 31 1.561 39.66 1.281 32.53 .252 6.40 1.115  28.32 .956 24.28 .126 3.20 .256 6.50 37 1.711 43.47 1.431 36.34 .252 6.40 1.265 32.13 1.106 28.09 .126 3.20 .256 6.50 51 1.661 42.20 1.381 35.07 .295 7.50 1.215 30.86 1.056 26.82 .126 3.20 .300 7.62 51-2 2.061 52.36 1.781 45.23 .252 6.40 1.615 41.02 1.456 36.98 .126 3.20 .256 6.50 67 2.461 62.52 2.181 55.39 .252 6.40 2.015 51.18 2.606 66.19 .126 3.20 .256 6.50 100 2.312 58.72 2.005 50.93 .333 8.47 1.800 45.72 1.520 38.61 .148 3.76 .406 10.31 rmi version cmi version ?  f .062 (1.57) radius 4 places d e g micro-d metal shell gmde environmentally sealed panel mount with o-ring   
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