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		  Datasheet File OCR Text:


		  series shell size contact construction number of contacts contact t ype mounting options plating options ordering information series k85r1x - kycon d-subminiature connecto r , right angle pcb t ermination .283" (7.2 mm) foot print k85r2x - kycon d-subminiature connecto r , right angle pcb  t ermination .370" (9.4 mm) european foot print shell size e - 9 contacts a - 15 contacts b - 25 contacts contact construction d - precision formed right angle number of contacts 9, 15, 25 pin contact  t ype p - pin contact (plug) s - socket contact (receptacle) plating options and performance specications no designator - no mounting brackets o - oj - or - n - nj - nr - k - kj - (no mounting brackets) riveted threaded 4-40 bushings  with js-10 55  4-40 hex jackscrews installed (no mounting brackets) riveted threaded 4-40 bushings mounting brackets with grounding boardlocks and riveted  threaded inserts with 4-40 round jackscrews riveted to  connector mounting brackets with grounding boardlocks and riveted  threaded inserts with js-10 55  4-40 hex jackscrews installed mounting brackets with grounding boardlocks and riveted  threaded inserts mounting brackets with .120" dia. non-threaded mounting  holes with 4-40 round jackscrews riveted to connector mounting brackets with .120" dia. non-threaded mounting  holes and riveted threaded inserts with js-10 55  4-40 hex  jackscrews installed mounting brackets with .120" dia. non-threaded mounting  holes and riveted threaded inserts mounting options * *metric jack screws also available. ky c o n 2007 kycon, inc. ?  t el: +1 408-494-0330 ?  us : 1 - 888 -k y c on-22  ?  f a x: +1 408 - 494 - 0325 ? w w w .ky c on.co m k85r1x/ k85r2x  se r ie s r i g h t   angl e   pcb   moun t o pen   b o d y k85r1x / k85r2x series d - s u b m i n i a tu r e c o nnect or s rohs

 k85r1x/k85r2x dimensions standard with no mounting brackets series k85r1x k85r2x e dimension 7.2mm  9.4mm   f dimension 8.47mm   10.82mm   n u m b e r o f  con ta c t s ( sh e l l  s iz e ) 9 (e) 15 (a) 25 (b) 37 (c) a 16.33 24.66 38.38 54.84 a1 16.92 25.25 38.96 55.42 b 24.99 33.32 47.04 63.50 c 30.81 39.14 53.04 69.32 d 20.19 27.51 41.96 57.71 dime n si o ns in  m m      k85r1x/ k85r2x k85r1x/k85r2x dimensions with mounting brackets, and grounding board locks dimensions in mm a = exterior of female shell (s) a1 = interior of male shell (p) n and  o options only ?1.09 [.043] ?3.05 [.120] e f 2.77 [.109] 1.385 [.054] 2.84   [.112] b 5.00 [.197] 5.00 [.197] 5.9 plug, 6.0 socket 8.36 plug interio r , 7.90 socket exterior 0.99 [.039] d 2.77 [.109] a, a1 c b 2.84 [.112] 3.18 [.125 ] 12.55 [.494] 8.36 plug interio r , 7.90 socket exterior 5.9 plug, 6.0 socket 0.99 [.039] a, a1 b c 2.77 [.109] ] 4 9 4 . [   5 5 . 2 1 ] 5 2 1 . [   8 1 . 3 2.84 [.112] e 2.84   [.112] 10.72   [.422] e f 2.84   [.112] ( t op  v iew)  recommended pcb layout k y co n 2007 k y c o n, i n c. ?  t e l: +1 408-494-0330  ?   us : 1-888 -kyc on - 22  ?  f ax :  + 1 408 - 494 - 0325  ?   w w w . k y con . co m k85r1x / k85r2x series d-submini a tur e  connec t or s

 pc99 colors  a vailable: ? hd15: blue ? db15: gold ? db25: burgundy ? db09:   t eal lr78160 shell steel material,  t in or nickel finish, and indentations (dimples) on plug only insert standard: pbt thermoplastic, black colo r , 30% glass filled, 94 v -0 rated reow compatible: high  t emperature thermoplastic, black colo r ,  30% glass filled, 94 v -0 rated contact material plug : brass .040 (1.00) diameter standard; .030 (0.76) diameter high density socket: phosphor bronze (precision formed contact) brass (precision machined contact) contact finish-standard gold flash over 0.0001 (0.00254) nickel on mating end of contacts t in over nickel or gold flash over nickel on solder  t ails riveted insert brass material, nickel finish durability 500 insertion cycles min  operating  t emperature rating -55  c to +105   c contact current rating contact resistance  5a 30 milliohms max dielectric withstanding  v oltage 1000 v ac min for 1 minute insulation resistance 1000 megohms min,at 500 v dc soldering  t emperature rating high  t emperature plastic:                                       260            c for 10 seconds d esi g n ato r pla t ing   d esc r i pt i o n s t and a r d g old flash  o v e r nickel o n  c o nt a c t s. g o l d  flash ov e r nickel  or   t i n  ove r  nick e l  o n s o lder  t a ils . 15                            1 5  " g o ld ove r  nickel  o n  ma ti n g  e n d  o f  c o nt a cts.  t in  o v e r nickel o n  s o l d er  t ails . 30                            3 0  " g o ld ove r  nickel  o n  ma ti n g  e n d  o f  c o nt a cts.  t in  o v e r nickel o n  s o l d er  t ails . kycon   t ech   support:   1 - 888 - kycon-2 2 or   e-mail:   sales@kycon.co m kycon continues its leadership in d-subminiatu r e connectors   by o  ering a complete line of sizes and options. materials and   finish mechanical   characteristics electrical characteristics d-submini a ture   con n e c tor s processing   characteristics performance specications plating   options k yco n 2007 k yc o n, inc. ?  t e l : +1 408-494 - 0330 ?  u s: 1-888- ky con-22 ? f a x: +1 408-494 - 0325  ?   w w w . k yc o n. c o m 
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