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		  Datasheet File OCR Text:


		  www.baumerelectric.com 2. 68 bpsv58k bpsv58s absolute single-turn shaft encoders bpsv   exible ? procoder pro  bus-dp, canopen, devicenet, ethercat general data voltage supply  10 - 30 vdc    with reverse polarity protection supply current  max. 100 ma (at 24 vdc) no load code signal  binary max. resolution  13 bit (1 step = 2' 38") code switching frequency m ax. 800 khz max. error limit  0,05 preset  value programmable within        resolution range address  selectable via dip switches baud rate  selectable via dip switches direction of rotation  looking at the ?  ange, position     counts up as the shaft rotates      clockwise (cw), programmable features mechanical data max. revolution  mech. 10'000 rpm        mech. 6'000 rpm (ip 65)    electr. 6'000 rpm moment of interia  2 x 10 -6  kgm 2     starting torque    0,015 nm max. shaft load  axial: < 20 n    radial: < 40 n product life   depending on ambient conditions      (typ. 10 9  rev.) max. protection class  shaft: ip 65    housing: ip 65 material housing/?  ange: aluminium       bus cover: zinc die cast weight approx. 680 g ambient conditions ?  single-turn encoders up to 13 bit ?  modular bus cover ?  simple mounting via servo ?  ange ?  programmable bus parameters ?  programmable resolution and preset values temperature range  -25...+85 c vibration  din en 60068-2-6      (   100 m/s 2  / 16 - 2'000 hz) shock din en 60068-2-27    (   2'000 m/s 2  / 6 ms) noise immunity  din en 61000-6-2 emitted interference  din en 61000-6-4

 www.baumerelectric.com 2 bpsv-pro  bus bpsv-canopen 2. 69 pro  bus-dp, canopen, devicenet, ethercat 18  33  15  20  3  9  ?10 h6  10  82  3  ?36 f8  ?58  ?53  63  23  60  m3x7 (3x120)  48 0,1 18  33  15  20  3  9  ?10 h6  10  82  3  ?36 f8  ?58  ?53  63  23  60  m3x7 (3x120)  48 0,1 dimensions bpsv   exible procoder   a  b  ub  gnd  a  b  ub  gnd  emc cable gland for cable- ? 4,5-6 mm emc cable gland for cable- ? 8-10 mm emc cable gland for cable- ? 4,5-6 mm emc cable gland for cable- ? 8-10 mm

 www.baumerelectric.com bpsv-devicenet bpsv-ethercat 60  m3x7 (3x120)  48 0,1 63  out  l/a  in  18  33  15  20  3  9  ?10 h6  10  3  ?36 f8  ?58  82  ?53  18  33  15  20  3  9  ?10 h6  10  82  3  ?36 f8  ?58  ?53  63  60  m3x7 (3x120)  48 0,1 20  2. 70 absolute single-turn shaft encoders bpsv   exible ? procoder pro  bus-dp, canopen, devicenet, ethercat dimensions  4-pin receptacle m12, male 4-pin receptacle m12, female, d-coded 4- p in rece p table m12, female, d-coded locking plug cable gland for cable- ? 6-10,5 mm

 www.baumerelectric.com 2 bpsv 58    1p24   13/00      bpsv 58    1p24 c13/00      g   18  33  3  3  9  10  4  82  ?52  5,5 ?6f8  ?50 h7  ?58  bpsv 58    1p24   13/00       2. 71 pro  bus-dp, canopen, devicenet, ethercat bpsv 58    1p24 c13/00      g   shaft c6  shaft 6 mm ip 65 (servo ?  ange) c0  shaft 10 mm ip 65 (clamping ?  ange) b  canopen d  devicenet p  pro?  bus-dp e  ethercat s  servo ?  ange k  clamping ?  ange resolution 13  bit interface complete encoder base encoder without bus cover housing d   bus cover with pg radial         (for interface  b , d , p )  e   bus cover with   connector m12 radial     (for interface  e ) connection dimensions bpsv servo   ange spring washer coupling   hole 6 mm / 10 mm     part nr. 141132 hole 6 mm / 6 mm     part nr. 141131  hole 10 mm / 10 mm     part nr. 141133 cd-rom with gsd-/eds-/xml-  part nr. 147362 ?  les and manuals bus cover for     see chapter accessories pro?  bus-dp     part nr. 140831 canopen     part nr. 140832 devicenet     part nr. 140833 ethercat     part nr. 159110 cable ethercat m12 male-male, d-coded  m12 straight, 5 m       part nr. 160565 type bpmv 58s servo   ange mounting     part nr. 125051 scews and servo clamps    part nr. 117668 type bpmv 58s clamping   ange  mounting bracket     part nr. 117698 accessories order designation
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