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		  Datasheet File OCR Text:


		  miniature aluminum electrolytic capacitors 200 & 400v high ripple, 105 c   cat. no. e1001e sleeve (pet) l+1.5max. 15min. 4min. f d+0.5 f d vent f p 0.5 @ endurance with ripple current : 105 c  2,000 hours @ higher ripple current than kmg, general purpose series @ suitable for low pro    le equipment such as ac adaptors @ non solvent-proof type @ pb-free design ? specifications ? standard ratings category temperature range rated voltage range capacitance tolerance leakage current dissipation factor (tan e ) low temperature characteristics endurance shelf life items [p 20% of the initial value [ 200% of the initial specified value [ the initial specified value [p 20% of the initial value [ 200% of the initial specified value [ 500% of the initial specified value characteristics 200 0.20 200 3 6 400 0.24 400 5 6 - 40 to 105 c 200 & 400v dc p 20%(m) i=0.04cv+100(after 1 minute at 20 c ) i=0.02cv+25(after 5 minutes at 20 c )       where:  i : max. leakage current( m a), c : nominal capacitance( m f), v : rated voltage(v) rated voltage(v dc ) tan e (max.) rated voltage(v dc ) z( - 25 c )/z(20 c ) z( - 40 c )/z(20 c ) the following specifications shall be satisfied when the capacitors are restored to 20 c  after subjected to dc voltage with the rated  ripple current is applied for 2,000 hours at 105 c . capacitance change d.f.(tan e ) leakage current the following specifications shall be satisfied when the capacitors are restored to 20 c  after exposing them for 1,000 hours at 105 c   without voltage applied. capacitance change d.f.(tan e ) leakage current (at 20 c , 120hz) (at 20 c , 120hz) (at 20 c , 120hz) ? part numbering system ? dimensions [mm] f d f d f 12.5 0.6 5.0 16 0.8 7.5 18 0.8 7.5 gas escape end seal ? rated ripple current multipliers 50 0.45 0.50 120 1.00 1.00 300 1.25 1.15 1k 1.50 1.30 10k 1.75 1.40 100k 1.80 1.50 frequency (hz) 10 to   47 m f 56 to 150 m f @ terminal code : e ss  : lead forming / taping code wv (v dc ) cap ( m f) case size f d b l(mm) tan e rated ripple  current (marms/ 105 c ,120hz) part no. 200 33 12.5 b 20 0.20 203 epa-201e ss 330mk20s 47 12.5 b 20 0.20 242 epa-201e ss 470mk20s 56 12.5 b 25 0.20 288 epa-201e ss 560mk25s 68 12.5 b 25 0.20 317 epa-201e ss 680mk25s 68 16 b 20 0.20 323 epa-201e ss 680ml20s 82 16 b 20 0.20 355 epa-201e ss 820ml20s 100 16 b 20 0.20 392 epa-201e ss 101ml20s 120 16 b 25 0.20 465 epa-201e ss 121ml25s 120 18 b 20 0.20 446 epa-201e ss 121mm20s 150 18 b 25 0.20 536 epa-201e ss 151mm25s wv (v dc ) cap ( m f) case size f d b l(mm) tan e rated ripple  current (marms/ 105 c ,120hz) part no. 400 10 12.5 b 20 0.24 110 epa-401e ss 100mk20s 22 12.5 b 25 0.24 180 epa-401e ss 220mk25s 22 16 b 20 0.24 183 epa-401e ss 220ml20s 33 16 b 20 0.24 225 epa-401e ss 330ml20s 47 16 b 25 0.24 291 epa-401e ss 470ml25s 47 18 b 20 0.24 279 epa-401e ss 470mm20s 56 18 b 25 0.24 327 epa-401e ss 560mm25s 68 18 b 25 0.24 360 epa-401e ss 680mm25s supplement code size code capacitance tolerance code capacitance code (ex. 10 m f:100,100 m f:10) lead forming  taping code terminal code voltage code (ex. 200v:201,400v:401) series code category e p a - a a a e a a a a a a a a s m 134 2678910 51213 11 16 17 18 15 14 please refer to "a guide to global code (radial lead type)" (1/1)
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