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		  Datasheet File OCR Text:


		  lightel technologies, inc.   www.lighteltech.com 1034 central avenue south, kent, wa 98032 tel no : (253) 813 - 2862  fax no :  (253)  813 -2 861 parameter p remium a  grade operating  wavelength    insertion    loss    (max) uniformity return loss  pdl tdl 0.20 db ( -10oc ~ +75oc ) 0.35 db(-40oc ~ +85oc) operating  & storage  temperature li g ht dut y   (  b  ) packa g e dimensions  medium  dut y   (  l  ) heav y  dut y   (  r  )    3.0mm  x 55.0mm   3.0mm  x 60.0mm 100mm x 12.0mm x 8.0mm 1310 + 50nm & 1550  +   75  nm 1x2 >  55 db    2x2  >   65  db -40 o c ~ +85oc < 4.0  db <  0.15  db <  0.8db ultra  flat  dual  window  coupler  50/50 specifications lt071603 g r a d e p ;   p r e m i u m a :   a   g r a d e c o u p l i n g r a t i o x y %   :   x y % o r d e r   i n f o r m a t i o n p o r t   n u m b e r 1 2 :   1   x   2 2 2 :   2   x   2 1 4 :   1   x     4 4 4 :   4   x   4 1 8 :   1   x   8 8 8 :   8   x   8 1 6 :   1   x   1 6 6 6 :   1 6   x   1 6 u f f i b e r   l e n g t h : 1 :   1 m e t e r 2 :   2 m e t e r s :   s p e c i a l p i g t a i l   s t y l e : ( = p a c k a g e   s t y l e ) b :   b a r e   f i b e r l :   9 0 0    m   l o o s e       t u b e r :   3   m m   c a b l e c o n n e c t o r : 0 :   n o n e 1 :   f c / p c 2 :   f c / a p c 3 :   s c / p c 4 :   s c / a p c 5 :   f c / s p c 6 :   s c / s p c 7 :   l c / u p c 8 :   l c / s p c 9 :   s p e c i a l a :   f c / u p c b :   s c / u p c c :   s t d rev.  b port  # grade premium a grade premium a grade premium a grade 1x4 7.6  db 8.0  db 1.2  db 1.5  db 0.3  db 0.4  db 2x4 7.8  db 8.2  db 1.4  db 1.7  db 0.3  db 0.4  db 1x8 11.0  db 11.5  db 1.8  db 2.2  db 0.4  db 0.5  db 2x8 11.2  db 11.7  db 2.1  db 2.5  db 0.4  db 0.5  db 1x16 14.4  db 15.0  db 2.4  db 3.0  db 0.5  db 0.5  db 2x16 14.6  db 15.2  db 2.6  db 3.2  db 0.5  db 0.5  db max  il uniformit y pdl tree and star couplers (equal splitter) note1:    all  values specified  are  without connectors. note2:  fiber  type  C corning  smf - 28  unless  otherwise  s pecified.  note2:  higher  performance  requirement  upon  request.  4x4,  8x8,  16 x16  is  available. fbt coupler ultra flat dual window coupler 50/50 1034 central avenue south ? kent, wa 98032 tel 253.814.2862 ? fax 253.813.2861 www.lighteltech.com revision  b speci?cations: tree and star couplers (equal splitter) lightel technologies, inc.   www.lighteltech.com 1034 central avenue south, kent, wa 98032 tel no : (253) 813 - 2862  fax no :  (253)  813 -2 861 parameter p remium a  grade operating  wavelength    insertion    loss    (max) uniformity return loss  pdl tdl 0.20 db ( -10oc ~ +75oc ) 0.35 db(-40oc ~ +85oc) operating  & storage  temperature li g ht dut y   (  b  ) packa g e dimensions  medium  dut y   (  l  ) heav y  dut y   (  r  )    3.0mm  x 55.0mm   3.0mm  x 60.0mm 100mm x 12.0mm x 8.0mm 1310 + 50nm & 1550  +   75  nm 1x2 >  55 db    2x2  >   65  db -40 o c ~ +85oc < 4.0  db <  0.15  db <  0.8db ultra  flat  dual  window  coupler  50/50 specifications lt071603 g r a d e p ;   p r e m i u m a :   a   g r a d e c o u p l i n g r a t i o x y %   :   x y % o r d e r   i n f o r m a t i o n p o r t   n u m b e r 1 2 :   1   x   2 2 2 :   2   x   2 1 4 :   1   x     4 4 4 :   4   x   4 1 8 :   1   x   8 8 8 :   8   x   8 1 6 :   1   x   1 6 6 6 :   1 6   x   1 6 u f f i b e r   l e n g t h : 1 :   1 m e t e r 2 :   2 m e t e r s :   s p e c i a l p i g t a i l   s t y l e : ( = p a c k a g e   s t y l e ) b :   b a r e   f i b e r l :   9 0 0    m   l o o s e       t u b e r :   3   m m   c a b l e c o n n e c t o r : 0 :   n o n e 1 :   f c / p c 2 :   f c / a p c 3 :   s c / p c 4 :   s c / a p c 5 :   f c / s p c 6 :   s c / s p c 7 :   l c / u p c 8 :   l c / s p c 9 :   s p e c i a l a :   f c / u p c b :   s c / u p c c :   s t d rev.  b port  # grade premium a grade premium a grade premium a grade 1x4 7.6  db 8.0  db 1.2  db 1.5  db 0.3  db 0.4  db 2x4 7.8  db 8.2  db 1.4  db 1.7  db 0.3  db 0.4  db 1x8 11.0  db 11.5  db 1.8  db 2.2  db 0.4  db 0.5  db 2x8 11.2  db 11.7  db 2.1  db 2.5  db 0.4  db 0.5  db 1x16 14.4  db 15.0  db 2.4  db 3.0  db 0.5  db 0.5  db 2x16 14.6  db 15.2  db 2.6  db 3.2  db 0.5  db 0.5  db max  il uniformit y pdl tree and star couplers (equal splitter) note1:    all  values specified  are  without connectors. note2:  fiber  type  C corning  smf - 28  unless  otherwise  s pecified.  note2:  higher  performance  requirement  upon  request.  4x4,  8x8,  16 x16  is  available. lightel technologies, inc.   www.lighteltech.com 1034 central avenue south, kent, wa 98032 tel no : (253) 813 - 2862  fax no :  (253)  813 -2 861 parameter p remium a  grade operating  wavelength    insertion    loss    (max) uniformity return loss  pdl tdl 0.20 db ( -10oc ~ +75oc ) 0.35 db(-40oc ~ +85oc) operating  & storage  temperature li g ht dut y   (  b  ) packa g e dimensions  medium  dut y   (  l  ) heav y  dut y   (  r  )    3.0mm  x 55.0mm   3.0mm  x 60.0mm 100mm x 12.0mm x 8.0mm 1310 + 50nm & 1550  +   75  nm 1x2 >  55 db    2x2  >   65  db -40 o c ~ +85oc < 4.0  db <  0.15  db <  0.8db ultra  flat  dual  window  coupler  50/50 specifications lt071603 g r a d e p ;   p r e m i u m a :   a   g r a d e c o u p l i n g r a t i o x y %   :   x y % o r d e r   i n f o r m a t i o n p o r t   n u m b e r 1 2 :   1   x   2 2 2 :   2   x   2 1 4 :   1   x     4 4 4 :   4   x   4 1 8 :   1   x   8 8 8 :   8   x   8 1 6 :   1   x   1 6 6 6 :   1 6   x   1 6 u f f i b e r   l e n g t h : 1 :   1 m e t e r 2 :   2 m e t e r s :   s p e c i a l p i g t a i l   s t y l e : ( = p a c k a g e   s t y l e ) b :   b a r e   f i b e r l :   9 0 0    m   l o o s e       t u b e r :   3   m m   c a b l e c o n n e c t o r : 0 :   n o n e 1 :   f c / p c 2 :   f c / a p c 3 :   s c / p c 4 :   s c / a p c 5 :   f c / s p c 6 :   s c / s p c 7 :   l c / u p c 8 :   l c / s p c 9 :   s p e c i a l a :   f c / u p c b :   s c / u p c c :   s t d rev.  b port  # grade premium a grade premium a grade premium a grade 1x4 7.6  db 8.0  db 1.2  db 1.5  db 0.3  db 0.4  db 2x4 7.8  db 8.2  db 1.4  db 1.7  db 0.3  db 0.4  db 1x8 11.0  db 11.5  db 1.8  db 2.2  db 0.4  db 0.5  db 2x8 11.2  db 11.7  db 2.1  db 2.5  db 0.4  db 0.5  db 1x16 14.4  db 15.0  db 2.4  db 3.0  db 0.5  db 0.5  db 2x16 14.6  db 15.2  db 2.6  db 3.2  db 0.5  db 0.5  db max  il uniformit y pdl tree and star couplers (equal splitter) note1:    all  values specified  are  without connectors. note2:  fiber  type  C corning  smf - 28  unless  otherwise  s pecified.  note2:  higher  performance  requirement  upon  request.  4x4,  8x8,  16 x16  is  available. order information:
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