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		  Datasheet File OCR Text:


		  loose ta p ed fig. 1 fig. 2 fig. 3 ?d0.05 p =  22.5  27.5 p = 37.5 0.8 1.0 all dimensions are in mm. product code system the part number, comprising 14 digits, is formed as follows: 1 2 3 4 5 6 7 8 9 10 11 12 13 14 c 2 4 4  digit 1 to 3   se ries code. digit 4   a. c. rated voltage: 4 =  400vac     digit 5   pi tch:    n=22.5mm; r  =27.5 . mm; w=37.5mm digit 6 to 9   di gits 7  8  9 indicate the ? rst three digits of      capacitance value and the 6th digit indicates      the number of zeros that must be added to      obtain the rated capacitance in pf.  digit 10 to 1 1 mechanical  version and/or packaging (table 1) digit 12    id enti? es the dimensions and electrical      characteristics. digit 13   in ternal use. digit 14   ca pacitance tolerance:     j=5%; k=10% ta b le 1 standard  packaging  style lead  length tap ing style ordering  code (mm) p 2 (mm) fig. (no.) pitch (mm) (digit 10  to 11) reel ? 500mm 19.05 3 22.5/27.5 ck loose, short leads 4 +2 aa loose, long leads   30 +5      25 +2/1 4050 loose, insulated rigid leads 30 +5 51 loose, insulated ? e xible leads 150 5 52 c24.4 mkp series      metallized  polypropylene  film capacit or motor run cap acitors   typ ical applications : the  capacitor is used in series to the  auxiliary winding of a singlephase electric motor, allowing it  to start and increase its torque while working. the capacitor  is particularly suitable for applications requiring reduced  dimensions i.e. airfans and circulators. product code:   c244 pitch box thickness maximum dimensions (mm) (mm) (mm) b max h max l m ax 22.5 all b +0.2 h +0.1 l + 0.3 27.5 all b +0.2 h +0.1 l + 0.3 37.5 all b +0.3 h +0.1 l + 0.3 general technical da ta dielectric:  polypropylene ? lm. plates:    selfhealing metal layer. win ding:  no ninductive type. leads:  t i nned wire. protection:  plastic case, thermosetting resin ?  lled.     box material is solvent resistant and ? ame retardant according  to ul94 v0. marking:  manufacturer s  logo, series, capacitance,   tolerance, rated voltage, capacitor class, sh for selfhealing  capacitors, class of safety protection, climatic category,  approval marks, manufacturing plant, manufacturing date code. climatic category:   40 /85/21 iec 600681 operating temperature range:  40 to +85c related documents:    iec 60252 electrical characteristics rated voltage (v r ):  400vac   rated temperature (t r ): +85c capacitance  range:  0.3   f to 10   f. capacitance tolerances  (measured at 1 khz) :  5% (j); 10% (k). dissipation factor (df):  tg 20 x 10 4  at +20c5c insulation resistance : tes t conditions te m perature: +20c 5c vol tage charge time:  1min vol tage charge:   100 vdc performance 1x10 5  m   (5x10 5  m ) *   for c0.33  f 30000s (150000s)*         for c>0.33  f * t ypical value. tes t voltage between terminations: 2xv r  applied for 2 s at +20c5c tes t voltage terminal to case: 2000vdc for 2 ssafety class:  p0 according iec 60252 protection degree:  ip55 1 note: flat quickconnectors and solder tags are available  upon request. single sided metallized  polypropylene ? lm 12/2009

 rated  cap. 400vac std dimensions max  dv/dt rated  current  part number b h l p (v/  s) a  0.33   f 7.0 16.0 26.5 22.5 50 0.05 c244n 3330   01    0.4   f 7.0 16.0 26.5 22.5 50 0.06 c244n 3400   02    0.47   f 8.5 17.0 26.5 22.5 50 0.07 c244n 3470   02   0.5   f 8.5 17.0 26.5 22.5 50 0.08 c244n 3500   02   0.6   f 8.5 17.0 26.5 22.5 50 0.09 c244n 3600   02   0.68   f 10.0 18.5 26.5 22.5 50 0.10 c244n 3680   02   0.7   f 10.0 18.5 26.5 22.5 50 0.11 c244n 3700   02   0.8   f 11 .0 20.0 26.5 22.5 50 0.12 c244n 3800   02   0.9   f 11 .0 20.0 26.5 22.5 50 0.14 c244n 3900   02   1.0   f 13.0 22.0 26.5 22.5 50 0.15 c244n 4100   02   0.6   f 9.0 17.0 32.0 27.5 50 0.09 c244r 3600   02   0.68   f 9.0 17.0 32.0 27.5 50 0.10 c244r 3680   02   0.7   f 9.0 17.0 32.0 27.5 50 0.11 c244r 3700   02  0.8   f 11 .0 20.0 32.0 27.5 50 0.12 c244r 3800   02   0.9   f 11 .0 20.0 32.0 27.5 50 0.14 c244r 3900   02   1.0   f 11 .0 20.0 32.0 27.5 50 0.15 c244r 4100   01   1.5   f 13.0 25.0 32.0 27.5 50 0.23 c244r 4150   01   2.0   f 14.0 28.0 32.0 27.5 50 0.30 c244r 4200   02   2.2   f 14.0 28.0 32.0 27.5 50 0.33 c244r 4220   02   2.5   f 18.0 33.0 32.0 27.5 50 0.38 c244r 4250   02   3.0   f 18.0 33.0 32.0 27.5 50 0.45 c244r 4300   01     3.3   f 22.0 37.0 32.0 27.5 50 0.50 c244r 4330   02   4.0   f 22.0 37.0 32.0 27.5 50 0.60 c244r 4400   02   4.5   f 22.0 37.0 32.0 27.5 50 0.71 c244r 4450   02    1.5   f 11 .0 22.0 41.5 37.5 50 0.23 c244w 4150   02    2.0   f 13.0 24.0 41.5 37.5 50 0.30 c244w 4200   02    2.2   f 13.0 24.0 41.5 37.5 50 0.33 c244w 4220   02   2.5   f 13.0 24.0 41.5 37.5 50 0.38 c244w 4250   02   3.0   f 16.0 28.5 41.5 37.5 50 0.45 c244w 4300   01   3.3   f 16.0 28.5 41.5 37.5 50 0.50 c244w 4330   02    4.0   f 19.0 32.0 41.5 37.5 50 0.60 c244w 4400   02    4.5   f 19.0 32.0 41.5 37.5 50 0.71 c244w 4450   02     4.7   f 19.0 32.0 41.5 37.5 50 0.71 c244w 4470   02   5.0   f 19.0 32.0 41.5 37.5 50 0.75 c244w 4500   01   5.5   f 20.0 40.0 41.5 37.5 50 0.90 c244w 4550   02   6.0   f 20.0 40.0 41.5 37.5 50 0.90 c244w 4600   02     6.5   f 20.0 40.0 41.5 37.5 50 1.03 c244w 4650   02     6.8   f 20.0 40.0 41.5 37.5 50 1.03 c244w 4680   02    7.0   f 20.0 40.0 41.5 37.5 50 1.06 c244w 4700   01   7.5   f 24.0 44.0 41.5 37.5 50 1.21 c244w 4750   02  8.0   f 24.0 44.0 41.5 37.5 50 1.21 c244w 4800   02   8.5   f 24.0 44.0 41.5 37.5 50 1.36 c244w 4850   02   9.0   f 24.0 44.0 41.5 37.5 50 1.36 c244w 4900   02   9.5   f 24.0 44.0 41.5 37.5 50 1.51 c244w 4950   02   10   f 24.0 44.0 41.5 37.5 50 1.51 c244w 5100   02  c24.4 mkp series      metallized  polypropylene  film capacit or motor run cap acitors   product code:   c244 all dimensions are mm.other capacitance values are available upon request. 2 expected life: 30.000 h at 350vac at 85c (class a) 10.000 h at 400vac at 85c (class b)   3.000 h at 460vac at 85c (class c) 12/2009 mechanical version and packaging (table1) to l erance:  j (5%); k (10%) approvals vdeen 602521 class aclass b class c certi? cate no. 40026094

 c24.4 mkp series      metallized  polypropylene  film capacit or motor run cap acitors   product code:   c244 3 12/2009 test method and performance damp heat, steady state: tes t conditions 1st te m perature: +40c 2c relative humidity (rh):  93%2% te s t duration:  21 days performance capacitance change |?c/c|:  2% df change (?tg):  20x10 4  at 1khz insulation resistance:  50%  of initial limit. endurance: tes t conditions class a te m perature: +85c 2c te s t duration:  6.000 h vol tage applied:  438vac tes t conditions class a te m perature: +85c 2c te s t duration:  3.000 h vol tage applied:  473vac tes t conditions class b te m perature: +85c 2c te s t duration:  2.000 h vol tage applied:  500vac tes t conditions class b te m perature: +85c 2c te s t duration:  1.000 h vol tage applied:  540vac tes t conditions class c te m perature: +85c 2c te s t duration:  600 h vol tage applied:  575vac performance capacitance change |?c/c|:  3% df change (?tg):  50x10 4  at 10khz for c1  f   30x10 4  at  0 1khz for c>1  f insulation resistance:  50% of initial limit. resistance to soldering heat: tes t conditions solder bath temperature:  +260c5c dipping time (with heat screen):10 s1 s performance capacitance change |?c/c|:  2% df change (?tg):  50x10 4  at 10khz for c1  f   30x10 4  at  0 1khz for c>1  f insulation resistance:  initial limit. long term stability  (after two years) : storage:  40 / 90c performance capacitance change |?c/c|:  2%
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